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FOREWORD

This report, Volume II, is the second of two volumes reporting work accom-
plished under contract NASw-1067 initiated in August 1964,

This program determined what guidance and control technologies would
require or could profit from orbital testing, and defines experiments which ful-
fill these requirements,

This volume contains the descriptions of candidate experiments, Volume I
of this report summarizes the work performed on this program and describes
the procedure by which the experimental selection was accomplished,

This program was conducted by personnel of the Space and Missile Electronic
Systems Department of McDonnell Aircraft Corporation. The chief contributors
were: R. P. Bennett, R. E, Butler, F. P, Hercules, E, H, Johnson, P, W, Jones,
and P, Seligsohn,

Acknowledgment is made of the assistance of the following during the per-
formance of this study: Prof. R, H., Cannon, Jr., and Dr., D. B, DeBra of
Stanford University; Mr, N. S. Johnson and Mr, W, R, Wehrend of the NASA

Ames Research Center under whose technical supervision the study was performed.
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1.0 INTRODUCTION

Thirty experiments have been selected from a candidate list of over 100 sug-
gested tests. The selected experiments were divided into three groups or Cat-
egories (A, B and C) according to the needs for orbital test, development status
and dependence on carrier vehicle design. Volume I summarizes the suggested
tests, the method used in selecting experiments and the criteria used in categor-
izing the experiments. This volume contains technical descriptions for the thirty
experiments.

The seven Category A experiments, which cannot be adequately ground tested,
have a high potential for future applications. 1In addition, orbital test data from
similar experiments is not being obtained on ancther program. The eight Category B
experiments also have high potential for future applications. However, orbital
test data may be obtained from similar experiments on other Dbrograms;and, in some
cases, ground testing can provide useful data. The fifteen Category C experiments
are considered worthwhile for future study but were not fully explored on this pro-
gram. The majority of these experiments require either additional development and
ground test or carrier vehicle selection in order to define meaningful tests.

Performance of the selected experiments in a piggyback fashion was a primary
ground rule in their design. For the successful implementation of the piggyback
approach, the carrier vehicle is expected to supply a majority of the experimental
support functions, although ecertain unique areas are to be supplied by the experi-
mental equipment. The areas of vehicle support which were assumed available for
conducting the experiments include attitude control, the master attitude reference,
acquisition and tracking aids, the time reference system, the data handling system,
the command receiver, and electrical power. The assumptions made regarding these

vehicle support functions are described in Table 1-1 . Experiments which require



TABLE 1-1
EXPERIMENT SUPPORT FUNCTIONS

EXPERIMENT

SUPPORT FUNCTION ASSUMED VEHICLE SUPPORT

Attitude Control Maintain the required orientation, attitude accuracy and
stability.

Master Attitude Reference Supply any required attitude reference.

Acquisition and Tracking Supply all acquisition and tracking aids required to perform

Aids the experiment.

Time Reference System Supply the time reference required to program and time the

experimental functions.

Data Handling System Supply all equipment required to receive the outputs from the
experiment signal conditioners, and multiplex, encode, store
and transmit them.

Command Receiver Supply the equipment which will receive and decode ground
commands to the experiment. Subcoding of muitiple commands on
one wire will be used only if ground command requirements are
excessive.

Electrical Power Electrical power is 28 +4 VDC.

housekeeping data from the vehicle support equipment have access to the data as
required. With the exception of attitude control, any incompatibilities between
the carrier vehicle capabilities and the experiment requirements can be met by in-
corporating additional supporting equipment into the experiment packages. However,
attitude control compatibility must be achieved.

The programmer, signal conditioner, and power supply represent unique support
equipment which must be tailored to meet the specific requirements of each experi-
ment. Programmer functions include sequencing the experiment and measuring
elapsed time when required. The signal conditioner converts the experimental data
to a format which is acceptable to the data handling system. The power supply
converts the vehicle 28 VDC power to that required by the experiment and also in-

cludes all required filtering and RFI networks.




For each experiment, there usually are several methods of conducting the or-
bital test. In most cases, these alternate test methods are discussed in the back-
ground section of each experiment. A single test method was selected for detailed
discussion so that vehicle constraints could be defined. The test method was
selected on the basis of achieving the accuracy goals while using state-of-the-art
measurement instrumentation and keeping the experiments as simple as possible.
Following carrier vehicle selection based on the derived constraints or other con-
siderations, further definition of the recommended test method and a detailed
error analysis are required. The experiment descriptions identify the major error
sources but do not contain a detailed error analysis.

The size, weight and power estimates for experiment equipment are based on
presently available packaging configurations. However, since much of the experi-
ment equipment is mechanical in nature, the use of microelectronic techniques will
not yield an overall weight and volume reduction proportional to the 50 to T5 per-
cent savings in electronics. The development plan for each experiment is based on
engineering estimates.

To facilitate comparison between experiments, an outline generally applicable
to all e#periments was used in preparing the technical descriptions. The outline
used for the Category A and B experiment descriptions includes the eight sections
described in Table 1-2. To avoid the repetition of a lengthy discussion on master
attitude reference and data handling systems in each experiment, these two subjects
are discussed in the appendices. Only the unique attitude reference and data
handling problem areas are discussed in each experiment description. For each
Category C experiment, the outline includes the objective, background and a dis-

cussion of suggested tests.



TABLE 1-2
EXPERIMENT DESCRIPTION FORMAT

SECTION

PURPOSE

Objectives

Background

Functional
Description

Experiment
Physical
Parameters

Data Parameters

Vehicle Orbit
and Attitude
Requirements

Experiment Support
Data Handling
Requirements

Experiment Flight
Test Plan

@ Describe goals to be met
® State uses for experimental results

® Define the test to be accomplished

® Discuss applicable theory

® Determine need for space tests

@ Describe devices, techniques, or concepts capable of
evaluating the test

® State reasons for choosing a particular approach

® Describe functional performance of experimental equipment
® Describe test method
® Discuss major error sources

@ Define the size, weight, and power requirements of the
experimental equipment

@ Define these parameters for the programmer, signal conditioner,
and power supply

o Define the following parameters for all major experimental data
points: signal format and frequency, physical range, accuracy,
and desired sampling rate

@ Define vehicle orbit parameters: altitude, inclination, ellipticity
@ Define vehicle attitude control parameters: orientation, pointing
accuracy, stabilization

® Define experimental support requirements: signal conditioning,
programming, master reference, environmental control, mounting,
total mission power, ground commands

@ Define data handling requirements

® Describe experiment development plan which will provide a time
schedule for experiment design, development and fabrication,
system integration, etc.

@ Define a flight test sequence which will provide a time-based
sequence of events describing the experiment performance

® Describe the approach to post-flight data reduction

® Discuss possible future tests




. 2. CATEGORY A EXPERIMENTS

2.1 Electro Static Gyro

2.1.1 Objective - The Electro Static Gyro (ESG) tests are intended to demon-
strate its projected high accuracy in a space environment and to investigate the
operational problems associated with using the gyro in a space vehicle. Specif-
ically, the objectives of the tests are to:

a. Measure the drift performance of the ESG in a near zero-g environment.

b. Demonstrate the operation of a three mode (high-g, 0.5 g and near zero-g)

suspension system.

c. Demonstrate the feasibility of remote start-up and orientation of an ESG.

2.1.2 Background - The ESG is a modern gyro concept which has received exten-
sive design and development effort in the past five years. Thousands of hours of
testing in both laboratory and earth operational environments have demonstrated
both the practicality and excellent performance of this gyro mechanization. Models
are presently being developed for applications in space vehicle attitude reference
systems. Additional space uses which have been suggested include:

a. Stabilization of a gimballed accelerometer triad,

b. Stabilization of a gimballed space sextant (Reference 1), and

c. Attitude reference and/or acceleration instrumentation for a drag-free

satellite (Reference 2).
The ESG is attractive for these, and other, space applications because of its po-
tential for highly reliable performance, low drift rates, and low power consump-
tion. Theoretically, in the near zero-g conditions of an orbital or deep space
environment, the ESG should exhibit little or no drift. This is because the pre-
dominant drift torques in the gyro are proportional to either the applied acceler-
ation or the expected maximum acceleration, i.e., the level for which the electri-

cal suspension is preloaded.
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The ESG's basic simplicity is shown in the cutaway view of Figure 2.1-1. Its
only moving part is the hollow spherical beryllium rotor contained inside a ceramic
envelope which serves as a vacuum vessel. The rotor is suspended in the center of
the envelope by electric fields. The measured capacitance between the rotor and
the electrodes on the interior surface of the ceramic envelope indicates the posi-
tion of the rotor and controls the suspension voltages applied to the electrodes.

After the ESG is suspended, the rotor is spun to a preselected operating speed,
then torqued and demped to the desired orientation using magnetic fields generated
by coils mounted externally to the ceramic envelope. After demagnetization, the
rotor is allowed to coast undisturbed. Thus the ESG is a two-degree-of -freedom
(free) gyro with its spin axis nominally maintained in & fixed direction in iner-
tial space. Since the ceramic envelope's interior is maintained at & hard vacuum
(lO'8 mn Hg), and since integral shielding protects the gyro from magnetic fields,
the rotor can coast for months with only negligible slowing of its speed.

Due to outgassing of materials within the envelope, it has been estimated that
the vacuum level can be maintained for only thirty to sixty days without an external
vacuum source. In the present Honeywell design, a small getter-ion vacuum pump
is used to maintain the vacuum. Venting the envelope to space has been suggested
as an alternate for mainteining the vacuum. This solution has advantages, but
tests must be performed to determine the effects, if any, of contaminants such as
reaction jet exhaust materials which may remein in the vicinity of the vehicle.

Rotor orientation is obtained by means of optical pickoffs mounted on the en-
velope. These pickoffs observe a pattern on the rotor. For "strapped-down" appli-
cations, the optical pickoff outputs directly indicate gyro spin axis orientation
relative to the vehicle. For gimballed applications, the outputs of the optical
pickoffs are used to control a gimbal drive system and gimbal angle readouts then

indicate the gyro spin axis orientation relative to the vehicle.



.

The knowledge to be derived from ESG tests in an orbital assegsment program .
can best be understood by examining the basic drift producing torques that affect
the accuracy of an ESG (Reference 3). Only two sources, rotor mass unbalance and
electric suspension forces, cause drift producing torques of any appreciable
magnitude in the ESG. Mass unbalance drift is caused by a difference between the
rotor mass center, through which the acceleration forces act, and the rotor center
of support through which the effective electric suspension force acts. The magni-

tude of mass unbalance torque which causes drift (axial mass unbalance only) is

given by:
Ty =m (T -5)3xs (1)
where: m = rotor mass
I = vector from rotor surface centroid to rotor mass center
S = unit vector along rotor spin axis
a = acceleration

The drift rate of the gyro is directly proportional to this torque. The decrease
in acceleration megnitude obtained by testing the gyro in an orbiting vehicle in-
stead of an earth-bound lasboratory will, of course, be directly reflected in a
decrease of the spurious torque caused by mass unbalance. This zero-g test con-
dition cannot be simulated on the ground by suitable alignment (i.e., spin axis
parallel to gravity axis) since the ESG is used with its spin axis space fixed.
The ESG spin axis will therefore tumble with respect to the gravity vector.

The second major ESG torque producing source - electric suspension forces -
is a result of suspension force components which are normal to the radius line
through the center of suspension. Corresponding differential areas of the ESG

rotor and electrodes cen be analyzed by comparing them to similar areas of a




“parallel plate capacitor of infinite area. The force exerted on the differential

rotor area is therefore given by

aF-52- T Ta @)
where: F = force
V = rotor-to-electrode potential
A = normal rotor-to-electrode distance (gap)
¥ = unit vector normal to rotor surface

A = area of rotor surface

€0 = permittivity of free space

The component of this force which passes through the center of suspension of the
rotor supplies the rotor suspension force. The component of this force which is
normal to the radius line (r) from the rotor center of suspension causes a drift
torque. This drift torque is given by:

Ig = J‘Ar x dF (3)

In equation (2), the suspension force is a function of the voltage squared factor.
The suspension system is operated in a linear mode with a voltage preloed adequate
to support the rotor for any expected acceleration. Operation of the ESG in the
quiescent conditions of an orbiting space vehicle will allow these voltage preloads
to be reduced significantly, with a corresponding decrease in the spurious torques
caused by the electric suspension forces. Again, the near zero-g test condition
cannot be simulated in an earth-bound laboratory since the low preload voltages
will not provide rotor suspension in a one-g environment.

Additional disturbance torques are caused by gas drag and magnetic fields.

These effects are neglected here since they are assumed to be controlled to
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negligible levels by proper design, i.e., maintain vacuum and use magnetic shield-

ing.

2.1.3 Functional Description - The ESG experiment is functionally in accord-

ance with the diagram of Figure 2.1-2.

strapped-down ESG and the ESG electromnics.

Experiment equipment consists of a

For drift measurements, a master

attitude reference and a time reference are required. In the discussion of test

method, the master reference is assumed to be a star tracker.

10




- Experiment Equipment - The strapped-down ESG is used since the experiment is

less complicated and applicable equipment is more readily available than the gim-
balled configuration. However, the gimballed ESG requires only 1l bits of readout
data to provide one arc second angular accuracy over its limited travel, whereas
20 bits are required to provide equivalent accuracy over the 360 degree range of
the strapdown configuration. If the ESG is operated on an inertially oriented
vehicle, the vehicle would act as a gimbal system and the gimballed ESG configura-
tion could be used. This would relieve the data handling problem concerning the
readout, but this configuration could not provide a test during launch. The
strapped-down ESG consists of the rotor with its associated suspension and torque
electrodes, the pickoffs and the vacuum pump. The ESG electronics is basically
two sections: Remote Start-Up Electronics and Pickoff and Suspension Electronics.
The former provides the required signals to spin up, orient and damp the rotor.
The latter comprises the circuits which provide desired suspension level, control
rotor suspended position, and transform the ESG optical pickoff signals into bi-
nary digital signals. The suspension level can be operated in three modes: Mode 1
maintains suspension through the high-g launch enviromment; Mode 2 is preloaded for
a 0.5 g level; and Mode 3 maintains suspension under the near zero-g levels in
orbit by using the lowest suspension forces possible. Although three particular
modes have been chosen, additional ones could be used to glve a better definition
of drift in terms of suspension level. These three were chosen because they repre-
sent likely operational modes, and in addition, will provide data on the major
torque producing mechanisms.

Test Method - The gyro is energized prior to launch and operates through

launch. Following vehicle stabilization in orbit and star tracker acquisition of
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the guide star, the ESG spin axis orientation relative to the gyro case reference*
is recorded. Also, gyro case orientation relative to the known guide star is re-
corded. The above orientation measurements, combined with knowledge of the ESG
spin axis orientation prior to launch, are used to estimate gyro drift during
lsunch. The ESG is then automatically sequenced to operate in suspension Mode 2,
at 0.5 g level, and the drift performance tests commence. The information to be
obtained from the test is both short and long term ESG drift characteristics under
various suspension levels. The drift is measured by periodically reading out and
recording the gyro spin axis orientation relative to known guide stars. A time
label is given to each data point to allow calculation of ESG drift rates on the
ground. For this initial test, the duration is one week to establish both short
and long term drift trends.

After collecting data samples for one week, the suspension system is changed
to Mode 3, the near zero-g level. Drift measurements over short and long time
periods are recorded as above for a period of one week. The data is then compared
with ground tests at one-g and the previous orbit test at 0.5 g suspension level to
obtain three points on a plot of drift rate versus suspension level. The data can
then be extrapolated to other suspension levels, e.g., launch levels, and estimated
performance compared with actual performance through launch.

The next significant procedure is to de-energize the ESG in preparation for
remote start-up. The de-energizing sequence is initiated by ground command. The
first and most critical step of the sequence is to de-spin the rotor by applying a
DC voltage to the spin-up coils. Following de-spin, all power is removed from the
suspension coils, vacuum pump, and readout device. After remsining de-energized
for some time period, the remote starting sequence is initiated by ground command.
The functional sequence for remote start-up is as follows:

a. evacuate chamber (if necessary),

12




b. suspend rotor at the 0.5 g level,

¢. spin-up rotor,

d. torque to preferred orientation, and

e. damp to orientation.

These functions are sequenced automatically following the initial command signal,
Additional drift performance tests are now conducted in a fashion similar to
those described earlier.

Further tests will depend on vehicle life and bower cepability. Possible
tests include a remote start-up test with a near zero-g suspension level, drift
testing with the vacuum pump off to demonstrate possible degradation due to out-
gassing of materials into the envelope, and drift tests with the envelope vented
to space to demonstrate possible degradation from contaminants in the region of
the vent.,

Major Error Sources - For evaluating ESG drift rate performance, the major

error sources are ESG and master reference pickoff resolution, time reference ac-
curacy, pickoff time constant differences, and short term structural warping be-
tween ESG and master reference mounting bases., ESG pickoff resolution can be on

the order of 1 arc second while the timer accuracy can be on the order of 1 second

in an 8 hour period. The remaining error sources are a function of carrier vehi-
cle, mounting design, and master reference selection; however, 20 arc seconds
appears to be a reasonable error budget for all error sources.

2.1.4 Experiment Physical Parameters - As stated Dbreviously, the strapped-

down ESG is recommended for the initial orbital test. Table 2.1-1 summarizes the
physical parameters for the Primary subsystem which includes the ESG and support-
ing equipment. The ESG electronics is broken into its two sections and the vacuum
pump is specified separately. In the event that the remote spin~-up 1s eliminated

or a different means of vacuum meintenance 1is employed, the physical parameters

13



TABLE 2,11
ESG EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
WEIGHT
VOLUME L-W-H (ng'; PEAK NOMINAL
(FT.3) (IN.) ' (WATTS) | (WATTS)
EXPERIMENT
Electrostatic Gyro .038 5D (Sphere) 5.0
Vacuum Pump .001 1.5x1x1 .3 1* 1*
Pickoff & Suspension .208 10 x6x6 10.0 10* 5*
Electronics
Remote Start-up Electronics .028 4 x4x3 1.7 5.5*
SUPPORT
Programmer .019 4 x4x2 1.0 2* 1*
Signal Conditioner .002 3 xIxl N 2* 1*
Power Supply .024. 4 x3x32 2.0 25 10
TOTAL .32 20.1 25 10

*Supplied by Power Supply

may be adjusted. The power supply includes an inverter and auxiliary batteries
with the batteries being used to suspend the ESG in the event of primary power
system interruption. The power supply estimates in Table 2.1-1 are based on a
space vehicle supply of 28 volts DC.

2.1.5 Data Parameters - The parameters that are measured to properly evaluate

the experiment are summarized in Table 2.1-2. The table lists first those param-
eters considered essential for evaluating the experiment and also lists additional
parameters that will indicate equipment operating and environmental conditions.

The "additional parameter" list is representative of the desired measurements and
is not intended to be complete. In fact, the length of the list may change follow-
ing hardware procurement and actual experiment integration into the space vehicle.

The only data parameters which require special consideration are the rotor position

pickoffs. These are digital pickoffs with a 360 degree angular capacity. The

1
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accuracy of these units is a measure of the number of digitel bits used. Twenty
bits will give an accuracy of 1.05 arc seconds. The required accuracy will be
determined by the expected drift rates and the accuracy of the master reference.

2.1.6 Vehicle Orbit and Attitude Requirements - The ESG experiment places no

special requirements on orbit parameters. Attitude requirements can be stated in
terms of preferred orientation, attitude deviations relative to the preferred ori-
entation, and permissible attitude rates. An inertial orientation with three-axis
vehicle stabilization is preferred so that a non-gimballed master reference can be
used for measuring ESG drift. The permissible attitude deviation from the preferred
orientation is primarily a function of the master attitude reference sensor field
of view. Since the strapped-down ESG is used, the ESG readout imposes essen-
tially no attitude restrictions on the vehicle. However, a stable orientation is
required during remote ESG start-up. If a star sensor master reference is used
and has a + 2 degree field of view, the vehicle attitudes should not be allowed to
deviate over + 1 degree from the star line-of-sight to insure that the star
remains in the sensor field of view. The permissible attitude rates are related
to the star sensor and ESG readout time constants and to restrictions imposed

by remote ESG start up. For proper remote start-up, the vehicle rates should

be less than 0.05 degrees/second. Assuming a 0.0l second ESG-master reference
time constant difference, the maximum readout error due to a vehicle rate of

0.05 degrees/second is 0.0005 degrees or about 1.8 arc seconds. This is con-
sidered a permissible error. Hence, vehicle rates of 0.05 degrees/second or less
are acceptable provided the ESG-master reference time constant difference is 0.1
second or less.

2.1.7 Experiment Support and Data Handling Requirements - The data handling

requirements discussed in Appendix B are applicable. Based on a 30 day test cycle,
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the power requirements defined in Table 2.1-1 and the fl‘ight test sequence in
Figure 2.1-4, the total energy required per cycle is approximately 6800 watt-hours.
Although no problems are anticipated in the design of the signal conditioner,
unique problems do exist in the experimental support areas discussed below.

Programmer - Programmer design is based on the flight test sequence described
in Figure 2.1-4. One area of the programmer required special design consideration.
This is the circuitry which will monitor the ESG operational parameters: suspen-
sion current, ESG temperature and ESG pressure. If any one of these is out~of-
tolerance, the programmer must command the vehicle data system to record all param-
eters as long as this condition exists. The operational parameters could indicate
an approaching failure. Data recorded during this time would be very important to
experiment analysis. The programmer must include a time reference system which is
accurate to one second within an eight hour time reriod. The system is reset each
eight hours upon ground commend. This accuracy is required to support the measure-
ment of short term drift rates. The ninety minute intervals between drift data
monitoring points will be controlled by & time interval unit within five minutes
accuracy.

Master Reference - The primary function of the master reference is to provide

a readout, preferably digital, which indicates the angular orientation of the
vehicle with respect to a known reference. Successive values of this data when
compared to the readout indicating ESG spin exis orientation with respect to the
vehicle, are used to determine ESG drift. Various combinations of the techniques
discussed in Appendix A can be used. However, certain techniques, as discussed
below, are preferred because the experiment is simplified.

If the vehicle is inertially oriented, & non-gimballed star sensor can be used

as a master reference, providing that the ESG spin-axis is pPrecisely aligned along

17



the sensor line-of-sight prior to the start of the drift test. Alternately, two
non-gimballed star sensors can be used to provide a three axis attitude reference
which requires no ESG spin-axis alignment. 1In a similar fashion, a precise sun-
sensor mounted on a solar oriented vehicle can provide the required attitude
reference. Here again, the ESG spin-axis must be aligned to the sensor line-of-
sight prior to starting a drift test. The alignment requirement may vbe eliminated
by obtaining a third attitude reference axis by means of a star sensor/tracker.

For earth-oriented vehicles, the master reference can be either a gimballed
star tracker or mapper, or a sun sensor/tracker in conjunction with the horizon
sensor, or it may be the horizon sensor itself. However, the experiment procedure
will become complicated by the requirement for star identification techniques
and/or navigation data which must be incorporated into the data reduction process.

The simplest reference which may be used with earth-oriented vehicles is the
horizon sensor. The vertical reference established by the sensor, coupled with
navigation data, will provide a two axis attitude reference required to determine
ESG drift. However, as with any of the possible reference techniques, accuracy of
the experiment will be based on both sensor accuracy and navigation data accuracy.
Even if the horizon sensor can achieve a 0.1 degree accuracy, this 1s still quite
large when compared to the expected ESG drift. While addition of a star tracker
will improve the sensor accuracy, the complication to the experiment equipment
and procedures, both in the vehicle and on the ground, will greatly reduce experi-
ment reliability. On the other hand, if an inertially or solar-oriented vehicle
is used, navigation data will not be required and these sensors will provide the
same accuracy as they would on an earth-oriented vehicle, but without the compli-
cated gimbal structures and, to some extent, the need for star recognition

techniques will be eliminated.
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For overall simplicity in both experimental equipment and procedures, dual
star sensors on an inertially oriented vehicle or sun/star sensors on a solar-
oriented vehicle are the preferred techniques for use with the ESG experiment.
Hence, either an inertial or solar orientation is preferred. The observatories
such as 0AO, 0SO, AOSO appear to be attractive candidates for ESG testing since
they are controlled to a stellar or solar orientation and incorporate either star
or sun sensors or both. Should it prove impossible to perform the ESG experiment
on one of the planned observatories, it may be possible to use modified observatory
sensors for the master reference instrumentation on the experiment vehicle.

Environmental Control - A pressurized compartment is not required for the

experiment equipment. However, the experimental package is known to be temperature
sensitive. For example, the quoted starting time of 1 to 1.5 hours is applicable
only in the temperature range of approximately 30 to 80°F. Further study is needed
to. fully define the effects.

Mounting - Since ESG drift is determined by successive measurements of spin-
axls position, the original angular bias errors will be eliminated during data
reduction. Thus, the mounting configuration should be designed to minimize the
structural creeps and shifts, due to thermal distortion and day/night orbit
conditions, which would effect the relative angular relationship between the ESG
and the master reference.

Ground Commands - The experiment package will operate in conjunction with

seven ground commands. These will control starting and stopping phases of ESG
operation, control suspension level, reset the master timer, and control data
readout. Table 2.1-3 defines the commands.

2.1.8 Experiment Flight Test Plan - The development Plan for the experiment

is shown in Figure 2.1-3. The gating item is the twelve month time required for
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ESG EXPERIMENT DEVELOPMENT PLAN

Equipment Development

Investigate Launch Operations F

Carrier Yehicle Selection
Initial

Final

v

*Depends on Carrier Vehicle.
May vary from 1 to 8 months
after installation.

FIGURE 2.1-3

Time From Go-Ahead (Mos.)

3. Experiment Design
ESG Package |—
Programmer
Signal Conditioner
Detail Procedures
4. Experiment Fabrication
ESG Package
Programmer
Signal Conditioner
5. Procurement/Fabrication of
Master Reference ﬁ
6. AGE Design, Fabrication
Sub
7. System Integration —
Sub
8. System Test [T -ﬁ
9. Environmental Flight Worthiness
Test o
10. Delivery of Flight Article \"4
11. Spacecraft Integration/
Installation —
12. Lounch
0 6 9 12 15 18
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TABLE 2.1-3
ESG EXPERIMENT GROUND COMMANDS

GROUND COMMAND ACTION

De-spin Commands programmed sequence to de-spin, and shut down experimental
equipment. Resets remote start-up sequence.

Remote Start-up Commands programmed sequence to evacuate envelope, suspend sphere,
spin-up rotor, orient and damp out nutations. Suspension mode signal
must be supplied separately. Resets de-spin sequence. Commences moni-
toring data at 90 minute intervals.

Mode 2 Commands Mode 2 suspension level until next suspension command is
received.

Mode 3 Commands Mode 3 suspension level until next suspension command is
received.

Data Dump Commands transmission of stored data.

Monitor Commands start or stop of real time data transmission.

Timer Reset Commands the master timer to reset to zero.

the fabrication of the ESG and its electronics and the time required to design the
launch suspension system. The flight test sequence is defined in Figure 2.1-k4.
The sequence includes the following steps:

Prelaunch

a. Start vacuum pump.

b. Suspend rotor using mode 1 suspension level.

¢. Spin rotor to full speed, orient to launch Position and damp nutations.

d. Monitor experiment throughout steps (a) through (c).

Orbit

e. Turn master reference on and orient vehicle.

f. Change rotor suspension to mode 2 level.

8. Monitor experiment throughout steps (e) and (f).

h. Monitor experiment for five seconds at ninety minute intervals for one

week.

2l
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Change rotor suspension to mode 3 level.

Monitor experiment throughout step (1).

Repeat step (h).

De-spin rotor.

Remove rotor suspension.

Remove all power to the ESG and its electronics.
Monitor experiment throughout steps (1) through (n).
Start vacuum pump.

Suspend rotor using mode 2 suspension.

Spin rotor to full speed and damp nutations.
Monitor experiment throughout steps (p) through (r).
Repeat step (h).

Repeat steps (1) and (J).

Repeat steps (h).

Data obtained from this experiment will be Processed into a format in which

all parameters are correlated to the time reference. The time reference signals

will be transformed from "time-since-last-reset" into "real time" signals using the

record of "real time/reset time".

Based on the satisfactory conclusion of these tests, further tests on the ESG

would appear to be limited to functional tests on the gimballed configuration. In

addition, the ESG would appear to have application in other experimental programs

as a long term, high accuracy master attitude reference as discussed in Appendix A.
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2.2 Low~G Accelerometer Performsnce Test

2.2.1 Objectives - The major objective of this test is to measure the bias
error or zero offset, scale factor and threshold of an accelerometer designed for
operation in the 10~* to 10710 g range.

2.2.2 Background - There are potential applications for accelerometers ca-
pable of measuring accelerations as low as 10-10 g or having a threshold as low as
lO'12 8. Accelerometers in this g range can profitably be used for accurate meas-
urement of attitude and/or altitude by determining the magnitude and direction of
the gravity gradient vector, and for determining the thrust output of low level
thrust motors. Adequate performance evaluation tests cannot be performed on earth
for these low range accelerometers. Testing on earth is limited by the effects of
cross axis forces due to the one-g earth field, local and seismic induced vibra-
tional noise, and the ability to create accurate acceleration force as low as
10'103. Orbital test will eliminate such constraints as these, which now place &
10-6 € limit on acceleration measurements. At bresent, two to three orders of
magnitude improvement to the 10™2 to 10-8 range seems attainable by orbital tests.
Location uncertainties, tolerances on vehicle angular motion, orbit orientation and
prediction uncertainties, etc. introduce errors in this range which place a bound
on the measured acceleration. The test method selected for this experiment at-
tempts to minimize the effects of such error sources.

The University of New Mexico and Dynamics Research Corporation of Boston are
currently exploring the problem of testing low-g accelerometers. Results of these
studies are not yet available, but since they are concentrated in the area of the
proposed orbital test, they should be reviewed and incorporated into the test
method where applicable.

ARMA, Autonetics, Bell Aerospace, Litton, Nortronics among others are develop-

ing accelerometers capable of measuring acceleration in the 10‘,+ to 10-10 g range.
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"The following description is based upon use of Bell Aerospace Miniature Electro-
static Accelerometer (MESA). The description is applicable to other accelerom-
eters in this acceleration range with minor modifications.

2.2.3 Functional Description - The experimental package will consist of a

low-g accelerometer, an accelerometer electronics package, a signal conditioning
unit, a programmer and time reference package, and a single axis platform or ro-
tary table with its torquing amplifier. The accelerometer will be mounted on the
platform. Two separate procedures are involved in meeting the objectives of the
experiment. For the bias error, or zero offset test, the accelerometer sensitive
axis will be oriented perpendicular to both the velocity vector and the orbit plane.
Accelerometer output will be measured over one complete orbit and then rotated 180°
around the proof mass with measurements taken for one additional complete orbit.
The two measurements will be summed and the resultant will be attributed to zero
offset. The scale factor test will utilize a platform to torque the accelerometer
until it is deflected a known distance. Correlation of measured data will then be
used to determine scale factor error. A functional block diagram of the experiment
is shown in Figure 2.2-1. A description of the experiment equipment, test method
and major error sources is contained in the following paragraphs.

Experiment Equipment - A view of the accelerometer components is shown in

Figure 2.2-2. The accelerometer proof mass consists of a hollow cylindrical float
which has a flange around the center. The cylinder is supported by eight elec-
trodes arranged to act against the inner surface of the float. Each electrode is
in series with a signal generator and a tuning inductor resulting in a voltage
across the electrode-float gap which is a function of the float position. The

float position determines the capacity in a series tuned circuit and, therefore,

the operating point on the series resonance characteristic curve. As a result of
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this situation, attractive forces develop between the float and the electrodes, so
that the float is suspended in all directions except along the cylindrical axis.
The suspension system, therefore, centers the float under angular and translational
accelerations. The suspension sweep oscillator and amplifiers provide automatic
suspension of the float without voltage breakdown or arcing.

Detection of the float movement is accomplished by sensing the change in ca-
pacity between the pickoff rings and the float flange. When used in a balanced ca-
pacitive bridge circuit excited by a carrier frequency, displacement of the float
results in a signal output from the bridge. This output is amplified and demodu-
lated by a phase sensitive detector to produce a d-c voltage whose polarity is a
function of the direction of the float movement and whose amplitude is a measure of
the relative displacement of the accelerometer null position. This voltage, when
applied to the trigger circuit, results in the generation of a d-c pulse which re-
strains the float.

The forcing of the float along the sensitive (cylindrical) axis is accom-
pPlished using rings which are capacitively coupled to the float flange. Voltage
pulses are applied to these rings to restrain the float whenever a force is applied
along the sensitive cylindrical axis. The pulses are generated by a pulse core
vwhich controls the amplitude and width of the pulse. The system output information
is a signal whose frequency is proportional to acceleration (each pulse is equiv-
alent to an incremental velocity change).

A block diagram of the accelerometer electronics is shown in Figure 2.2-3,
The suspension electronics consists of a crystal controlled sweep oscillator. The
sweep feature of the oscillator permits the lifting of the float from rest as well

as maintaining suspension.
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The pickoff system consists of an excitation oscillator, a preamplifier demod-
ulator and a d-c amplifier. The oscillator provides the accelerometer bridge ex-
citation and a reference signal for the phase sensitive demodulator of the pickoff
signal. The preamplifier-demodulator output is amplified and supplied to the pulse
generation electronics. The pulse generation electronics provides a pulse restor-
ing force to the accelerometer. It consists of a trigger logic~-circuit, a precis-
ion voltage regulator and a Pulse generator. When the input to the pulse genera-
tion electronics reaches a predetermined level (trigger level), & pulse is gener-
ated. The pulse width and amplitude are closely controlled since this is the meas-
ure of incremental velocity.

The accelerometer installation is shown in Figure 2.2-4. An inductive type
transducer is used to accurately measure the distance through which the accelerom~
eter has been translated. No slip rings are required since the accelerometer is
rotated less than 360 degrees. Acceleration and vibration induced noise are mini-
mized by bearing design for this application.

A motor provides the capabllity of indexing the accelerometer-plus sensitive
axls in any of 4 position displaced multiples of 90 degrees from the center line.

A d-c torquer provides power for displacing the accelerometer by rotation about the
bearing axis. The torque amplifier consists of a breamplifier and a power ampli-
fier, which supplies current for the d-c torquer.

The time reference system contains a clock which has the capability of being
started, reset and held as commanded. Digital time readout of the clock is re-
quired. The programmer provides the logic and sequencing of the experiment.

The spacecraft equipment requirements consist of a command receiver, a signal
Processor and encoder package, and a telemetry transmitter. A tape recorder may be

required for vehicles with limited data transmission capabilities for this experiment
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LOW-G ACCELEROMETER INSTALLATION )
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Test Method - The vehicle is controlled to an earth local vertical orbit Plane
alignment in which body axis angular rates must be nearly zero. A circular orbit
is required to prevent variations in aerodynamic drag.

Zero offset or bias error is obtained by the following procedure: The accel-
erometer sensitive axis is positioned perpendicular to both the velocity vector and
the orbit plane with the proof mass located near the vehicle center of mass. Prior
to start of the test, the time reference, the velocity and distance counters are
reset and held at zero. Upon command the experiment is started. After one orbit,
the outputs from velocity counter, distance counter and time reference are recorded
or transmitted. This procedure is repeated with the accelerometer sensitive axis
reversed by rotating the accelerometer 180 degrees around the accelerometer proof
mass in order to eliminate the effects of vehicle gravitational attraction forces.
Acceleration is calculated from the equation

vV =at ords= 1/2et?
Because of the selected orientation of the accelerometer sensitive axis, the bias
error is simply the algebraic sum of the two calculated accelerations. Vehicle ac-
celeration in this axis 1s the algebraic difference of the two calculated accelera-
tions. Since this procedure assumes the vehicle acceleration to be constant for
each orbit, the procedure should be repeated several times and the data correlated
to obtain the best estimate of bias error.

Scale factor is obtained by the following procedure. The output of the accel-
erometer is fed into the platform torquer to create a closed loop acceleration sys-
tem. Prior to the start of the test the platform is rotated to the zero
position by feeding a zero position signal into the torquer. The time reference

counter, velocity counter and distance counter are reset to zero. Upon command at

t = O, the zero position signal is switched out and platform position is controlled
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by a signal comprising the sum of accelerometer output and a programmed command .
This will result in the accelerometer output being driven to a value equal to the
programmed acceleration command. When the accelerometer has been rotated through
the selected angle corresponding to a position change of either 3 inches or 0.3 inclh,
the velocity counter, time counter and distance counter readings will be recorded or
transmitted to a ground receiving station. This procedure will be repeated for
different levels and directions of acceleratlon. Scale factor will be computed by
correlating the measured data. The time required to traverse a distance of

3 inches or 0.3 inch for constant acceleration lavels between 1o'h g and 10-10 g

are shown in Table 2.2-1.

An alternate scheme to obtain a closed loop acceleration system for the scale
factor is being considered. Platform angular velocity will be sensed by a very ac-

curate rate gyro or some precision rate sensing device and compensated by a high

TABLE 2.2-1
TRAVERSE TIME AS A FUNCTION OF ACCELERATION

TIME TO TRAVERSE GIVEN DISTANCE (SECONDS)
ACCELERATIONS (g)
3 INCHES 0.3 INCH
10-4 12.5 3.94
10> 39.4 12.5
10-6 125 39.4
10-7 394 125
10-8 1250 394
10-7 3940 1250
10-10 12500 3940
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éass network to provide a feedback signal to the platform torquer proportional to
acceleration in the frequency range of interest. This signal would supplement or
replace the accelerometer feedback to the torquer, depending on the results of lab
tests. The advantage would be higher accuracy in maintaining a constant platform
acceleration. This could be verified by ground tests and analysis. Both feedback
loops are shown in Figure 2.2-1, with switching S1 and S, provided to permit switch-
ing either loop out.

Vibration and accelerometer threshold data will be obtained by feeding proof
mass position into the platform torque amplifier. By measuring the proof mass posi-
tion, qualitative data can be obtained to indicate vibration and threshold levels.
Low frequency steps in the proof mass position would indicate threshold, whereas
high frequency signals would indicate vibration.

Additional test information may be obtained by changing the suspension force
level and scaling the accelerometer to measure a lower g range. Scaling is readily
done by programming the suspension system and the pulse width of the restoring
torque.

Major Error Sources - The extremely low level acceleration measuring capabllity

of the device results in output measurements highly sensitive to contamination by
equally low level error producing sources. It is not currently within the state-of-
the-art to control vehicle motion and envirommental factors accurately enough to
completely eliminate such sources of error. Major error sources include: (1) un-
certainties in center of mass location, (2) motion of masses within the satellite,
(3) thermal noise causing random motion of accelerometer proof mass, (4) vehicle
angular accelerations, (5) gravitational anomalies (affecting repeatability of test),
(6) orbit uncertainties’ (7) drag, (8) solar forces, (9) micrometeorite showers,

(10) accelerometer and platform alignment errors, (11) cross-coupling between accel-
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TABLE 2.2-2 ‘ y

LOW-G ACCELEROMETER
EXPERIMENT PHYSICAL PARAMETERS

OPERATING
ITEM SIZE (INCHES) |VOLUME|WEIGHT POWER
FT.3 | (LBS.) (WATTS)

Accelerometer 2.75dia. x 2.4 .01 1.0 5
Accel. Electronics and 7.7x54x2.5 -06 12.5 5
Power Supply
Platform 8.4 x 12.8 x 16.0 1.0 16.2 4
Torquing Amplifier 2x3x3 .01 1.5 8
Programmer and Timer Sx5x35 .05 3.5 6
Signal Processor and 4 x4x2 .02 1.0 7
Encoder
Total © 2075 cu.in. 1.15 35.7 35

erometer axes, (12) platform transients duc to power supply fluctuations, and
(13) resolution.

Of these error sources, accelerometer location with respect to the vehicle c.m.
and vehicle angular rates will be the most serious. For example, a location uncer-
tainty, &r, and vehicle rate, w, causes a component of acceleration equal to 6n»2

which is independent of the direction of vehicle rotation and cannot be averaged.

2.2.4 Experiment Physical Parameters - The size, weight, and power of the ex-

periment packages are contained in Table 2.2-2.

2.2.5 Data Parameters - Table 2.2-3 lists the important experimental param-

eters to be measured during the test. Signal form, parameter range, accuracy and
sample rate are listed along with pertinent remarks. The experimental device data
parameters are shown in the first five items. The accuracies called out in the

range of parameter column were calculated for acceleration levels of lO-lO -8
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Although realistic appraisal of error source magnitudes and component state-of-the-
art considerations indicates an expected accuracy of about lO"8 g, the instrumenta-
tion will not be limited there. One reason for performing the experiment is to de-
termine the type and magnitude of system errors for later application.

Incremental velocity 1s determined by counting the number of pulses necessary
to restrain the float (proof mass) at some point. The total number of pulses is
accumulated in a storage register and later sampled at a nominal rate of one sample
Per second. Velocity is obtained by counting the total number of pulses accumulated
in the storage register. The output signals are compatible with data handling re-
quirements. Acceleration and proof mass position are also available as analog sig-
nals. In addition to the device data parameters, yaw, roll and pitch position are
recorded at the same rates specified in Table 2.2-3.

2.2.6 Vehicle Orbit and Attitude Requirements - A near circular orbit (eccen-

tricity, ¢<.0l) having & minimum orbital altitude of 300 nautical miles is desired
for the test. Orbit inclination should be chosen to maximize data transmission
capability. Orientation in yaw, roll and pitch must be held to within 19.50 of
the chosen local vertical/orbit plane alignment. Body axis angular rates about the
yaw axis must be less than .08 milliradians per second. Rates about roll and pitch
are not critical except for yaw cross-coupled rates.

2.2.7 Experiment Support and Data Handling Requirements

Experiment Support - The use of analog data signals having a wide dynamic

range encounters threshold and resolution problems. When possible, these diffi-
culties are circumvented by using digital signals. Special data conditioning
techniques must be employed to match the digital signals to the data handling system.
Figure 2.2-5 shows a typical example of the logic elements required for digital

signal conditioning. Such a circuit would be employed to handle the velocity data
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Parameter. An additional signal conditioning requirement is to include a circuit
to superimpose the end of travel indication on the analog acceleration channel.

Temperature and vibration environmental constraints must be placed on the ve-
hicle. The non-operating temperature limits for the MESA 1C are 30°F to 160°F.
During operation the upper limit is reduced to 100°F.

The experimental device and associated equipment require 31 watts. Approxi-
mately 300 watt-hours are required for the entire test.

The only experiment ground commands required are to initiate sequence, and to
dump data.

Data Handling - The basic data handling requirements are similar to those de-

fined by Appendix B. The analog acceleration data will be recorded for the dura-
tion of the test. The data will be sampled at a 3 samples/second rate or greater,
except for vibration data, where the requirement for a 1500 samples/second rate
exists. This high rate requirement can be met by changing the sample rate for a 2
or 3 second burst of 1500 samples/second for each test. A corresponding increase in
the recorder speed may be required.

2.2.8 Experimental Flight Test Plan - The development program is geared to

deliver the flight article at the end of the 1Tth month following go~-ahead. Sig-
nificent milestones in the program along with completion times are shown in the bar
graph of Figure 2.2-6.

Two separate tests will be made during flight. At least 5 runs of each test
will be made to insure that sufficient data samples are available to obtain mean-
ingful results. The experiment operational sequence for the bias error tests is
shown in Figure 2.2-T7 and for the scale factor test in Figure 2,2-8.

The test is initiated by ground command "INITIATE SEQUENCE". This energizes

the on-board programmer and master reference. The master attitude reference is
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LOW-G ACCELEROMETER BIAS ERROR PROCEDURE

On
Programmer Off
Master On
Reference Standby
Off
Accelerometer On
Alignment Command  Off
On
Time Reference Off
On
Transmit or Off
Record
On
Command Readout Off
On
Reference Updated  Off
On
Accelerometer Off
On

Initiate Sequence

FIGURE 2.2-7
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LOW-G ACCELEROMETER SCALE FACTOR PROCEDURE

On
Programmer

Off

On
Master Reference  Standby

Off
Platform Torque On
Command Off
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Time Reference

Off
Programmed Comm. On
Accel. Output Off
Platform Position On
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Accelerometer
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first updated and then

erometer perpendicular
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Bias Error Test)

Experiment Operational Sequence

— L L
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-

Repeat Operational
Sequence 4 Times

t=0 Desired
Change

Position

FIGURE 2.2-8

used as the reference for automatic alignment of the accel-

to the velocity

vector and orbit plane,

counts time until one complete revolution in orbit has occurred.

The time reference

An accelerometer

alignment command to rotate the sensitive axis 180° is then given and time is

counted for another complete revolution.

Plete test runs have been made.

This sequnce is repeated until five com-
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The scale factor test procedure is initiated by ground command. The plétformh
on which the accelerometer is mounted, is torqued until it reaches a predetermined
zero position. A plus acceleration output is commanded to feed the accelerometer
output into the platform torquer amplifier. Time reference, position meter, ve-
locity meter, and recorders are automatically switched in along with an accelera-
tion cormand signal to the torquer amplifier. The test lasts until the platform
angular position indicates that the accelerometer has traveled through the selec-
ted distance, at which time a signal causes the data sensors to stop operating.
This sequence will be repeated until five runs have been made. A ground command

to dump date will be given at an appropriate point in orbit.
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2.3 Gravity Gradient Sensor

2.3.1 Objective - The suggested gravity gradient sensor orbital tests are
intended to:

a. Demonstrate the accuracy of the device in a space environment.

b. Measure error producing sources to facilitate ground testing.

c. Obtain design data for this and other approaches to gravity gradient

sensing of the local vertical.
The gravity gradient sensor, if demonstrated to achieve its potential accuracy,
would fill a need as the navigation attitude reference for precise navigation
systems.

2.3.2 Background - Measurement of certain basic physical properties of the
earth's gravitational field will uniquely determine the direction of the earth
local vertical. The gravitational field of an approximately spherical mass such
as the earth decreases with altitude because of the inverse square law, and
changes direction with horizontal displacement because of curvature of the equipo-
tential surfaces. Changes in gravitation around a circle with origin at reference
point O are shown in Figure 2.3-la. Gravitation, G, at points R, near reference
point O, differ from gravitation, G, at O by difference g = G - G, shown in
Figure 2.3-1b. The tangential component, &y» of this change at points on a
circle of radius r about O is shown in Figure 2.3-1lc. It is observed that this
component varies sinusoidally with angular position © around the circle, as
indicated in Figure 2+3-14, and completes two cycles per revolution. The dlirec-
tion of the vertical corresponds to a value of 6 for which the sinusoid goes
through zero.

A device that utilizes these gravitational effects can provide a passive

means of determining the local vertical. The potential accuracy of this method
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.due té uncertainties in the direction of the vector gradient is on the order of 2

seconds of arc. Reference (1) describes the principles of operation and the
essential components of a device to determine local vertical by utilizing the
gravity gradient effect.

This approach uses a sensitive (low-g threshold) accelerometer, rotated at a
constant angular rate, to sense the sinusoidal variation in the tangential com-
bonent of the gravity gradient acceleration, 8ge Utilization of the accelerometer
in this manner eliminates the adverse effect of accelerometer bias and scale
factor errors. In this method the sensed quantity, 8y is a sinusoid having a
phase error proportional to the error in the vertical.

At present a device utilizing the approach is not fully developed. A suffi-
clently sensitive low g accelerometer (10713 ¢ threshold) is required to achieve
measurement accuracy approximating the uncertainty in the knowledge of the direc-
tion of the gravity gradient. A number of low g accelerometers are currently
being developed, which could be used in this experiment. The fabrication of the
remaining components of the complete gravity gradient sensor system is a matter
of technique and will not require any significant advances in the state-of-the-
art. Certain basic ground tests of the wheel suspension, pick-offs, methods of
information processing, etc., are currently being formulated at Litton Systems,
Inc/Guidance and Control Division to further develop the approach.

Space testing of the gravity gradient sensor is required because the one-g
gravitation acceleration existing on the ground and the seismic noise level of
the earth are many orders of megnitude above the acceleration levels to be mea-
sured in orbit., This approach has the capability of separating the error pro-

ducing sources and thereby provides data application to other approaches.
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. é.3.3 Functional Description - Figure 2.3-2 is a functional block diagram

of the experiment. It includes the experiment equipment and on-board sensing de-
vices required for vehicle orientation and establishing a reference (local verti-
cal). This section will describe these system components and their operation.
The goal of this experiment is to measure the local vertical to an accuracy
of 1.0 milliradian., A single plane mechanization of the gravity gradient sensor
is used to decrease complexity, while demonstrating the feasibility of the
approach. A low-g accelerometer is mounted on the rim of g rotating wheel with
the sensitive axis mounted perpendicularly to the radius of the wheel (see Figure
2.3-3). The accelerometer output, -ge, continuously resolved through an angle
28 measured from a reference axis, Ze’ is also shown. The resolver rotor moves
with the spinning wheel, whereas the stator is initially positioned along the

assumed direction of the vertical and defines the reference axis, Ze‘ The angle

VERTICAL INDICATING SYSTEM
Spinning Wheel

Estimated

Vertical 7 e Accelerometer
e
True
Vertical
Accelerometer E‘gr_th
Output, -9

- L-e¢(Error in Vertical)

w- /\ 2 / O
J \/ Angle
lem——\_. One Revolution of

Rotation

S

Angle of
True Vertical

FIGURE 2.3-3
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of the stator with respect to the vehicle body reference axis is accurately
measured by a digital shaft encoder.

The resolver is coupled in the following manner: a light source is located
on the sensitive element wheel. It is masked out except for two small sectors
separated by 180° of arc. A photocell is arranged to detect the light pulses
produced by rotation of the wheel at 2 pulses per revolution. These pulses are
compared time-wise to the synchro pulse produced by the driver of the resolver.
The operating point picked will correspond to a fixed pre-set phase delay between
the resolver and the accelerometer output. The detected pulses are used to moni-
tor the rotor shaft of the resolver (S,.) and generate a sampled data indication
of angular error to the rotor shaft motor, 6,,as shown in Figure 2.3-4. These

timing pulses are also recorded on the time reference which is telemetered back

DETECTION OF PHASE ERROR

a) Resolved Accelerometer Signal

Resolver
Output, S,

b) Integrated Resolver Output

t

1
Integrator — f ggcos 20 dt
Output, §; T NV
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! i
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FIGURE 2.3-4
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t0 earth. Because of the constant angular rate of the wheel between pulses, the
pulses are adequate to continuously describe the angle of the wheel.

Determination of the phase of the signal sensed by the accelerometer is
achieved by a phase-tracking loop as indicated schematically in Figure 2.3-5. It
will be observed that this tracking is achieved by comparing the indicated phases
with the actual phase in a phase-error detector » the output of which drives the
indicated phase until this error, es> is nulled.

To detect the error in phase, & reference sinusoidal signal is generated at
exactly twice the disk frequency but lags the incoming signal in phase by approx-
imately 90° as indicated in Figure 2.3-6. The frequency of the reference signal
is accurately controlled by using the disk itself in the generation of this sine
wave. The phase of the reference signal is controlled by the indicated phase.
The incoming signal from the accelerometer is then modulated by this reference

signal as shown. When the error in phase is zero, the reference signal is exactly

DIAGRAM OF PHASE-TRACKING SYSTEM

Phase
a SIN Error
[ 2(wgt ~ ¢)] ey =9 — &, Indicated
dg 3 ¢; Phase
ATA'A"A! L.ead K/T3|%i . ®.
=i Accelerometer |omm—— Phase. r-—‘—-. Compensation - '—Y- i/s -?IP !
Error ¢°T° |
Detection
¢ ©s Low- _!
Pass Filter [ — —
~COS [ 2(wg t = ;)]
AN COS 20,1
Phase ‘V_\_/\_/_\- Reference
Shifter Oscillator
FIGURE 2.3-5
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90° out of phase with the incoming signal and the p}oduct has a zero d-c component.
If it is not zero, the d-c component of the product is an indication of this

error in phase. The d-c component of the modulated signal is measured by
integrating over an integral number of cycles of the signal frequency.

The use of the error signal ez in a closed loop vertical tracking system is
accomplished by including two integrations in the loop to avoid steady-state
error due to the orbital angular velocity of the true vertical. The effect of
the phase error detector is to introduce the transfer function (1 - e‘TS)/Ts,
which will require lead compensation for stability.

The angle of the vertical with respect to a reference axis in the vehicle is
obtained to within an accuracy of one milliradian by using a digital shaft encoder
to measure the angle 04 between the stator and the reference axis when the phase
error has been driven to zero. Since the master reference provides the angle
between the reference axis and the vertical, Op, the error, 8g, between the indi-
cated vertical, 6y, and the true vertical, 6p, is 6g = 6p - 64 -

Experiment Equipment - The gravity gradient sensor will consist of an elec-

trostatically suspended, freely spinning inertia wheel with a low-g accelerometer
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mounted tangentially in the rim. The wheel electronics consists of remote start-
up electronics, and pickoff and suspension electronics. The former provides the
required signals for spin up, orientation and damping. The latter comprises

the circuits which provide desired suspension level and control wheel suspended
position. The accelerometer output feeds a resolver, integrator, sampler and
stator control mechanism. The resolver rotor is mounted on a separate shaft which
is slaved to follow twice the wheel angle. In this way reaction torques in the
resolver do not disturb the wheel. An indication of the wheel angle is provided
by a pencil light beam and photocell which generate a timing pulse twice during
each wheel revolution. Mirrors are used to focus a light pulse on a photosensi-
tive detector for every half revolution of the wheel. The pulse is produced as
the light from the mirror passes through a slit located in a cover which surrounds
the wheel assembly. A transmitter and power supply for telemetering data from the
vheel are included.

A four pole inductosyn is used as the angular pickoff device to compare the
electrical phase of the sensor output signal with the mechanical phase of the
wheel rotation. The inductosyn electrostatically couples the rotor and stator and
provides an output signal whose amplitude is proportional to the sine of the angle
of rotation of the rotor relative to the stator.

A stator control mechanism uses the phase error signal to drive a motor which
positions the stator. A digital shaft encoder is used to measure the angle of the
stator with respect to a body reference axis.

Spacecraft equipment includes on-board attitude sensors, & sequencer, a
logic and time reference package and & power conversion and filter unit. A
horizon sensor and a star tracker are assumed as the on-board sensing devices

used for vehicle orientation and in establishing the direction of the vertical
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for reference. A discussion of the technique of using a single star tracker
as the master reference for this test is given in Appendix A.

Test Method - The wheel will be caged during boost into orbit but will
be supported electrostatically during the test. Upon command, the wheel will
be gently torqued until it reaches the desired test speed, but it will not
be torqued during the test. The high inertia of the wheel and the frictionless
suspension insure a reasonably constant speed. The testing sequence will be
initiated by a ground command to align the vehicle pitch and roll axes in the
horizontal plane by using the horizon sensor. The vehicle would also be
coursely aligned in yaw by sensing the orbital angular rates in a "gyro com-
passing" mode. From the ground a star is selected which will be visible at
some future point along the trajectory and will lie approximately in the
orbit plane. The azimuth and elevation of the star with respect to the
future vehicle attitude are computed and sent to the star tracker together
with a timing command to tell the tracker when to begin search. When the
vehicle arrives at the predicted position, the star tracker begins search
at the precomputed azimuth and elevation. At lock-on, the vehicle is yawed
through the small angle required to locate the star in the plane of the wheel
and simultaneously null the azimuth gimbal angle. A zero angular rate control
mode is then initiated, and the vehicle attitude during the subsequent test
remains approximately the same as its instantaneous attitude at the beginning
of this mode. The gimbal angles of the star tracker are telemetered to earth
for use in computing the true direction of the vertical in vehicle coordinates.
This true direction can then be compared with the direction indicated by the

gravity-gradient instrument. After about five minutes of taking measurements,
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the test could be repeated or different wheel speeds could be commanded to

obtain additional data.

Major Error Sources - Errors are introduced by rendom noise in the accelero-

meter signal which has frequency components in the pass band of the rhase error
detector. The phase error detector is effectively an extremely narrow band pass
filter that drastically attenuates all signals except those at the desired
signal frequency 2w'. The bandwidth of this filter is proportional to 1/N,
where N is the ratio of the total integration time T to the period Tg of the
wheel. For most orbital applications, the angular rate $ of the true vertical
cannot change suddenly, so that a narrow bandwidth, about 2w', will pass the

desired signal frequencies. All other noise is effectively filtered. Present

(lo-lo )2
lgel 2

be achieved at some frequency 2w' when w' is the angular rate of the wheel

accelerometer knowledge suggests that a noise power level of ¢y = can

with respect to the vertical. From Reference (1), the corresponding error in

/2
S [ﬁq

The magnitude of the gravity-gradient signal is given by

|l =%.$%l.r

the vertical is

where r is the wheel radius, GM is the gravitational constant times earth mass,
and R is the distance from earth's center. At an orbital altitude of 0.l earth
radfus, with a vheel radius of r = 10 cm., 8y = 1.77 X %2;8 g's. Vitha tine
constant l/u{Bw = 100 seconds, and assuming N(2w') = 1%23735%_ , the error in the

vertical is calculated to be

€s = .565 milliradians
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Acceleration components Agg due to the presence of local masses will also
have a component at frequency 2w'. For a mass dm at distance p from the proof
mass, and at angle ¢ from the plane of rotation, this component has & magnitude

bgg = 3kdm r
p> 2(1 + sin?y)

If dm is & one pound mass &t p = 1 foot with y = O, then Agg = 1.60 x 10-1lg.
This is equivalent to an error in the vertical of 0.5 milliradians. Careful
design in eliminating nearby masses or precalculation to bias out their effects
will greatly reduce this source of error.

Master reference accuracy requirements will be satisfied by horizon sensors,
having an associated 1.0° error in roll and pitch for ordinary atmospheric
anomalies, and by a star tracker having twenty seconds of arc accuracy in the
plane to be measured.

2.3.4 Experiment Physical Parameters - Table 2.3-1 describes the size,

weight, and power requirements for experimental components.

2.3.5 Data Parameters - Experiment data parameters are listed in Table

2.3-2. The information presented includes signal format, parameter range, sample
rate, accuracy and pertinent remarks. Important parameter characteristics are:
a&. Accelerometer output noise amplitude and shape.
b. Timing pulse time of occurrence.
c. Resolver rotor phase and amplitude.
d. Phase error detector output amplitude.
e. Resolver stator angle magnitude.

2.3.6 Vehicle Orbit and Attitude Requirements - In order to insure an

essentially drag free environment, a minimum orbital altitude of 300 nautical
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TABLE 2.3-1
GRAVITY GRADIENT SENSOR EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
WEIGHT
SYSTEM COMPONENT VOLUME L-W-H (LB.) PEAK NOMINAL
(FT.3) (IN.) (WATTS) | (WATTS)
Experimental Device
Gravity Gradient Sensor
Wheel Assembly 0.50 12x 6 x 12 15.0
Support Electronics 0.08 6x6x4 1.5 3.0 3.0
Support Equipment
Power Supply 0.13 Sx6x8 10.0 40.0 40.0
Signal Conditioner 0.02 4x3x3 1.0 5.0 5.0
Programmer 0.013 2x3x4 1.0 5.0 5.0
Total 0.74 28.5 53.0 53.0

miles is preferred. An upper boundary on the orbital altitude of approximately
500 nautical miles will be set to insure sufficiently large gravity gradient
magnitudes and therefore ease accelerometer requirements for this initial test.

A circular or low eccentricity orbit is preferred for initial test. The
maximum orbital angular acceleration (¢ max) = 2 ew, = .O0L rad/sec, § max =
2x lO'8 rad/seca, equivalent to an error in the vertical of 0.01 milliradian, is
well within the expected accuracy of the experiment.

No preferred orbital inclination will be specified since this is not critical
to the experiment. There may be some advantage to a 30° inclination orbit for
telemetering purposes, however.

As previously stated, constant vehicle attitude angles are desired with the
vehicle initially locally level and the velocity vector in the orbital plane.

Vehicle angular rates of .05 deg./sec. will not produce excessive error.
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2.3.7 Experiment Support and Data Handling Requirements

Experiment Support - Control of the experiment environment requires

that temperature and pressure be maintained within certain constraints. For this
experiment temperature must be held between O and 1LOCOF.

Mounting considerations are important for this test. The center of the
vheel must be located accurately with respect to the vehicle center of mass (cm),
apd preferably located at that point. The horizon sensor, star tracker, wheel
spin axis and the stator require alignment to vehicle axes within 0.1 degree.
Movable masses in the vicinity of the accelerometer proof mass must be eliminated.

Power requirements for performing the entire mission are given in Table
2.3-1. About 135.0 watt-hours of electrical energy are required for the total
mission.

Five ground commands are required to operate the experimental package and
are included in the experiment test sequence bar graph (Figure 2.3-8) in their
order and time of occurrence. Should the automatic commands listed in the bar
graph fail to function, an identical ground command operational sequence will
be employed. The automatic sequence is discussed in Section 2.3.8.

Test repetitions will be controlled by ground command. Three different
wheel speeds (wg) of 0.1, 1.0 and 10.0 radians per second will be evaluated.
Five test runs at each wheel speed will be employed to obtain sufficient
data samples for a statistical analysis of the results.

A discussion describing the use of a star tracker and horizon sensor as the
experiment master reference 1is given in Appendix A.

Data Handling - General considerations for experiment data handling equipment

may be found in Appendix B. Special attention should be given to the timing pulses

derived from the wheel rotation and the analog output of the accelerometer.
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Signal Processing of Accelerometer Output - The nature of the noise oﬁtpnt of

the accelerometer due to random accelerations is not adequately known. Definition

of the upper frequency of this noise will allow the minimum sample rate to be

determined. If the maximum noise output frequency is not predictable the data may

be

of such importance that a continuous channel is justified to handle the data.

Signal Processing of Timing Pulses - The timing pulses although bi-level in

pature must be handled in such a manner as to preserve the timing of the leading

GRAVITY GRADIENT SENSOR
EXPERIMENT DEVELOPMENT PLAN

Months After Go-Ahead
5 10 15 20 25

Equipment Development

Experiment Equipment

Low g Accelerometer Selection
Carrier Vehicle Selection

Desired

Final (becomes Gating Item) v
Experiment Design

Procedures

Programmer

Signal Processor

Accelerometer Lab Tests
Equipment Fabrication

Gravity Grad. Sensor

Programmer

Signal Processor
Master Reference (Star Tracker)
AGE: Design, Fabricate

System Integration e e e e

System Test
Environmental Flight Worthiness Tests
Delivery of Flight Article v

S/C integration & Installation ———
Pre-launch Testing

Launch*, Flight Test %

*Depends on Carrier Vehicle — may vary from 1 month to 8 months after installation.

FIGURE 2.3-7
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-edge of the pulse which is used as a time reference. Since the timing pulses will
be asyncronous with respect to any spacecraft data multiplexing, continuous moni-
toring of the signal will be necessary. With proper isolation through a combining
network the timing reference pulses could be superimposed on the accelerometer
output channel. It is not necessary that the fidelity of the accelerometer outmt
signal be preserved during the duration of the timing pulse.

A sequence, logic and time reference package consists of the necessary
electronics, relays, memory circuits, time reference and logic networks to per-
form the following functionms:

(1) Sequence data transmission to ground stations upon ground command .

(2) Conduct test upon ground command using either a ground command sequence

or a programmed sequence.

(3) Monitor elapsed time during test.

’(h) Sense failures of experimental package which would effect performance of
the primary equipment and shut down the system if required.

2.3.8 Experiment Flight Test Plan - The anticipated schedule commencing with

design of the device and culminating with its integration into the selected
vehicle is shown in bar graph form in Figure 2.3~7. The entire effort is ex-
pected to require two years from go-ahead depending on the problem encountered in
finding a suitable low-g accelerometer, problem areas requiring extension re-
design and re-qualification, locating a satellite that can meet mission require-
ments, and unexpected launch delays.

The flight test program will consist of fifteen runs, including five runs
at each wheel speed. Each run will consist of the events listed in the test
sequence bar graph (Figure 2.3-8). These events are programmed to provide auto-

matic in-flight command until a loss of tracking indication appears.

61



Power On (G)

Wheel Speed Command

Star Tracker Search

Inhibit Vehicle Reaction
Controls

Star Lock-On Starts
Grav. Grad. Sensor Operation

Master Reference Loss of
Track Signal

Data Dump over Ground
Station (G)

Wheel Speed Change
Command (G)

Wheel Speed Override
Command (G)

Power Dump (G)

(G) Ground Command

FIGURE 2.3-8

62

TEST SEQUENCE BAR GRAPH FOR GRAVITY
GRADIENT SENSOR EXPERIMENT

k__,___

1 1

1

—
—

1

13T -1 - —}———— — — -

i 1 2 !

1
|
I
I
|
I
|
]
|
I
i
I
I
|
I
I
}

— — X A ——

1

_JI—— e — e el . — s s —P—— - —

[

| I
l I l
\ | ]

II.I_¢,_.II

I I | |
| I | |
s l e
I I | I
| | | || |
| : I |
! . ]
| v |
I Repeat 4 : Select 2 I

Times at ! Other Wheel |
| First Wheel I Speeds and |
| Speed | Repeat Test |

e — — ———— ——

{\
[ 7T Vool
Start g ———
One 20
Orbit Minutes




1.

Diesel, John W.,

the Vertical”

REFERENCES

» AIAA Journal, Volume 2., No. 7,

"A New Approach to Gravitational Gra

dient Determination of
July 1964.

63



2.4 Earth Horizon Definition

2.4.1 Objective - The objective of this experiment is to obtain a precision
measurement of the earth-space infrared (IR) and ultra-violet (uv) gradient char-
acteristics in selected spectral bands. The experiment is a relatively long term
test to obtain data on gradient position variation and slope variation as a func-
tion of season and day-night relationships. The scientific data derived from this
experiment is to be used in establishing the ultimate accuracy of a precision hori-
Z0n sensor. In addition, the data is to be used to determine the variables which
should be included in horizon simulators to improve the validity of ground test
evaluation of horizon sensors.

2.4.2 Background - In general, the accuracy obtained from existing horizon
sensors is sufficient for antenna pointing and vehicle attitude control. For nav-
igation and precise vehicle control, improved performance is required. Attitude
sensing to better than 0.1° is desired for rendezvous and controlled re-entry.

The horizon sensor uncertainties provide the major error sources in vehicle align-
ment for rendezvous and re-entry guidance of the Gemini spacecraft.

In order to design, build and test accurate horizon sensors a greater knowl-
edge of the characteristics of the earth-space gradient is required. A recent re-
port (Reference 1) indicates that performance to 0.05° is possible with an IR
sensor if correct compensation is used. The compensation required is a function
of the earth-space gradient variations and would require considerable analysis af-
ter precision data on the gradient is available.

There have been no major scientific experiments in orbiting vehicles to obtain
precision measurements of the infrared (IR) and ultra-violet (UV) radiation charac-
teristics of the earth. Horizon sensor design engineers need precision data ob-
tained over a long time period and over the entire earth in order to establish the

statistical nominal and maximum deviation of the gradient shape as a function of
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position and season. The data would be used to establish an optimum design for a
precision horizon sensor. Nimbus and Tiros data covers a long time period but i1s
not sufficiently accurate nor of the correct spectral pass bands to satisfy the
requirements. The planned Project Scanner program is a short time mission using
a sub-orbital spin-stabilized vehicle. Scanner data will be in two IR pass bands
and will be high precision; however, the data will not include information on
day-night variations, seasonal variations (Reference 2 and 3), tidal effects (Ref-
erence 4) and other factors which may cause gradient variations. Ocanner measure-
ments will be made to an altitude of 600 nautical miles during the 15 to 20 minutes
of ascent and descent. The Scanner launch is to be from the east coast of the
U.S. and will cover & very limited latitude and longitude range.

Horizon sensor design and ground test evaluation is limited due to the lack
of precision scientific data on the radiation characteristics of the earth. Im-
proving the design of precision horizon sensors is hampered by the lack of this
information. Optimization of precision sensors involves the selection of the most
stable spectral bands, sensing methods and techniques and the signal processing
methods to be utilized to minimize the effect of gradient variations. Ground test
equipment design is questionable since the amount and extent of anomaly or vari-
ation which should be used during a horizon sensor test is unknown. Each type of
horizon sensor requires a simulator of different physical design because of the
difference in field-of-view and sensing methods; however, all horizon sensors have
common requirements for gradient simulation. For the common portions of horizon
simulation (gradient slope, magnitude, anomaly and spectral characteristics) a de-
sign standard needs to be evolved. To establish the standard for simulators and
to design precision horizon sensors, information is required in the foilowing

areas:
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. a. Precision measurement of the IR and UV gradient characteristics including
slope, altitude, and stability as a function of latitude, seasonal vari-
ations and day-night variations.

b. Statistical evaluation of the size, shape and location of error-producing
anomalies.

c. Narrow bandpass measurements of the gradient to establish the most stable
operating band. Limited tests and considerable analysis indicate that
the 14 to 16 micron band, the 20 to 35 micron water band and the 2000-to
4500-Angstrom UV bands look promising. Additional precision tests and
analyses are required to determine the feasibility of using each of these
bands .

Once the IR and UV radiation characteristics of the earth are precisely measured

and determined, horizon sensor ultimate accuracy and design optimizing techniques

may be established. In addition, variation parameters for horizon simulators may
be determined and a better ground test of horizon sensor rerformance established.

Reference (1) provides a detailed analysis of the problem areas and discusses

the parameters which must be taken into account in designing a precision IR hori-

zon sensor. A summary of the major problems and the simulation difficulties for

IR sensors are covered in the following paragraphs:

a. Temperature - The earth is an infrared radiating body with a black body
equivalent temperature of from 160°K to 300°K, depending upon the spectral
pass band of the horizon sensor detection/optics system, season, time of
day, etc. For a pass band of 14-16 microns, temperature figures of 165°K
to 265°K are normally used. Space background temperature is normally
taken to be hoK. Simulation using these temperatures is difficult and

expensive and is not normally done on a day-to-day basis. Laboratory
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tests are usually performed using an ambient temperature for "space" and

a hot surface for "earth". The differential temperature for simulation
purposes 1is calculated on the basis of difference in radiant energy from
the two sources. This technique is assumed to be satisfactory for most
laboratory evaluation tests.

Gradient Slope - The simulation techniques used in the laboratories do not
normally take into account the shape or slope of the earth-space IR gradi-
ent. There is very little known about the precise slope of the gradient.
Papers (Reference 2 and 5) have been written which "define" the gradient
for several spectral pass bands, the curves being based on meager non-pre-
cision data. The theoretical slope, amplitude, shape and breakpoint for
the curves cover a wide range (Reference 2). Precision measurements are
needed prior to undertaking the design task of ‘slope simulation in horizon
sensor test facilities. Figure 2.4-1 is Hanel's calculated curves of ra-
diance as a function of altitude for the 1h to 16 micron band pass region.
Cold-Cloud Effects - Data from other programs indicate that if a horizon
sensor used the 15 micron CO, band, the cold cloud effect would be smaller
than variations due to climatic and seasonal differences in the earth's
atmosphere. If, however, the sensor spectral pass band is wider than the
14-16 micron pass band, a realistic cold cloud simulation must be included
in the evaluation tests. Detailed, earth coverage and a statistical an-
alysis of the percentage of time that cold clouds exist in a nominal orbit
would be required to design the simulator.

Seasonal Variations - Figure 2.4-1 clearly shows that the gradient posi-
tion at a radiance level of 3 watts-meter-z-steradian'l varies approxi-

mately 8 n.m. between arctic winter and arctic summer, a variation of L48%.
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The curves further indicate a maximum radiation variation of approximately *

2-steradis.n'l between arctic winter and arctic summer, a

2.7 watts-meter”
variation in energy level of 75%. An ideal simulator for detailed labor-
atory evaluation would have to take the'slope position variation and the
energy level variation into account. Statistical knowledge is required

to determine the exact amount of simulation variation required.

e. Day-Night Variations - It is generally assumed that the proper choice of
optics and spectral pass band sufficiently reduces the effect of day-
night variation. It may be found, however, that some "tidal" effects of
the atmosphere may be present, and therefore the position of the gradient
may vary as a function of time of day and season (Reference k).

A general survey of test techniques used by IR horizon sensor manufacturers
and users indicates that the simulation used for ground testing is only marginally
satisfactory. Flight results indicate accuracies an order of magnitude less than
expected (Reference 6), e.g., a 0.10 sensor provides a reference accuracy of about
1°. Designers indicate that ground simulation and system evaluation could be vast-
ly improved if sufficient data were available on which to base precision simulator
design.

Because of the difficulties experienced with infrared sensing techniques, the
Instrumentation Laboratories of Massachusetts Institute of Technology has been in-
vestigating the possibilities of using the short wave UV reflected radiance from
the earth. This would limit operation of the sensor to the daylight side of the
orbit; however, with the projected improved performance of gyros, periodic measure-
ments of attitude for platform update would be sufficient. The earth's atmosphere

appears opaque at short wavelengths, meaning that the sun's energy is almost total-

ly absorbed or reflected. This means that conditions near the surface of the earth
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do not add disturbing reflections. Radiation detectors operating at short wave-
lengths are more sensitive than IR detectors. The design of a local vertical UV
sensing instrument requires that more knowledge be obtained on the exact character-
istics of the short wavelength radiation.

MIT has proposed (Reference 7) that a complete study of the characteristics
of the UV phenomena be performed from an orbiting vehicle. The primary factors
to be measured are effect of sun angle, seasonal and latitudinal variations, spec-
tral characteristics and determination of the altitude.

2.4.3 Functional Description - The major requirements for an accurate deter-

mination of the position of the earth-space gradient are:

a@. Precision small field-of-view radiometers.

b. Precision measurement of the radiometer scan angle.

¢. Precision measurement of the vehicle attitude.

d. Precision mounting of the experimental package components with respect

to each other and with respect to the vehicle axes.

The experiment is designed to function around state-of-the-art hardware, using
essentially off-the-shelf hardware where possible. A block diagram of the proposed
experiment package is presented in Figure 2.4-2. The radiometers are used to ob-
tain the gradient information. The star-tracker and gyro provide the precision
vehicle attitude reference required by the test. Data storage while not over =z
tracking station is accomplished through use of a tape recorder.

Experiment Equipment - The radiometers provide a precision measure of the

gradient position with respect to their mounting bases. The units provide outputs
which are a function of position and the radiant flux level.
For measurement of the IR gradient characteristics, small field-of-view ra-

diometers of the type built by Santa Barbara Research for Project Scanner are used.
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» The ;édiometer has two sections and each section has & spectral bandpass filter,
a scanning mirror and five 0.1° by 0.025° detector flakes. The flakes are posi-
tioned such that as the mirror rotates or Scans across the gradient, the flakes
detect the gradient change in sequence. This gives essentially five separate meas-
urements of the gradient with each scan. The mirror scans through about 15° at a
rate of 10° per second (linear saw-tooth motion). One section has a pass band of
14 to 16 microns (CO, band) and the other section has a 20 to 35 micron pass band
(water vapor rotation band). The amplified detector outputs, scanning mirror posi-
tion and selected test points are telemetered. Additional units with other pass
bands may be added as room, power and needs dictate.

A UV radiometer is also included and operates in selected bands in the 2000 to
4500 Angstrom region. A representative unit has been designed by the Instrumenta-
tion Laboratory of MIT and consists of the optics, a vidicon, a storage tube,
switching electronics and electronics associated with the tubes. A shutter is in-
cluded as a part of the optics to prevent exposure of the image vidicon to direct
solar radiation. Due to the data retrieval problem (bandwidth), exact design de-
tails have not been worked out on the lines per frame of the vidicon. If the num-
ber of lines per frame is 400, only 0.6 frames per minute are possible through a
2 KC bandwidth channel. Reducing the lines per frame or increasing the bandwidth
of the channel will increase the date rate. Additional study is required prior to
initiating the final design and fabrication of the system (Reference 7). Storage
tube output, camera tube outputs and selected test points are telemetered. A re-
corder is used in conjunction with the storage tube for data storage when not over
a tracking station.

Attitude Determination - From the purely scientific viewpoint, the desired

accuracy of attitude determination would be 0.001° or better. For analysis of
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horizon sensor design and for simulator design purposes, an accuracy of attitude
determination of 0.01° to 0.05o would be satisfactory. Techniques for attitude
determination of varying accuracies are described in Appendix A, "Master Attitude
Reference System Considerations". The technique using one star tracker and a
two axis gyro is recommended for this experiment.

Test Method - The experiment is conducted with the vehicle controlled to an
earth-orbit plane orientation. After orbital insertion, the star tracker master
reference is programmed to point forward along the vehicle orbital path. By se-

lective logic in the star tracker computer, the tracker will search a small field

(3° to 5°) and acquire a star. The tracker system will be programmed to continue

searching and not to acquire if there is more than one detectable star present in

the search pattern. Once the system acquires or locks-on, the gyro gimbals are
slaved to the star tracker gimbals. When slaving is complete, the star tracker
breaks lock and repeats acquisition and lock-on with a second star. The gyro main-
tains the inertial position of the first star. The star tracker tracks the second
star until the telescope-gimbal reaches a predetermined gimbel stop position to the
aft of the vehicle. When this occurs, the star tracker gimbals will be slewed to
the forward position and the entire sequence repeated.

The specific stars being tracked can be determined with the knowledge of the
star tracker readings, the vehicle's approximate attitude (as established by the
satellite's prime reference system) and the vehicle's position in orbit as a func-
tion of time. Once the specific tracked stars are established, the precise vehicle
attitudes can be determined by ground computers.

Star tracker gimbal positions, track/search signals, input power and several

selected test points are telemetered.
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. When the track signal is received from the star tracker, the radiometer and
star tracker outputs and the time reference signals are stored on tape and later
telemetered to the ground.

Major Error Sources - Figure 2.4-3 is a plot of the inaccuracy in determina-

tion of the IR gradient position as a function of altitude and error in vehicle
attitude determination. As an example, at an altitude of 200 nautical miles an
attitude measurement error of 0.1° (6 arc minutes) represents about 2 nautical
miles error in gradient position. A gradient position error of 2 miles represents
an inaccuracy of about + 10% in position determination. To obtain + 1% data re-
quires an order of magnitude improvement to 0.01° (36 arc seconds).

Star tracker and gyro performance is an order of magnitude better than horizon
sensor reference systems. The OAOQ star tracker has an overall accuracy better
than 20 arc seconds. A gyro with a maximum drift rate of 0.1%nr. may introduce
as much as 120 arc sec of error in a 20 minute time period. Horizon sensor per-
formance is probably on the order of 1° in pitch and roll (Reference 6). This in-
dicates that the horizon sensor will provide at best an estimate of vehicle atti-
tude whereas the star tracker and gyro will provide the precision required to give
1% measurements.

The major error sources of this experiment excluding gyro drift are tabulated
in Table 2.4-1. The major errors are star tracker and gyro angle readouts, time
reference, vehicle rate (affects data correlation) and determination of vehicle
position in orbit. The errors due to rate, data correlation and vehicle orbit po-
sition can be reduced by improving the time base accuracy from 0.l sec to 0.0l sec.
A time base accuracy of 0.1 seconds, assuming the timer is updated once every 8
hours, requires 19 bits. An accuracy of 0.0l second increases the number to only

22 bits which is a relatively small change.
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* TABLE 2.4-1
EARTH HORIZON DEFINITION EXPERIMENT MAJOR ERROR SOURCES

ERROR SOURCE TIME BASE ACCURACY
.01 SEC. .1SEC.
(Errors Given in Arc Seconds)

Star Angle 0.1 0.1
Azimuth 0.1 0.1
Star Tracker Errors 20 20
Vehicle Rate Effect (.1° Sec. Accuracy) 3.6 36
Vehicle Orbit Position Determination 11 26
Radiometer Readouts 20 20
Data Correlation — 10% 5.5 10.22
RMS Error 34 Sec. 58 Sec.

Attainment of 1% performance, requiring measurements to 0.0l degrees, is pos-
sible using modified off-the-shelf hardware. Precision mounting of the radiom-
eters, star tracker, and gyro with respect to one another is required. If the mis-
alignment is a known quantity, data reduction compensation can be made. Of prime
concern are mounting uncertainties and misaligmments which occur during the launch
phase and after orbital insertion (creep and temperature effects). Structural de-

sign and mounting should be such as to minimize these effects.

2.h.4 Experiment Physical Parameters - The physical parameters of the recom-

mended equipment are provided in Table 2.4-2. The table contains & summary of the
weight, size, and power requirements of the basic experiment package and the essen-
tial support equipment. The table also contains a summary of the requirements for
the master reference star tracker system. This is included since there are no

known possible carrier vehicles which are earth oriented and contain a star tracker

[



TABLE 2.4-2
EARTH HORIZON DEFINITION EXPERIMENT PHYSICAL PARAMETERS

VOLUME AVERAGE POWER
WEIGHT (WATTS)
ITEM C_w 1 | (POUNDS)
CU.FT. | (INCHES) PEAK NOMINAL
Experimental Devices
1. IR Radiometer 1.75 |20 x 20 x 10 92 25.2 25.2
2. U.V. Radiometer 3 12 x 12 x 36| 150 60 50
Support Equipment
1. Program Sequencer Electronics .03 5x3x3 5 10 10
2. Signal Conditioning Electronics .06 5x5x4 7 - -
3. Power Supply and Filters 1 10x8x2 15 10 10
4. Recorder .3 14x9x5 15 40 40
Subtotal 5.24 284 145.2 135.2
Master Reference* (less gyro) 1
1. Star Tracker Head 87 [17x11x8 23.5 20 15.4
2. Star Tracker Electronics Sl 16x 11 x5 21.6 :
Totals 6.62 329.1 165.2 150.6

*Required if not available on carrier vehicle

on board, although they are assumed to supply the master reference gyro. Esti-
mates are given for the radiometer development effort based on a mid-to-late-1965
go-ahecad.

2.4.5 Data Parameters - The information required from this experiment is a

measure of the position, slope and amplitude of the earth-space gradient as a
function of orbit position, time and spectral band-pass. On-toard data is ob-
tained from:
a. A precision measurement of vehicle attitude using star tracker/gyro
techniques.
b. Precision measurements of radiometer mirror scan angle.
c. A measure of vehicle attitude as established by the earth oriented on-

board attitude control system in order to process the star tracker data.
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experiment.

Other vehicle operating parameters plus ground tracking for orbit determina-

Table 2.4-3 is a tabulation of the data Parameters to be telemetered for this

tion are needed for data reduction and analysis.

marks column by the notation desirable or essential.

cording for data storage, it is indicated in the remarks column.
TABLE 2.4-3

The priority or relative need for the signal is indicated in the re-
If the signal requires re-

Those signals

EARTH HORIZON DEFINITION EXPERIMENT DATA PARAMETERS

SAMPLE
SIGNAL | RANGE OF RATE CON-
DATA POINT FORMAT| PARAMETER(  (FREQ. TINUOUS
RESP.)
I.R. Radiometer
1. No. 1 Mirror Position Pulses 15° in 3° 10/3 pulses/ X
increments sec.
2. No. 2 Mirror Position Pulses 15% in 3° 10/3 pulses/ X
increments sec.
3. to 7. No. 1 Radiometer Analog 0-2 volts 80 cps X
Outputs (5)
8. to 12. No. 2 Radiometer Analog 0-2 volts 80 cps X
Outputs (5)
13. Radiometer Input Voltage Analog 28 vDC -
U.V. Radiometer
14. Vidicon Qutput Analog 2000 cps X X X
15. Memory Tube Output Analog 2000 cps X X X
16. U.V. Radiometer Input Voltage Analog 28 VDC - X X
Star Tracker
17. Gimbal No. 1 Digital 17 bits 20 time/sec. X X X
18. Gimbal No. 2 Digital 17 bits 20 time/sec. X X X
19. Input Power Analog 28 vDC - 5% X
Miscellaneous
20. Time Reference Digital 22 bits 20 time/sec. + 1 bit X X
21. I.R. Radiometer Temperature Analog | 0°F to 100°F| 1 time/sec. + 5% X X
22. U.V. Radiometer Temperature Analog | 0°F to 100°F| 1 time/sec. +5% X X
23. Star Tracker AGC Voltage Analog + 5%
24. Star Tracker Gimbal No. 1 Analog + 5%
Torquer
25. Star Tracker Gimbal No. 2 Analog + 5%
Torquer
26. Star Tracker Track Indication Digital on,/off -
Required Spacecraft Signals
* 1. Horizon Sensor Roll Analog 0-5v 5 cps + 2% X X X
* 2. Horizon Sensor Pitch Analog 0-5v 5 cps + 2% X X X
* 3. Horizon Sensor Loss-of-Track Digital On/Off X X X
* 4. Attitude Gyro Pitch Analog 360° 5 cps + 1% X X X
* 5. Attitude Gyro Roli Analog ~80° to + 80° 5 cps + 1% X X X
* 6. Attitude Gyro Yaw Analog —10° to +10° 5 cps + 2% X X X
“ 7.Roll Rate Gyro Output Analog 0to: 29 sec) 5cps + 2% X X X
* 8. Pitch Rate Gyro Output Analog Oto + 2% sec. 5 eps + 2% X X X
* 9. Yaw Rate Gyro Output Analog 0to + 2° ‘sec, 5 cps + 2% X X X
*10. Spacecraft Main Analog 20 1o 30 VDC 60 cps + 1% X X X
Power Buss




marked "real time only" are available upon ground command for system analysis.
Additional test points for real time transmission may be added as needs dictate
with an increase in the signal processing and data handling package being required.

5.4.6 Vehicle Orbit and Attitude Requirements - Table 2.4-L contains a sum-

mary tabulation of the most desirable orbit and vehicle stabilization requirements.
A discussion of the effect of variation of the parameters is contained in the fol-
lowing paragraphs.

Altitude - As indicated in Figure 2.4-3 the error in gradient position meas-
urements is a function of altitude for a given attitude measurement error. As ve-
hicle orbit altitude increases, the error increases. Ideally the vehicle altitude
should be less than 200 nautical miles to minimize the error.

Eccentricity - The error is a function of altitude, therefore the eccentri-
city of the orbit should be as small as practical. An altitude variation of

300 nautical miles doubles the error in measurement of the gradient position.

TABLE 2.4-4

EARTH HORIZON DEFINITION EXPERIMENT
ATTITUDE AND ORBIT REQUIREMENTS

PARAMETER DESIRED CONDITION
a) Altitude 100 to 300 Nautical Miles
b) Eccentricity Less than 0.014
¢) Orbit Inclination Polar (greater than 70°)
d) Stabilization Earth Oriented in three axis
Vehicle control deadband less than 2°
Vehicle rates less than .1°/sec.
Alignment to orbit plane — better than 5% in yaw.




. Igclination ~ To obtain a maximum amount of data in the shortest calendar
time possible, a near polar inclination is desired. This type orbit will provide
in each orbit a winter arctic, equatorial and summer "arctic" gradient condition.
Equatorial orbit inclinations would provide the least information on variables in
& given period of time in orbit.

Vehicle Stabilization - The vehicle must be earth oriented and stabilized in

three axes. If the vehicle utilizes horizon sensors for establishing local verti-
cal and either a strap-down gyro system or a platform, the vehicle alignmment can
be expected to be better than 1° in pitch and roll and 5° in yaw. Operating the
vehicle with a small deadband (less than 2°) and with low rates (less than
o.1°/sec) will provide a sufficiently stable "platform" for this experiment. In-
creasing the deadband or rates or decreasing the alignment accuracy will degrade
the accuracy of the experiment. Any improvement in attitude control (increase in
alignment accuracy, reduced deadband or rates) will improve the accuracy of the
test. Ideally, the vehicle should be stabilized at null for the experiment.

2.4.7 Equipment Support and Data Handling Requirements - This experiment

requires a considerable amount of support equipment. The data handling require-

ments are such that a very heavy load is placed on telemetry; in fact, a separate
recorder and transmitter system will probably be required. General requirements

for attitude determination and data handling are discussed in the Appendices. A

discussion of the special requirements of this experiment, such as signal condi-

tioning, data recording, programmers and mounting are contained in the following

paragraphs.

Signal Conditioning - To Provide a signal format which may be readily stored

in a recorder and provide good correlation for later data reduction, signal con-

ditioning will be required on some of the signals listed in Table 2.4-3.
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The mirror position signal of the IR radiometer requires special conditioning,
to provide the desired "vetter than 0.01°" performance. The position pulses from
the radiometer are fed into an automatic-reset decimal counter. In addition a
clock input is fed in. After each 10 pulses (indicating one cycle of the mirror)
the decimal counter will restart its count. The output is a 13 bit digital output
which is a precision measurement of the time duration between radiometer mirror
position pulses referenced to the time base. This method provides a 13 arc second

capability in determining mirror position.

EARTH HORIZON DEFINITION EXPERIMENT
BIT DATA PROCESSING BLOCK DIAGRAM

Timer 22 Bits
39 Bit . .
Shift 39 Bit Serial Word to Recorder —
Star Register
Tracker _11&15____’
Gimbal
No. 1 ——j
Star
Tracker |17 Bits
Gimbal
No. 2
Auto .
P;sition DRei_ci,:d P:l:';o}' 13 Bits > 42}1?;: 43 Bit Serial Word to Recorder
ulses Counter Position Register
Auto
Position | Reset | » ::::rozr 13 Bits >
Pulses DCZC:;::I Position
r
Clock
FIGURE 2.4-4
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. Star tracker gimbal positions and the time reference system signals are pro-
vided in digital format. Additional signal processing i1s required on these sig-
nals to provide recording. The conditioning consists of utilizing shift registers
to yield serial words for recording. Figure 2.4-4 is a block diagram representa-
tion of the suggested method of serializing the bit words. The bits are serialized
for recording on two channels of the tape recorder.

Master Reference - The recommended master reference system for this experiment

is a single OAO star tracker and a two-axis gyro utilized as described in Appendix A.
Recorder - The recorder is required to obtain performance data from "around
the world" in polar, equatorial and seasonal variation conditions. The selected
data will be stored at a low tape speed and, upon ground command, will be dumped
at a high tape speed to the ground tracking station. The maximum number of chan-
nels feasible should be taped in order thet data reduction and performance evalua-
tion is as unhampered by a lack of knowledge of parameter variation as possible.
Programmer - The programmer is specifically designed to serve the purposes
required by this experiment. It consists of relays, memory circuits, time refer-
ence, logic and electronics to:
a. Turn system on an off either in a pre-programmed time sequence oOr upon
ground cormand.
b. Sequence or command the Master Reference system to initiate search.
¢. Turn recorder on dquring star tracking periods.
d. Update time reference system upon ground command.
e. Sequence data transmission to ground stations at pre-determined times
or upon ground command.
f. Sense failures of experimental package which would affect performance

of the primary vehicle and power-down the system as required.

-
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. Environmental Control - The precision radiometers require stable operating

temperatures for proper performance. To maintain the required 50°F to 90°F oper-
ating range, it may be necessary to add heaters to the radiometers. Good thermal
bonding to the vehicle is essential. A thorough analysis of the heat load and
thermal characteristics of the vehicle selected as the experiment carrier will be
necessary to determine the needs.

Mounting - It is necessary to mount the radiometers in such a mamner that an
unobstructed field of view is available. The radiometers are mounted such that
the plane of the field of view is perpendicular to the orbit plane, i.e., the
pitch-yaw plane.

The master reference system also requires an unobstructed field of view. The
QAO star tracker requires a field-of-view which is a cone of 150° (4.62 steradians)
with the central axis of the cone parallel to the vehicle yaw axis.

Figure 2.4-5 is a drawing illustrating the field of view requirements of the
IR radiometers and the star tracker. The field-of-view requirements of the UV ra-
diometer is not illustrated since additional study i1s needed prior to establishing
the required range.

Electrical Energy Requirements - The total power required for both the IR

and UV experiment in a two-week mission with on-off cycles as described in para-
graph 2.4.8 is 8,450 watt-hours excluding the energy requirements for the star
tracker system. The total energy requirement including the star tracker, again
based on the two-week mission with on-off cycles, is estimated to be 10,850 watt-
hours.

Ground Command Requirements - The programmer is designed to function only par-

tially on en on-board time base and requires periodic ground commands to update the

sequence. Ground commands are necessary to:
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EARTH HORIZON DEFINITION EXPERIMENT DEVELOPMENT PLAN

0

1 2

MONTHS AFTER GO-AHEAD

3 4 5 6

7

8 9

10 11

12

13 14

Equipment Development
|.R. Radiometer
U.V. Radiometer (Avail. Late '65)

Carrier Vehicle Selection

Desired

Final (Becomes Gating Item)

Experiment Design
Procedures
Programmer

Signal Processor

Experiment Fabrication
Radiometers
Programmer
Signal Processor
Special Equipment (Star Trackers, etc.)

AGE: Design, Fabrication

System Integration

System Test

Environmental Flight Worthiness Test
Delivery of Flight Article

Spacecraft Integration & Installation

Pre-Launch Testing

Launch*, Flight Test

]

Subassembly

- —

]

Level

*Depends on Carrier Vehicle — May Vary from 1 Month to 8 Months After Installation.

FIGURE 2.4-6
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a. Update the time reference system.

b. Command data "dump".

c. Revise operate time sequence.

d. Command real time transmission of troubleshooting test points when

desired.

e. Command experiment system "on and off".

It is not expected that these five commands will cause any unusual loads on
the grourd station capabilities in a normal pass.

2.4.8 Experiment Flight Test Plan - Figure 2.4-6 is a flow diagram of the ex-

periment development plan. The schedule is an estimate based on the required de-
velopment, integration testing and flight time and is intended for planning pur-
poses only. Areas which could cause delays or alter the schedule are programmer
design, instrumentation design and U.V. Radiometer design and development. The
IR Radiometer is developed (Project Scanner) and is not expected to present any
schedule problems. The programmer design complexity is a function of the desired
ground command override capability, desired or required redundancy and the require-
ments for supplying functions to the master reference system. The star tracker
procurement time will be a variable depending upon the existing orders in work by
the manufacturer. Systems integration and flight worthiness testing will require
additional time if stringent radio interference (RFI) requirements exist.

The entire schedule is predicated on an early selection of a carrier vehicle;
however, the fabrication of the master reference star tracker is the gating item
of the development plan.

Flight Test Sequence - Figure 2.4-7 is a time plot of the sequences of the

experiment for the first three orbits of the flight test. The program is based on

acquiring a large amount of data over a fixed period of time. It is not necessary

87



*s9|24) uoissty 104 §—§°T ainbi 4 99¢ :ajoN

HO
uo
HO
uo
HO
uo

HO
uo
HO
uo
HO
uo
HO
uo

3o
mv._ouom
¥20q4o|d

#o
uo

HO
Aqpupsg
uQ

3O
Aqpuoig
uo

4
"oN H9i0

l uoljsasuy) -—._UCDDJ

124910

LINIWI¥3dX3 NOILINIA3a NOZIYOH H1¥v3 ‘3ON3ND3S LS3L LHOITd

(snopoay) dwnq aioQ

ajopdn sowi |

juawuadxy 4ioig
S pubwwo?) punocig

Jelwsul] W1

7 "ON lajawoipoy

{ ‘ON 49{ouwol PRy

Buissasoiy |pubig

._OT._OUOM

3p iy .._U._UOW 1493204 | 104G

0;0\._9_02._. g

Jopuodsupi]
1aA1333)y puowwo?)
Jown ]|

1o wwoJiboiy

FIGURE 2.4-7

88




to operate the experiment continuously while in orbit. Because of the limited data

storage capability of the recorder, it is more desirable to operate the experiment

in on-off time sequences. Figure 2.4-8 is a time plot of the mission cycles for

the suggested two week test period. The operation sequence is as follows:

.

d.

(=N

f.

e

After orbital insertion and vehicle stabilization the experiment package
is turned on.
The star tracker is turned on and commanded to a predetermined angular

position. The gimbal positions are based on the Predicted position of a

trackable navigation star as a function of the orbit path, vehicle orbital

position, season and launch time.

After the star tracker acquires the first star, the gyro gimbals are
slaved to the star tracker signals.

When slaving is complete, the star tracker breaks lock and gyro slaving
is discontinued.

The star tracker is now commanded to another bredetermined angular posi-
tion as in step (b).

After the star tracker acquires the second star and starts tracking,

the star tracker and gyro gimbal positions, radiometer outputs, time ref-
erence and other selected parameters are recorded.

The recorder is operated for 5 minutes, then turned off for 15 minutes.
At the end of the 15 minute "off" period the recorder is turned on again
if the star tracker is still tracking. If the star tracker is not track-
ing, steps (b) through (f) are repeated.

The cyclic recording of 5 minutes on, 15 minutes off is repeated for
three orbits (270 minutes, 65 minutes recorded data).

The experiment shall be turned off for 3 orbits.
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. k. Steps (b) through (g) shall be repeated 3 times.

1. The experiment shall be turned off for 3 days and then the sequence of

(b) through (h) repeated starting on the fifth day.

m. Repeat sequence (b) through (h) on the ninth and thirteenth day in orbit.

This sequence will provide at least 624 minutes of data, assuming the star
tracker has lock-on at least 80% of the time. This will provide a nominal amount
of data for a realistic evaluation of the nominal, extremes and statistical vari-
ation of the gradient as a function of time and orbital position. Information is
obteined on seasonal (Northern hemisphere and Southern hemisphere are covered in
each orbit), day-night and tide-effect variations over a wide range of latitudes
and longitudes. Lengthening the test or increasing the recording time period will
brovide additional data for statistical analysis.

Post Experiment Data Reduction - Figure 2.4-9 is a line flow diagram of the

data reduction process. The sequences are described in the following paragraphs:

a. Determine, through use of the on-board horizon sensor and gyro reference
system, the approximate attitude of the carrier vehicle with respect to
earth local vertical.

b. Time correlate the vehicle orbit position obtained through ground track-
ing.

¢. Through use of vehicle orbit position, approximate attitude, Boss General
Star Catalogue and the star tracker and gyro angles during track, deter-
mine which specific stars are being tracked.

d. Once the specific stars being tracked have been established, precision ve-
hicle attitude is computed. Using a single star tracker and a gyro will
provide a measure of the vehicle local horizontal plane with respect to

the earth reference axes.
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l.

€. From the vehicle altitude, compute the correction factors to be applied
to radiometer outputs.

f. Apply the radiometer correction factors and compute the gradient param-
eters as a function of position with respect to mean sea level. The com-
putation requires a knowledge of vehicle altitude as well as attitude.

g+ Process the data to obtain the average and deviation of the gradient
magnitude. The data will be a function of altitude, latitude, longitude,
day-night and seasonal variations. The data should be so analyzed as to
provide a statistical analysis of the effect of the variables on the

gradient.
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2.5 "Horizon Semsor Accuracy

2.5.1 Objective - The objective of this experiment is to measure the in-
flight accuracy of horizon sensor system determination of vehicle attitude with
respect to earth local vertical. The data will be used to initiate or evaluate
design improvements for horizon sensors and to determine the effectiveness of
horizon simulation used in ground tests.

2.5.2 Background - The accuracy of a horizon sensor in establishing a local
vertical for an orbiting spacecraft is uncertain. The precision performance ob-
tained in ground tests has not been obtainable in flight. The difference in per-
formance characteristics has been intuitively, and to some extent experimentally,
evaluated. Variations in the earth-space infrared gradient characteristics,
cold cloud formations and other variables have caused sensor performance to be
considerably poorer than expectations. ILack of detailed knowledge of the earth as
an infrared (IR) target has made it virtually impossible to build & precision sim-
ulator which realistically tekes into account all of the various error producing
anomalies. Each sensor design requires a different type of simulator due to the
differences in field-of-view and sensing techniques. Therefore no one particular
type of simulator design has been evolved to test all types of horizon sensors.

Simulator deslgn parameters which must be taken into account are temperature,
gradient slope, cold cloud effects, seasonal variations and day-night variations.
Detailed discussions of the variables are contained in Paragraph 2.4.2, "Earth
Horizon Definition Experiment". If sufficient knowledge were availsble on the
earth's IR characteristics, a test facility could be designed for horizom sensors.
The special design facility would provide a precision measure of the horizon sen-
sor characteristics with most of the varisbles taken into account. It is not
necessarily desirable to build a "universal" test facility inasmuch as the cost

for a facility of this type would be quite high, and in addition it would have to
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be quite large. Horizon sensor optics are normally focused to infinity, and hence
for a realistic simulation with only flight optics involved, the IR "target" would
have to be no less than 16 feet from the sensor. To test all types of horizon
sensors (conical scen, edge tracking, radiometric balance, etc.) at a simulated
altitude of 80 nautical miles would require an earth target simulator 286 feet

in diameter. The simulator and chamber wall would be cooled with liquid nitrogen
and liquid helium. In addition to the design and fabrication costs, there would
be the daily operation costs which could run several thousand dollars.

A low precision (+ 1°) cold cloud simulation facility, with no attempt made
to simulate the gradient slope, was used on Project Mercury horizon sensors. The
horizon sensor was placed in a 3 foot diameter high vacuum chamber which had
surfaces cooled with liquid CO, (earth) and liquid nitrogen (space). A cooled
varisble size wedge provided the "cold-cloud" effect. Variations in cloud size
required breaking the vacuum and manuelly rotating the wedge. The earth and
cloud simulator for the chamber costs approximately $5,000 and daily operating
costs for the facility were about $1,500. Although the test provided further
understanding of the "cold-cloud" problem, the initial and operating costs were
high,and the data and similation was not sufficiently accurate to provide the
information required for sensor redesign.

To determine the stability of the horizon sensor tracking loop over a wide
range of simulated earth-space temperatures at various sensor head temperatures a
test was performed on the Gemini horizon sensor. The test was conducted in a 16
feet long 2 feet diameter stainless steel vacuum chamber owned by the Air Force.
The horizon sensor and an earth-space gradient simulator were placed at opposite

ends of the chamber. The earth temperature was varied over a range of 140 K° to
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350°k i; order that data on signal-to-noise ratio, gain and phase margin could be
obtained. There was no attempt made to provide a simulation of gradient shape

or slope, or to simulate cold clouds. The test cost approximately $15,000 and no
information was obtained on the sensor accuracy characteristics. The only data
obtained was tracking loop stability for a static (azimuth Yoke stationary) con-
dition. Again, as in the case of the Mercury tests, the data was extremely val-
uable, but results were very limited.

Providing realistic simulation could require that cold clouds, gradient
slope, vehicle motion, altitude, attitude, solar simulation, temperature, emissi-
vity, absorbtivity of the earth and several other factors be simltaneously
varied in a realistic manner. Because of the lack of Precision data on the earth
space gradient and the extreme costs for a detailed simulation of all the calcu~
lated or theoretical variables, there is a real advantage in a detailed flight
evaluation of a well designed, "optimized", precision horizon sensor. The flight
test would yield information on the in-flight accuracy of a horizon sensor. To
date, all accuracy evaluation has been Sased on an intuitive analysis of the
horizon sensor using the horizon sensor itself as the "reference". Evaluation of
the data from such a flight test might indicate that many of the IR gradient
variations and other variables are insignificant to the performance of the sensor.
A properly instrumented experimental package would also provide precision infor-
mation on the effect of the orbital environment, IR gradient variation, vehicle
dynamics and orbital parameter effects simultaneously.

2.5.3 Functional Description - The major requirements for an accurate
measurement of the performance characteristics of a horizon sensor are:

a. Precise determination of vehicle attitude with respect to local vertical.
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b. Precision mounting of the horizon sensor with respect to the master

attitude reference and the spacecraft axes.

c. Precision data retrieval.

The experiment is designed to function around state-of-the-art hardware
utilizing off-the-shelf hardware where Possible. Information on the effect of
seasonal variations, day-night variations, and systems operational parameter
variations over a wide range of longitudes and latitudes is obtained. Close con-
trol of system operational prarameters is maintained (or thoroughly monitored) in
order that the effect of variables may be carefully evaluated.

A functional block diagram of the experimental backage for measurement of a
horizon sensor accuracy characteristics is shown in Figure 2.5-1. After orbitsl
insertion and vehicle stabilization, the star tracker will acquire and track a
star, providing star angle data in two axes. Horizon sensor outputs, master
reference signals, time reference pulses and other selected perameters are re-
corded for date retrieval over tracking station sites. The recorder is prograsmed
to record either continuously or in sequenced on-off time cycles to provide a
large statistical sample of horizon sensor performance.

Experiment Equipment - The techniques described in this experiment will
Provide an evaluation of any precision horizon sensor; however, to illustrate
the design parameters requiring consideration, the Gemini horizon sensor is used
as a model. Usage of other sensors will introduce some changes in the field-of-
view requirements, the physical parameters and the signals to be telemetered.
The sensor, built by Advanced Technology Labs, provides an output which is

essentially an integration of several edge measurement samples over a wide area
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and hence anomaly caused errors are reduced as compared to some techniques.
Modification to the Gemini unit should consist of changing the optics from an 8-
18 micron spectral pass band to a 1lh- 16 micron spectral pass band. The modifica-
tion is recommended in order that the more stable CO, band is used for evaluation
purposes. Sensor pitch and roll outputs, loss-of-track indication, input power,
temperature, position amplifier output, azimth amplitude and other selected test
points will be telemetered.

Attitude Determination - To evaluate the accuracy of a horizon sensor, a

reference system with an "order-of-magnitude" greater precision than expected from
the test unit is desired. Techniques for attitude determination with varying de-
grees of accuracies are described in Appendix A, "Master Attitude Reference System
Considerations". The technique using a single OAO star tracker and a two axis
gyro is recommended for this experiment.

Test Method - After orbital insertion and initial vehicle stabilization in an
earth orbit plane, the star tracker is programmed to point forward along the orbit-
al path. By selective logic in the star tracker programmer, the system will search
a small field (3° to 5°) and acquire the unique or single detectable star in that
field. The system is programmed to continue searching until the condition of only
one detectable star in the search pattern is present at which time the system will
be commanded to acquire. Once the system acquires or locks on the angle data is
stored in a two axis gyro memory. The star tracker is then commanded to search,
acquire and track a new star. When the telescope gimbal reaches a predetermined
angle from aft of the vehicle, prior to the gimbal stop, the memory gyro is slewed
to the star tracker position. The star tracker gimbals will then be slewed to the

forward position and the search/acquire/track sequence repeated.
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Using the knowledge of the star tracker angle to a star and the gyro stored

star angle, the vehicle's approximate attitude (as established by the satellites

prime reference system) and the vehicle's position in orbit as a function of time,

the specific stars being tracked may be determined. Once the specific tracked
stars are established, the Precise vehicle attitudes can be determined.
Although the star tracker and gyro outputs are not a direct measure of the
vehicle attitude with respect to earth, the earth reference information can be
readily obtained. Using time as the baseline, the star angle information, the
vehicle position in orbit and the star position with respect to earth, a pre-
cision measure of the spacecraft attitude with respect to the earth local verti-
cal may be determined. The data on spacecraft attitude when compared with the
horizon sensor outputs, again as a function of time, will provide the precision
evaluation of a horizon sensor's capability to establish a measure of the earth
local vertical for a spacecraft. It should be noted that the horizon sensor
outputs, although normally referred to as pitch and roll outputs, are actually a
measure of the horizontal plane Position and the outputs are interdependent.
This can best be illustrated by taking an example. If the spacecraft were
pritched 5° with no roll or yaw reference misalignment, the horizon sensor would
indicate a 5° Pitch output. If the vehicle is then rotated about its own yaw
axis, the pitéh output would start decreasing and the roll output would start
increasing from null. At a yaw angle of 90°, the roll output would be 5° and
the pitch output would be 0°, In other words, the horizon sensor outputs are a
measure of the attitude of the Plane of the vehicle which is Perpendicular to
the yaw axis. Horizon sensor outputs provide a vector measure of the Planar

attitude with respect to vertical. The star tracker and gyro provides, after
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proper position correlation, a measure of the spacecraft attitude with resﬁect to.
local vertical. A comparison of the spacecraft attitude as measured by the hori-
zon sensor and the attitude as determined by the star tracker/gyro knowledge will
provide a precision measure of the horizon sensor capability of measuring the
earth local vertical. The technique described herein does not necessarily pro-
vide individual axis information; however, if the horizon sensor cross coupling
characteristics are incorporated into the computer program, the individual axis
data may be obtained.

Major Error Sources - The major error sources for this experiment are star

tracker and gyro angle readout, gyro drift rate, time reference, vehicle rates
(affects data correlation) and determination of the vehicle's position in orbit.
As can be seen from Table 2.5-1, a tabulation of the major error sources of this
experiment, improving the time base accuracy from 0.1 sec to 0.0l sec reduces
the errors primarily associated with data correlation. If the time reference
system is updated once each eight hours with an accuracy requirement of 0.0l
second, & 22 bit clock word is required. Since an accuracy of 0.1 second under
the same conditions requires a 19 bit clock word, the 0.0l second requirement
adds no significant complexity. Table 2.5-1 does not include the gyro error
gources.

Attainment of 0.05° accuracy for the reference system is possible using a
single star tracker and a two axis gyro as the master reference. Of prime im-
portance is the alignment of the horizon sensor to the master reference. Compen-~
sation for known measured misalignment can be performed in the date reduction
process. Shifts or creep which occur during the launch phase or while in orbit

cannot be determined. Care should be observed in the vehicle design and the
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TABLE 2.5-1

HORIZON SENSOR ACCURACY EXPERIMENT MAJOR ERROR SOURCES

ERROR SOURCE TIME BASE ACCURACY
0.01 SEC. 0.1 SEC.
{(Error Given in Arc Seconds)
Star Angle 0.1 0.1
Azimuth 0.1 0.1
Star Tracker Errors 20 20
Vehicle Rate Effect (.1°/Sec. Accuracy) 36 36
Vehicle Orbit Position Determination 17 26
Data Correlation — 10% 3.5 8.2
RMS Error 23.4 49.4

installation of the experiment to assure a minimum change in misalignment between

the sensors.

2.5.4 Experiment Physical Parameters - The physical and operation parame-~

ters of the recommended equipment are provided in Table 2.5-2. The table con-
tains a summary of the weight, size and power requirements of the basic experi-
ment package. The table also contains a summary of the requirements for the

star tracker portion of the master reference system. This information is includ-
ed since there are no known possible carrier vehicles which are earth oriented
and contain an on-board star tracker system. Estimates are given for the horizon
sensor development effort based on a mid-to-late-1965 go-ahead.

2.5.5 Data Parameters - The information obtained from this experiment con-

stitutes an in-orbit evaluation of the performance of a horizon sensor. To
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TABLE 2.5-2
HORIZON SENSOR ACCURACY EXPERIMENT PHYSICAL PARAMETERS

VOLUME WEIGHT AVERAGE POWER
(WATTS)
ITEM L-W-H
CU.FT. (INCHES) (POUNDS) | PEAK | NOMINAL

Experimental Devices

Horizon Sensor 18 7x5x4 12 12 10
(Modified Gemini) 5x5x5
Support Equipment
Programmer Electronics .03 5x3x3 5 10 10
Signal Conditioning Electronics .06 5x5x4 7 10 10
Power Supply and Filter A 10x8x2 15 10 10
Recorder .3 14x9x5 15 40 40
Subtotal .67 54 82 80
Master Reference* (less gyro)
1. Star Tracker Head 87 |17x11x8 23.5 20 15.4
2. Star Tracker Electronics .51 16x11 x5 21.6
Total 2.05 99.1 102 95.4

*Required if not available on carrier vehicle

obtain this data requires a precision measurement of the vehicle attitude as well
as horizon sensor outputs. As previously discussed in Paragraph 2.5.3, "Test
Method", precision ground tracking, star tracking, and gyro angles as a function
of time are required. Reduction of the star tracker and gyro angle data requires
an "estimate" of vehicle attitude as determined fron the on-board control system
outputs.
Table 2.5-3 is a tabulation of the experiment parameters to be telemetered

for this test. The priority or relative need for the signal 1s indicated by the

order in which the parameter is listed. Real-time parameters are available upon
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TABLE 2.5-3
HORIZON SENSOR ACCURACY EXPERIMENT DATA PARAMETERS

SAMPLE
SIGNAL [ RANGE OF RATE
DATA POINT ACCURACY ESSEN-! DESIR-| CON- REAL
FORMAT | PARAMETER (E:SSEPQ) RECORD TIAL | ABLE|TiNvous | TiMe
Horizon Sensor
1. Pitch Output Digital 12 Bits 20 time/sec. +1Bit X X X
2. Roll Output Digital 12 Bits 20 time/sec. + 1 Bit X X X
3. Loss-of- Track Digital On/Off X X
4. input Voltage Analog 28 VDC + 5% X X
Master Reference
4. Stor Tracker Gimbal No. 1 Digital 17 Bits 20 time/sec. + 1Bit X X X
5. Star Tracker Gimbal No. 2 Digital 17 Bits 20 time/sec. £ 1Bit X X X
6. Input Power Analog 28 VDC + 5% X X
Miscellaneous
7. Time Reference Digital 22 Bits 20 time/sec. + 1Bit X X X
8. Horizon Sensor Head Analog 0-160°F + 5% X X
Temperature
9. Horizon Sensor Electronics Analog 0 160°F + 5% X X
Temperature
10. Stor Tracker Temperature Analog 0- 160°F + 5% X X
11 Horizon Sensor Pre-Amp. Analog 200 cps +5% X
12. Horizon Sensor Pos. Analog 30 cps + 5% X
Oet. Output
13. Star Tracker A.G.C. Analog + 5% X
14. Star Tracker Gimbal Torquer Analog + 5% X
15. Star Tracker Track Indication Digital | On/Off X
Reguired Spacecraft Signals
1. Horizon Sensor Roll Analog 0-5v 5 cps +2% X X X
2. Horizon Sensor Pitch Analog 0-5v Seps + 2% X X X
3. Horizon Sensor Loss-of-Track | Digital On/Off X X X
4. Attitude Gyro, Pitch Anglog 360° Scps + 1% X X X
5. Attitude Gyro, Roll Analog -80°10 +80° 5 cps + 1% X X X
6. Attitude Gyro, Yaw Analog -5%10 +5° Scps + 2% X X X
7. Rate Gyro, Pitch Analog + 2°/sec. Scps + % X X X
8. Rate Gyro, Roll Analog + 2% sec. Scps + X X X
9. Rate Gyro, Yow Analog + 2%/ sec. 5 cps +2% X X X
10. Spocecraft Main Analog 20 10 30 VDC| 60 cps 1% X X X
Power Buss )

ground command for detailed system analysis. Additional parameters may be added

to the list as desired.

2.5.6 Vehicle Orbit and Attitude Requirements - Table 2.5-4 contains a sum-

mary tabulation of the most desirable orbit and vehicle stabilization require-

ments. A discussion of the effect of variation of the barameters is contained in

the following paragraphs.
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Altitude - The orbital altitude for conducting the experiment is not critical
with 100 to 900 neuticel miles being acceptable. It is essential that the planned
orbit altitude be known so that the horizon sensor can be evaluated and optimized
during ground tests for that altitude. Horizon sensor scale factors, cross coup-
ling and to some extent the null vary as a function of altitude.

Eccentricity - The horizon sensor output is affected by the eccentricity of
the orbit. The cross coupling of the pitch into roll and roll into pitch is a
function of the cotangent of one-half of the subtended angle of the earth as seen
from orbit. In other words, the cross coupling will vary as altitude varies. In
the data reduction, the eccentricity factor will have to be taken into account.
Eccentric orbits introduce other errors as well, but for an apogee of up to 1000
miles and perigee of 100 miles the other errors are small.

The most desirable orbit from the data evaluation viewpoint, as well as from
the viewpoint of optimizing a simple design, would be a low altitude orblt with
an apogee to perigee altitude ratio of not over 2 to 1.

Inclination - In order to obtain a maximum amount of possible variation in
the IR gradient due to seasonal variation a near polar orbit is desired. Inclina-
tion greater than T70° will give summer-winter data on each orbit. A 200 - 30°
inclination would provide only a small amount of the possible seasonal variation
within the field of view of the sensor in the two week period recommended for
this experiment.

Vehicle Stabilization - The vehicle must be earth oriented and stabilized in

three axes. If the vehicle utilizes horizon sensors for establishing local verti-
cal and elther a strap-down gyro system or a platform, the vehicle alignment can
be expected to be better than 1° in pitch and roll and 5° in yaw. Operating the

vehicle with a small deadband (less than 2°) and with low rates (less than 0.1°/
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. TABLE 2.5-4

HORIZON SENSOR ACCURACY EXPERIMENT
ATTITUDE AND ORBIT REQUIREMENTS

PARAMETER DESIRED CONDITION
a) Altitude 100 to 900 Nautical Miles
b) Eccentricity Less than 0.102
c) Orbit Inclination Polar (greater than 70°)
d) Stabilization Earth Oriented in three axis

Vehicle control deadband less than 2°
Vehicle rates less than . 1°/sec.

Alignment to orbit plane — better than 5° in yaw,

sec) will provide a sufficiently stable "platform” for this experiment. Increas-
ing the deadband or rates or decreasing the alignment accuracy will degrade the
accuracy of the experiment. Ideally, the horizon sensor would be operated at null
for the experiment. However, this may impose a severe constraint on the vehicle,

2.5.7 Egquipment Support and Deta Handling Requirements - In order to perform

the experiment, support equipment on the vehicle is required. The signal con-
ditioning, programming, master reference and environmental control requirements
will place certain restrictions and constraint on vehicle selection and design.
The requirements for equipment support and data handling are discussed in the

following paragraphs.

Signal Conditioning - In order to obtain the required accuracy and to mini-
mize the transmission noise problems, as much data as possible should be trans-
mitted in digital formet. This will require, in some cases, the addition of ana-
log to digital converters to either the experimental package or the signal pro-
cessing electronics. Figure 2.5-2 illustrates one method which could be utilized

for providing serial bit words for recording. The horizon sensor, master
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HORIZON SENSOR ACCURACY EXPERIMENT
BIT DATA PROCESSING BLOCK DIAGRAM
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. 39 Bit Seria! Word to Recorder
ﬁ Register
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Timer
Clock
FIGURE 2.5-2

reference and time reference signals are processed through shift registers which

are operating at a rate compatible with recording capability and the required

sampling rate.
Programmer - This unit is of special design to serve the purposes required

by this. experiment. It will consist of the necessary electronics, relays, memory

circuits, time reference and logic networks to:
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a. Point the star tracker to the required position and initiate a search to
establish a star lock-on condition.

b. After star lock-on slave the two-axis gyro to the star tracker.

c. Break lock and repeat (a) for a new star.

d. After lock on, begin data storage.

e. When star tracker gimbals reach a predetermined position, break lock-on
and resequence the star tracker search/lock-on procedure,

f. Turn off recorder during star tracker search periods.

8+ Update time reference system upon ground command.

h. Revise star tracker search angles upon ground command.

i. Sequence data transmission to ground stations at predetermined times or
upon ground command.

Jeo Turn systems on and off either upon ground command or in a preprogrammed
time sequence.

k. Sense failures of experimental package which would effect performance of
the primary vehicle and turn the experiment packages off as required.

l. Provide a precision time reference.

Power Conversion and Filters - The power conversion and filter package pro-

vides the necessary RFI filtering and power conversion (DC to AC, DC to DC and
voltage regulation) required by the individual experiment systems., The major
power requirement is for 40O cycle, 26 volt AC.

Recorder - In order to obtain the maximum amount of usable data, and in order
to obtain data from areas where ground tracking stations are not available, an
on-board recorder is required. Through use of ground command signals, the record-
ed data is transmitted in compressed time. Because of the limited frequency re-

sponse characteristics of space qualified recorders only a few carefully selected
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pa;ameéers will be taped. Additional operational parameters will be available
during real-time transmission in order that over-all systems operation may be
more carefully evaluated. The technique of recording as well as real time data
transmission is utilized to assure that information obtained from the experiment
will establish the accuracy of the sensor and provide data on which to establish
the design changes necessary to improve the horizon sensor design.

Master Reference - The required master reference is a star tracker and a two-

axis gyro. Since it is not expected that the carrier vehicle will normally con-
tain a star sensor, the recommended master reference system to be added is an OAO
star tracker. The star tracker and &yro, as applied, are discussed in greater
detail in Appendix A, "Master Attitude Reference System Considerations".

Environmental Control - The horizon sensor head is located essentielly ex-

ternal to the carrier vehicle's external mold line. In order to maintain the

head temperature below 130°F a passive paint finish is used. To maintain the
head temperature above OCF, heater elements are installed in the units, The
electronics package 1s presently designed for cold-plate operation (4OOF to 130°F)
Prior to installation and flight, a thorough analysis of the vehicle's thermal
characteristics will be required to determine the need for additionsal heaters
and/or cold plates.

Mounting - It is necessary that the horizon sensor and the master reference
be very precisely aligned with respect to each other and with respect to the
vehicle rotational axes. Alignment to 10 arc seconds in the pitch and roll axes
and 6 arc minutes in the yaw axis is desired. In addition, the star tracker and
the horizon sensor head require large unobstructed fields-of-view. Figure 2,5-3
is a sketch representing the field-of-view requirements. The OAO star tracker

field-of-view is a cone of 150° with the central axis of the cone parallel to
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the yaw axis (only one-half of the cone is shown in the figure for clarity).
The horizon sensor field-of-view is from the side of the vehicle with a view of
+ 80° normal to the longitudinal axis and + 159, - 60° in the vertical.

Electrical Energy Requirements - The total energy requirement for the pro-

posed two week mission with on-off cycles as defined in Paragraph 2.5.8 ig 4,400
watt-hours not including the star tracker.

The star tracker system requirements
for the same time span is 2,400 watt-hours.

Ground Commands - Several commands are Decessary through the ground link to
the experiment and are summarized below:

a. Update the time reference system at least once each eight hour period

in orbit.
b. Change brogram or sequence,

c¢. Provide manual override to obtain telemetered test points for failure
analysis,

d. Turn experiment on, off, or place in standby condition.
e. Command data dump (data retrieval from recorder).

Data Handling - Appendix B contains a discussion of the general Problems

associated with the overall data handling system. Initiation of the design of
the data handling subsystem of the experiment should start as early in the pro-
gram as possible. The experiment is complex and requires a large number of
channels to provide sufficient data to be entirely useful. Meny of the signal
conditioning requirements should be incorporated in the equipment to provide com-

patibility with the telemetry equipment.,

2.5.8 Experiment Flight Test Plan - The overall flight test plan for

Planning purposes is shown in the flow diagram of Figure 2.5-4. The schedule

1s based on best estimates of the required development, systems integration and

113



“aj1joxd UOISSIW [|D-12A0 104 §=G°T 21nb14 9ag :3jO0N

—

C

I
—
I

U

Uru u u u

L

#O
uo
HO
uo

30
0]

#O
uo

HO
uo
#0
uo
30
pioday
v_uoﬁ>o_n_

HO
uQ
HO

Agpupig
ug

HO
Aqpupig
uo

Gt €

;OAEQZ 940

11 ]

uoljlasuj —.—UCDUI_

H940

juswiiadx3 HDIS
(snoppay) dwn( ping
ayppdy Jowt ]

S mvr_OEF_OU mvCDO._mv

Josuag uozlioy
Japwsunt] "Wl
Buissasoiy |pubig

._Omv._OUON_

3oy _.._U._UOW LQV_UO‘_F LU«W

oihgy / J9)op1) IDi§

Jopuodsupi]
PBAI3D9Y puowwo)
owrj

Jowwpoiboiy

LINGWI¥AdX3 ADVHNIIV HOSNIS NOZI¥OH ‘ION3ND3IS L53aL LHOTA

FIGURE 2.5-5

11k




-

tésting and test time. Horizon sensors have a history of being highly suscepti-
ble to RFI; therefore, RFI problems may cause a lengthening of the systems inte-
gration phase. The schedule is predicated on an early selection of the carrier
vehicle in order that package design and interference specifications may be
firmed-up prior to the start of manufacturing.

An early trade-off between ground commands and stored commands should be
made. As the programmer stored commands for star tracker pointing are reduced
in quantity, the number of ground stations and commands for the same control
increases. If the ground stations are available, the size and weight reduction
may be worthwhile,

Figures 2.5-5 and 2.5-6 present a time Plot of the operation sequence.
Figure 2.5-5 i1llustrates the -individual functions in small time increments,
whereas Figure 2,5-6 illustrates the long term, severel orbit functions or oper-

ating periods. The experiment is not operated continuously in orbit. The units

are sequenced on and off during some orbits and left in an off condition for other

orbits. A recommended two-week test sequence, which depends upon the orbit
inclination, period and tracking stations, is as follows:
a. After orbital insertion and vehicle stabilization the experiment package
is turned on.
b. The star tracker is energized and commended to a bredetermined angular
position. The gimbal positions are based on the predicted position of
a trackable navigation star as a function of the orbit path, vehicle
orbital position, season and launch time.
c. The star tracker acquires and tracks a star; the two axis menory gyro is

slewed to the tracker position. Star tracker lock-on is broken and the
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tracker begins search for a new star. After the second lock-on the data
recorder is turned on for five minutes.

d. The recorder is turned off for 15 minutes (standby) and then turned on
for 5 minutes.

e. Step (d) is repeated until star lock-on is lost and then steps (b)
through (e) are repeated.

f. The cyclic on-off sequence is continued for three orbits.

g. The experiment is placed in stand-by or off condition for 3 orbits.

h. Repeat steps (b) through (g) three times.

i. The experiment shall be turned off for three days and then sequence (b)
through (h) repeated, starting on the fifth day.

Je Repeat sequence (b) through (h) starting on the ninth and thirteenth
day in orbit.

This sequence will provide at least 624 minutes of data, assuming the star

tracker has lock-on at least 80% of the time. This will provide a nominal amount

of data for a realistic evaluation of the statistical variation of the horizon

sensor performance about its nominal. Information on seasonal (northern and

southern hemispheres), day-night and tide-effect variations is obtained over

a wide range of latitudes and longitudes. Lengthening the test or increasing

the recording time will provide additional data for statistical analysis.

Post Experiment Data Reduction - Figure 2.5-7 is a line flow diegram of the

data reduction process. The steps are listed below:
a&. Ascertain, through use of the on-board horizon sensor and gyro system,
the approximate attitude of the vehicle with respect to earth local

vertical as a function of time.
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b. Time correlate the vehicle orbit position with the data from (a) above.

Ce

Through use of vehicle orbit position, approximate attitude, Boss General
Star Catalogue and the star tracker and gyro angles during track,deter-

mine which specific stars are being tracked.

d. Update the vehicle attitude information using (c) above to derive pre-
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cision data on vehicle attitude. Use of a single star tracker and a
gyro provides sufficient data to compute the vehicle horizontal plane

position with respect to the local horizontal coordinates.




e. Compute the horizontal plane position as established by the horizon
sensor outputs as a function of time.
f. Compare the data of (d) and (e) above to obtain a time history of hori-

zon sensor error as a function of time and vehicle attitude.

8. Perform a statistical analysis to establish a measure of horizon sensor

berformance as a statistical variation about some nominsal.

Upon completion of the test and subsequent analysis of the results, it may
be desired to modify the horizon sensor and retest. Several flights may be re-
quired to reach an optimum design which provides high accuracy with only small
variations due to the atmospheric anomelies. The first flight will provide a

| measure of the performance of an existing design. Pre-flight ground tests can
be so designed that a measure of the effect of theoretical variations to be
expected in orbit can be established. The flight test will determine the sensi-

tivity of the unit to actual anomaly variations.
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.. 2.6 Gas Bearing Performance Tests

2.6.1 Objectives - The objectives of this experiment are to prove the
stability and to determine run-up and run-down characteristics of gas bearings at
various ambient gas pressures in a zero-g enviromment. The results of this test
are applicable to the development of long-life bearings for inertial equipment in-
tended for space use.

2.6.2 Background - Demands for increased relisbility in guidance and control
systems have incurred equivalent demands on the development of gyroscoplic instru-
ments. An increase in this reliability depends largely on improving the operating
life of the high speed motor bearings. In recent Yyears, manufacturers have begun
to investigate gas bearings as a possible solution to the problem. The principles
of gas bearings have been known and demonstrated during the past fifty years. But
it has only been recently that they have received serious consideration for instru-
ment applications.

There are two categories of gas bearings; hydrostatic and hydrodynamic, each
of which contain a multitude of possible designs. Both types support the journal
on & cushion of air. The hydrostatic bearing receives its gaes supply externally,
either from an expendable source or by pumping end recirculating the available
gas. The size and power requirements of the supply system limit the use of hydro-
static bearings in space. The hydrodynamic bearing generates its own gas cushion
by the dynamic action between the Journal end the bearing housing. Hydrodynamic
bearings never achieve a completely stable condition because of the minmute un-
balances in the rotor. Each bearing design has a critical speed at which it will
become unstable. If the journal is rotating at a speed below the critical speed
for its configuration, the locus will converge to & circle or ellipse and rotate
at a frequency approximately equal to the spin motor rotational frequency. This

is known as "synchronous whirl". However, if the rotating speed reaches or passes
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critical, the locus frequency will rapidly drop to approximately half that of the”
spin motor and the locus will rapidly diverge. This is known as the "half-
frequency whirl" instability (Reference 1). Occurrence of this phenomensa is
basically a function of bearing stiffness, bearing load, and wheel speed. The
stiffness of hydrodynamic bearings is a function of several variables including
air gap, ambient gas pressure, and journsel speed. Although a higher ambient gas
pressure increases the bearing stiffness, it also increases the power required to
overcome the additional windage losses in the system. Bearing loading varies as i
e function of the sine of the angle between the rotor spin axis and the gravity
vector. The critical speed varies as a function of the bearing load and thus,
will be quite low when the spin axis is parallel to the gravity vector.

Ground testing of plain, cylindrical Jjournal air beerings with the spin axis
vertically oriented was conducted by the General Electric Compeny in 1960 (Refer-
ence 2). General Electric was able to obtailn marginally stable operation in only
three of seventeen configurations. ILater studies have shown that the plain,
cylindrical journal gas bearing is the least stable configuration of the journal
bearing. This is believed to be chiefly caused by the symmetry of the design.
The pressure variation in the gas column around the journal is a sine function
with a frequency approximately equal to rotor rotational frequency during stable
operation. At the critical speed, the supporting air column apparently becomes
resonant and fails.

Later investigation into the instability of journal bearings has lead to
several imnovations in gas-bearing design which are aimed at providing stability
by preventing the sinusoldal air column. Design configurations'include: slots
in the housing face (Reference 3); non-circular housings; and movable pads. The

first configuration contains a muiltitude of design variables including the number
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of ‘slots, the relative width and depth of each slot, and direction of the slots
(1.e., axial versus spiral). The slots introduce steps into the air-column pres-
sure variation. Investigation of non-circuler housings has been primarily con-
cerned with elliptical housings of varying eccentricity and relative average
clearance, Though the ellipticity permits a smooth pressure variation it is not
burely sinusoidal. Movable pads as a means of achieving stability is receliving
much attention at the present time. One design of particular interest is the
pivoted pad bearing which consists of many smell pads, each free to move in two
axes. These allow the bearing to simulteneously tilt relative to lines perpendicu~
lar and parallel to the journal axis. The bresk in the smooth housing wall pre-
vents the sinusoidal pressure variation.

There have been two alternate approaches proposed for orbitally testing gas
bearings. One method is based on the use of small gyroscopes with gas bearings
supporting the spin axis. Such a test could rrovide a qualitative yes-no answer
on whether that configuration was stable up to its design speed, but would provide
no data on the cause and effects of instability if 1t should occur. The second
and preferred method consists of testing a fully instrumented gas bearing support-
ing a motor driven inertia wheel. This method will concentrate on monitoring the
gas bearing stability and proving the capability of gas bearings to function in
the zero-g enviromment.

Ground testing one of these devices with the spln-axis oriented vertically
will result in little or no load on the Journal bearings, similar to conditions
expected in the space enviromment. To operate in the ground environment, the
test device must be designed with thrust bearings of a size which will support the
welght of the rotor assembly against the one-g gravity vector. In orbit, thrust

bearings are required only to maintain the rotor assembly in its proper locstion
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when it is subjJected to extraneous axial accelerations. The possible stabilizing
influence of this thrust bearing makes it necessary to conduct final proof testing
in a zero-g enviromment. Figure 2.6-1 pictures a typlcal rotor and gas bearing
configuration which is capable of operating in the vertical mode.

2.6.3 Functional Description - The experimental system consists of the com~

ponents shown in the Functional Block Diagrem (Figure 2.6-2). The programmer
signal conditioner and power supply are considered experimental support equipment
and are described in paragraph 2.6.7. The experimental equipment and the test
method are discussed below. Based on the three jourmal bearing designs presently
under development, the experiment proposes to test three rotor assemblies which are
identical except for bearing design. Each assembly has a veriable speed motor with
& full speed momentum of approximately 0.5 million cgs units. The journal bearings
for the three units are tilted vad, elliptical, and slotted. The shafts are in-
strumented with four capacitive pickoffs at each end, located at 90 degree inter-
vals around the shaft. A single capacitive pickoff is located on each shaft to
monitor rotor speed by generating a pulse each time a specific spot on the shaft
passes 1t. Each case is fitted with a valve vhich will be capable of venting the
atmosphere within the case. The valve operation is controlled by the programmer
and a pressure transducer.

B. Test Method - Each rotor assembly is subjected to three tests. Stability
is determined by applying voltage to the rotor in steps until full voltage is
reached. At each step, the rotor speed is measured. From full speed, the voltage
is reduced in a similar fashion until the rotor is stopped. This test will either
prove stability throughout the speed range or determine the critical speed. The
stability tests will then be repeated under normal starting conditions by applying
the full voltage to the rotor and monitoring the experiment until full speed of
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éE,OOO rpm is reached. The data from this test will also provide speed as a
function of time which defines the motor starting characteristic. If instability
should occur during either of these tests, power is automatically removed from the
motor by an instability detector. The run-down characteristics are measured by
monitoring wheel speed after power is removed from the rotor when it is running
at full speed. This test is designed to provide a measure of windage losses in
the system. The first two tests are conducted on each rotor assembly in sequence.
The third test can be conducted on any rotor simultaneously with any tests on the
other rotor assemblies. One test series will consist of the three tests being
completed on each unit. Five series of tests will be scheduled. The only vari-
able which is introduced is the case bressure. Between each test series, the
Pressure may be changed upon ground command. Control of the Pressure both upward
and downward is possible using a pressure tank and regulator, and providing e
ground command for each distinct test pPressure used. A simpler procedure is to
vent the pressure downward only using one ground command. Caution must be exer-
cised with the second method to avoid a Pressure reduction before all tests have
been completed. The test pressure levels will be determined by the speed and
type of bearing.

2.6.4 Experiment Physical Parameters - The physical and operating parameters

of the recommended equipment is provided in Teble 2.6-1. The teble contains a
sumnary of the size, weight, and power requirements of the basic experiment

package. For the equipment requiring development effort, the values given are

estimates.

2.6.5 Data Parameters - The information obtained from this experiment is an

in-orbit evaluation of gas-bearing stability. To obtain this data requires measure-

ment of the experiment parameters shown in Table 2.6-2. Priority 1 parameters
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TABLE 2.6-1
GAS BEARING EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
WEIGHT
EQUIPMENT VOLUME L-W-H (LBS.) PEAK NOMINAL
(FT.3) (IN.) (WATTS) (WATTS)
Experiment
Wheel No. 1 0.065 7 x4 x4 6.5 7*
Wheel No. 2 0.065 7x4x4 6.5 7*
Whee! No. 3 0.065 7x4x4 6.5 7*
Support
Sequence, Logic, and Time Ref. 0.032 4 x 4x 3 1.6 3* 1*
Signal Conditioner 0.004 7x1x1 0.2 5* 2*
Power Supply 0.024 4x3x3 2.0 21 4
Total 0.255 23.3 21 4

*Provided by Power Supply

are considered essential. These will show only that the wheel is stable, but not
what it does. Priorities 2 and 3 would complement the Priority 1 parameters to
complete the instrumentation of wheel operation. The desirable parsmeters
(Priorities 4, 5 and 6) serve to provide a complete picture of the experiment
operation., In addition to the spacecraft parameters, spacecraft angular rates must
be monitored to determine load placed on the gas-bearing by vehicle motion (see
Paragraph 2.6.6).

2.6.6 Spacecraft Control and Orbit Requirements - The nature of these experi-

ments places very few restraints upon the spacecraft and none upon its orbit.
During periods when the experiment 1s being performed, the vehicle angular rate and

angular acceleration (combined with the distance from the vehicle c.g.) must not
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produce more than 0.0l g's of acceleration on the experimental package. The

equation which defines this acceleration is:

a’® ryfgg_:::ﬂ
where:
a = acceleration on package
r = distance from c.m. of package to c.m. of vehicle

o =vehicle angular acceleration

w =vehicle angular rate
For example, assuming that ¢ =0.1 ¢ and r = 3 ft., the vehicle can have an
angular rate of up to 12.7°/sec. without exceeding the .0l g limitation. In addi-
tion to these, bearing loads will occur due to the gyroscopic torques introduced
by the angular rate of the vehicle. The restrictions on vehicle motion prevent it
from introducing appreciable loads into the bearings.

2.6.7 Experiment Support and Data Handling Requirements -~ The data handling

requirements discussed in Appendix B are applicable. The transponder is not re-
quired since vehicle orbital position is of no importance to the experiment. A
master reference is not required and no unique problems are expected in the areas
of programming. Based on the flight test sequences described in Figure 2.6-4 and
Figure 2.6-5, the five test cycles of this experiment will require 30 watt-hours of
energy. Unique problems exist in the experimental support areas described below.

Signal Conditioning - The design of the Signal Conditioning unit requires

special attention in two areas. The journal signals are analog AC signals which
are distorted sine waves and vary in frequency from O to 400 cps. Direct demodu-
lation for amplitude measurement is very difficult. In addition, the signal wave
forms are important. High speed sampling may be employed to obtain the data. The
wheel speed signals are digital pulses, varying from O to 400 pulses per second.

A counter will measure the number of pulses in a given time period and transfer
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the cowit of an accumulator which will store the last count for transmission.
Development of the experimental wheels will provide data concerning the shape and
duration of this pulse. The need for a more accurate measure of speed will be in-

vestigated during the development phase.

Environmental Control - The test units are hermetically sealed and may be

located in an unpressurized area. The temperature environment, however, must be
kept in the region of 0 to + 120 degrees Fahrenheit.

Mounting - The experimental package should be located as near to the vehicle,
C.g., as possible to minimize the disturbance effect of the vehicle. The g-level
limitation described in Paragraph 2.6.1 is directly proportional to this distance.

Commands per Experiment Sequence - The experimental package operates in con-

Junction with twelve possible ground commands. These are defined in Table 2.6-3.
The twelve commands consist of one pover on command, one automatic program initiate
command, one data dump command, eight menual override commands and one power off
command. In the event that the time reference fails, the sutomatic wheel speed
monitoring can be replaced by command monitoring. Command monitoring of the
Journals offers a backup to the wheel speed measurement since the periodicity of
the journal position is approximately equal to wheel speed when stable conditions
exist.

2.6.8 Experiment Flight Test Plan - The development plan for the experiment

is detailed in Figure 2.6-3. The gating factor in the estimated sixteen month time
period from go ahead to installation is the development time required by the rotor
assemblies., The use of three different bearing designs in this experiment was
dictated by present gas-bearing technology. As the technology advances, one, or
more, of these designs may prove to be more feasible. Therefore, the first step
in the development of the rotor assemblies will be to select the quantity and type

of bearings to be orbitally tested.
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TABLE 2.6-3

GAS BEARING EXPERIMENT )
GROUND COMMANDS

GROUND COMMAND ACTION

Power On Power is supplied to the experimental package.
Programmer resets to zero.

Initiate Programmed Test Programmer commences one automatic cycle
Data Dumo All recorded data istransmitted. Reset programmer
Lower Case Pressures Programmed case pressure commands will be stepped

to the next sequential position.

Wheel No. 1 Power On Full operating voltage is applied to Wheel No. 1.
Wheel No. 1 journals and all wheel speeds are monitored.

Wheel No. 2 Power On Full operating voltage is applied to Wheel No. 2.
Wheel No. 2 journals and all wheel speeds are monitored.

Wheel No. 3 Power On Full operating voltage is applied to Wheel No. 3.
Wheel No. 3 journals and dll wheel speeds are monitored.

Monitor No. 1 Journals No. 1 journals are monitored for a preset time.
Monitor No. 2 Journals No. 2 journals are monitored for a preset time.
Monitor No. 3 Journals No. 3 journals are monitored for a preset time.
Monitor Wheel Speeds All wheel speeds are monitored sequentially and repeatedly

for a preset time.

Power Off Power is removed from the experimental package. ]

The automatic flight test sequence is defined in Figure 2.6=4. It commences
automatically upon ground commend. Each wheel 1s tested for stability throughout
the speed range. Then a run-up and run-down test is performed on each wheel. The
case pressure change which occurs at the end of the sequence is not automatic but
requires a separate ground commend. This makes it possible to repeat the automatic
sequence without changing the pressure. I'ﬁe complete flight test plan tentatively

uses five cycles of the automatic sequence as shown in the following list of steps.
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. GAS BEARING EXPERIMENT DEVELOPMENT PLAN

1. Wheel ond Bearing Development
Design Frozen

2. Vehicle Carrier Selection

3. Support Equipment Design
Signal Conditioner

Programmer
Detail Procedures

4. Experiment Fabrication
Wheel and Bearing Units
Signal Conditioner
Programmer

5. AGE — Design and Fabrication

I—-I—+

Y

—

6. System Integration Sub
Level

7. System Test -TSUb—
8. Environmental Flight Worthiness —

Test
9. Delivery of Flight Article v
10. Spacecraft Integration and Installation
11. Launch 1 V*

*Depends on Carrier Vehicle. May 4 8 12 16 20

vary from 1to 8 months after Time From Go-Ahead (Months)

installation.

FIGURE 2.6-3

b.

Apply starting voltage to Wheel No. 1 and establish the gas bearing.
Increase the voltage to Wheel No. 1 in ten steps. The final voltage step
will result in full design speed. Journal position will be monitored

throughout this operation. Any instability will automatically result in
removal of power from the wheel.,

Decrease the voltage to Wheel No. 1 in ten steps. The final voltage step

will result in the starting voltage. The polarity of this voltage level
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vill then be reversed for a sufficient length of time to stop the wheel's
rotation. Journal position will be monitored throughout this operation.
Any instability will result in removal of power from the wheel.

Repeat steps (a) through (c) using Wheel No. 2.

Repeat steps (a) through (c) using Wheel No. 3.

Apply full voltage to Wheel No. 1. The time required for the wheel to
reach full speed will be determined. Journal position will be monitored
throughout this step. Any instability will result in removal of power
from the wheel.

When Wheel No. 1 has stabilized at full design speed, the motor excitation
voltage will be removed. Wheel speed will be monitored and recorded during
run-dovn.

Repeat steps (f) and (g) using Wheel No. 2.

Repeat steps (f) and (g) using Wheel No. 3.

When all wheels have completed run-down, all cases will be vented to the
atmosphere until the ambient case pressure has been reduced to the second
test pressure. NOTE: Case pressure change will occur only upon specific
ground command.

Repeat steps (a) through (1).

Repeat step (J) reducing ambient case pressure to the third test pressure.

Repeat steps (a) through (1).
Repeat step (Jj) reducing ambient case pressure to the fourth test

pressure,

Repeat steps (d) through (i).

Repeat step (j) reducing ambient case pressure to the fifth test
pressure,

Repeat steps (a) through (1).
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Wheel No. 1 Power jum

Wheel No. 2 Power

Wheel No. 3 Power

Monitor No. 1 Journal's et

Monitor No. 2 Journals @
Monitor No. 3 Journals ®
Monitor Wheel Speeds juud
Change Case Pressure
ty ty+35 t°+10 1°+15 f°+20 t°+25

Time (Minutes)

NOTES: (1) Automatically monitored with wheel power command.
FIGURE 2.6-5
The Ground Command Test sequence is defined in Figure 2.6-5. This sequence per-
forms the stability test with full voltage applied and run-down test. The stepped-
speed stability test is not capable of being performed directly by ground commands
because of the complexities introduced into the ground command interface. The

flight test will be conducted using the following steps.

a. Power is spplied to Wheel No. 1. The No. 1 Journals are monitored auto-
matically in conjunction with power on. All three wheel speeds are

monitored sequentially.
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k.

1.

When Wheel No. 1 reaches full speed, power 1s removed. Wheel speed
monitoring is continued.

Repeat steps (a) and (b) on Wheel No. 2.

Repeat steps (a) and (b) on Wheel No. 3.

When all three wheels have stopped, case pressure is changed to pressure
No. 2.

Repeat steps (a) through (4).

Repeat step (e) arriving at Pressure No. 3.

Repeat steps (a) through (d).

Repeat step (e) arriving at Pressure No. k4.

Repeat steps (a) through (d).

Repeat step (e) arriving at pressure No. 5.

Repeat steps (a) through (d).

It must be noted that it will not be possible to reverse the case pressure unless

a pressure tank and regulator is included with the experimental equipment. It is

mandatory that all tests at any fixed pressure level be performed prior to chang-

ing pressure.

For each stability test, the following parameters will be time correlated:

wheel speed, motor voltage levels, four journal signals, case pressure, and case

temperature. The starting and run-down tests for all three wheels will be time

correlated. The following parameters will be recorded: three wheel speeds, motor

voltage level, twelve journal signals, motor power sequencing signals, case pres-

sures and case temperatures.

The data obtained from this experiment will demonstrate the capabilities of

the various air-bearing designs. The results may Possibly indicate an advantage

of one design over the others. From this plateau, the next logical step will be
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the development of gas bearing instruments and equipment. Applications range in-
size from gyroscopes to space power system equipment. In the guidance and control
field, interest will be centered on gyroscopes. A logical space testing program
for gas bearing gyroscopes should include the following tests.

a. Stability testing of the bearing design.

b. The capability of the gyro to withstand cross-axis rates and accelerations

as a function of wheel speed.
c. Drift rates as a function of wheel speed and in the presence of varying

degrees of cross-axis loading.
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2.7 Star Characteristics

2.7.1 Objective - The objective of this experiment is to measure the spec-
tral characteristics of the major navigation stars in the pass-bands used by most
star trackers and star mappers. The data obtained is intended primarily for ap-
plication by design engineers as a supplement to existing information on stellar
characteristics.

2.7.2 Background - Astronomers have been viewing and observing the stars for
thousands of years. During this period of time many techniques have been devel-
oped to express the difference in appearance of the individual stars. Presently
the difference is expressed in terms of the spectral classification (color) and
the magnitude or relative brightness of the stars.

Star magnitude is an arbitrary quantity. If f) and f, are the fluxes re-
ceived at the top of the atmosphere from two stars in a glven spectral region,
their magnitude difference is given by

my - my = 2.5 log (£/f,).
The zero point can be chosen quite arbitrarily and the magnitude difference gives
relative fluxes. Several kinds of magnitudes are in use = visual (mv), photo-
graphic (mpg), photovisual (mpv), infrared, bolometric and a variety of photoelec-
tric magnitudes. The zero points of the various magnitude scales are ad justed
somewhat arbitrarily with respect to each other.

Because of the difference in spectral bands covered by each of the magnitude
measuring techniques, comparison of the numbers can provide useful information.
As an example, photographic magnitudes are measured in the 0.35p to 0.5 puband
while visual magnitudes are obtained in the 0.5 p to 0.62 p band. If the two
measured magnitudes are compared, the relationship will be an indication of the
color of the star. The relative color is called the color index factor and is ex-

bPressed mathematically as:
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c.I. = mV - mpg .

A negative number is an indication of a blue or white hot star and a positive num-

ber indicates & cooler or red star.

Spectral classification (Sp) is used to divide the stars into several classes
according to temperature and color. The more common classifications are B, A, F,
G, K and M. Each class is further subdivided into ten subclasses from O to 9 to
express variations in each class. In addition, the stars are divided into groups
according to their intrinsic or absolute magnitudes (Reference 1). The main groups
most commonly used are

I Super Gilants (including Class C stars)
II Bright Giants
III Giants

IV Subgilants

V Main Sequence (also called dwarfs)
Sq Subdwarf's
W White Dwarfs

To indicate the usage of the classes and groups of stars and their relation-
ship, Table 2.7-1 contains a listing of the major groups and some of the classes
with the color indices, effective temperature, wavelength of maximum radiation and
relative distribution. Values for other groups and classes may be approximated by
extrapolation from the values given in the table. The table illustrates the previ-
ously mentioned negative color index for the hot stars and also indicates that as
the temperature goes up the wavelength at which radiation is maximum goes down.

The relationship of maximum radiation wavelength to temperature is known as Wein's

displacement law and is expressed as

M= 2223— (in microns)
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: TABLE 2.7-1
SPECTRAL AND LUMINOSITY CLASSES

5 MAIN SEQUENCE, V GIANTS, 1] SUPERGIANTS, | BISTRIBL.

C.l. Te M C.I. Te Am C.l. Te Am TION
oK M °K B °K 2 %

BO | -0.42 | 22,000 | 0.13 } 32

B5 | -0.36 | 14,000 | 0.206

A0 | —0.17 | 10,700 | 0.27 } 33

A5 | +0.03 | 8,500 | 0.34

FO | +0.15 | 7,400 | 0.39 +0.2 9

F5 | +0.28 | 6,500 | 0.445 | +0.40 +0.34

GO | +0.42 | 5900 | 0.49 +0.60 | 5200 | 0.555 | +0.70 | 4900 | o.59 7

G5 | +058 | 5500 | 0.525 | +0.82 | 4600 | 0.630 | +1.05 | 4300 | 0675

KO 1 +0.77 | 4900 [0.59 | +1.06 | 4100 | 0.705 | +1.40 | 3800 | 0762 } 17

Ks | +1.08 | 4200 | 069 | +1.35 | 3600 | 0.805 3300 | 0.877

MO [ +1.30 | 3,600 | 0.805 | +1.50 | 3400 | 0.850 { 3000 | 0.965 } 7

M5 | +1.50 | 2,800 | 1.03 2800 | 1.03

Effective temperature, color indices, wavelength for maximum radiation and distribution of the 100
brightest stars ( m, <+ 2.5) by class.

Figure 2.7-1 clearly shows the relationship of radiance and wavelength as a func-
tion of temperature.

The temperatures given are the equivalent black body temperatures. Although
a star may be a main sequence hot star, the flux received at or near the earth may
be relatively low. The power or flux received from a remote point source on s
small broad band collector is proportional to the asbsolute temperature to the
fourth power and inversely proportional to the distance to the source squared.,

P = k (T*/d?)

Navigation star temperatures range from 3000%K to 27,000°K end are at a distance
ranging from about 4 light years to 2600 light years from the earth., One light
year is 5.9 x 1012 miles.

One of the more extensively used photoelectric identification techniques is
one developed by Johnson and Morgan (Reference 2), Three separate filters are

placed over a 1P21 photomultiplier detector and the magnitudes of the star in the

ultraviolet, blue and visible ranges are measured. The magnitudes are commonly
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known as the UBV color magnitudes. Figure 2.7-2 illustrates the relative pass
bvands of the three filters when used in conjunction with a 1P2l photomultiplier
with an S-4 photo-emissive surface.

Utilizing the Johnson-Morgan system provides magnitude and color recognition
information. The ratio of the B and V magnitudes is a direct function of the star
color. Star lists for tracker designers commonly list the V (visible) magnitude
and the B-V magnitude to indicate color. Use of a color recognition technique has
been proposed for star recognition in star tracker systems (Reference 3).

Star tables normally list the star magnitudes as seen from the top of the at-
mosphere. This requires that corrections for atmospheric attenuation be applied to
surface made measurements. Normally the correction factor used is

m= m, = a) (sec Z)
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where” m = magnitude of light received on earth's surface

magnitude of light as viewed outside

my

a, = extinction coefficient
Z = angle of viewing the light source with respect to local vertical.

Typical value for the extinction coefficient used for the Johnson-Morgan technique
measurements are 0.59 for the U filter, 0.25 for the B filter and 0.10 for the V
filter. These values are approximate and a function of the atmospheric conditions.
Because of the day to day variation in the atmospheric conditions for viewing, a
variation in the measured star magnitude exists. The tables list a statistical av-
erage and a variation of 5% to 10% between tables is not uncommon. This amount of

variation may be insignificant to the human observer who can easily use star pattern
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and constellations to recognize particular stars, but to the designer of ste:r tra:cl_c-
ers or star mappers and the associated computers, the problem of recognition and
magnitude variation is significant.

Figure 2.7-3 is a plot of the approximate number of stars brighter than a
given magnitude as a function of visual magnitude. It is apparent that variations
in magnitude, changes in resolution and variation in semsitivity of a detector will
affect the number of stars detected by a given sensor design. Referring to the

STAR MAGNITUDE DISTRIBUTION
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bk




plpt, a variation of 10% in apparent magnitude about a level of 2.0 gives a change
in the number of detectable stars from 30 to 50 with a nominal value of 4O stars.
In addition, a variation in detector sensitivity will increase or decrease the num-
ber of detectable stars. As an example, assume a tracker is designed and adjusted
to a threshold of +2.8 magnitude, i.e., marginal tracking with a minimal signal to
noise ratio can occur if the star is brighter than +2.8. The possibility of an 0.2
variation in star magnitude indicates that stars of +2.9, which were assumed below
the detection level, may actually be +2.7 and therefore trackable. The additional
trackable stars can result in incorrect output indications of vehicle position co-
ordinates unless the computer storage capacity is increased.

Based on the calculated star magnitude as seen outside the atmosphere and with
& knowledge of the spectral chardcteristics of the star, the sensitivity of photo-~
multiplier or photodetector tubes may be calculated. The relative response is in-
dicated by values of magnitudes known as Color Corrected Magnitudes (CCM). The CCM
will vary with detector types and with the photoemissive surface used. Figure 2.7-4
11lustrates the relative response of four types of detectors as a function of wave-
length. The variation in spectral pass band, peak response and sensitivity is
clearly illustrated. The curves shown are nominal and each specific detector will
show same deviation from the curves given. Each type of detector will present a
different response to each of the stars, depending upon the star's magnitude and
spectral distribution. Stars clearly visible to a vidicon detector may not produce
an output from a photo detector with a S~11 surface.

Table 2.7-2 is a listing of the 100 brightest (visible) stars. The stars are
listed in accordance with their right ascension (o) and declination (&) positions,
Epoch 1900. The data provided for each star is the position, visible magnitude (v),

ratio of blue and visible magnitude (B-V) and the spectral classification. 1In
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TABLE 2.7-2
THE BRIGHTEST STARS

1900 MAGNITUGE s,
STAR v [ 8v cCH ’
K S [5-20
Alpheratz a And 0 03 |+28 32 2.07 | -0.07 222 2.15 B%p H
Caph BCas {0 Joo [v58 |36 | 226 | coma | D SR
Ankaa afhe |0 f21 |42 |51 | 297 [ orer | - Z ke
Schedar aCas |0 Fas |+55 [ 89 | 220 viine | C ~ ke aem
Diphda gce [0 3 [D8 32 J 20| o | 2 | = | ko w
Cih y Cas 0 51 +60 1 215 -0.2 - - BOo v
Mirach B And 1 04 ]| +35 | 05 2.07 | +1.62 - - MO 1
Polaris a UMi 1 2 +88 | 46 2021 +0.6 - - F8 )
Achernar aki |1 |3 |57 |45 | oas| ~07 | o3 | oa2|ms w
Almoch y And 1 58 1+ 51 216 «1.3 - - K3 =
Homal a Ari 2 |02 +22 | 59 200) +1.17 - - K2 1]
Mira © Cet 2 14 -3 |2 2.0 +1.5 - - Méc i}
Menkar aCer |2 |57 {v3|e | 253] s | - “w ow
Algol B Per 3 02 [+40 | 34 210 -0.05 2.09 1.99 B8 v
Mirfok aPee | 3|17 4a9 [0 | Veo| o8 | - TlEesow
Aldebaran | aTow | 4 [30 [+16 |19 | o8| +155 | 206 | 195| ks
Copella (9 | dor | 5 |09 |+45 |54 | 009 | ~081 | 076 | 073 | o8 00
Rigel goi [ s |w]|-8fw |on]| Zoos | aos [ 023|868 i
Bellarix voi [ 5|20 |s6]mw | 16| 02| 1 | 13|82 W
El Noth B Tou 5 20 | +28 | 32 1.85F -0.13 1.54 1.67 87 m
Mintoko 8 Ori 5 7 -0122 219 ~0.21 1.98 22 09.5 1
Arneb alep |5 [28 (17|54 | 258f co22 | = B AN
Alnilam € Ori 5 3t -1 16 1.70 -0.18 1.54 1.42 Bo ia
Alnitok coi [ 5] |-2]00 | 17w} o2 | 15 | 172] 095
Saiph xoi | 543 |-9fa | 206] 006 | 188 | 167 | BOS e
Betelgeuse a Ori 5 50 |+77123 04 +1.85 - - M2 i
Menkalinan B Aur 5 52 | +44 56 1.89 +0.04 1.93 230 A2 v
Mirzom £ CMa 6 8 -17 | 54 1.98 -0.23 1.77 1.6% Bl =t
Comopus aca | 6|2 |-52|38 [-072) +ors |-06 [-0s5| Fo 1-u
Alhena y Gem 6 32 +16 | 29 193 0.00 193 1.93 A0 v
Sirius a CMa 6 | 41 =161 35 —~1.44 -0.00 ~-1.46 -1.58 Al v
Adhare « CMa 6 } 55 -28 § 50 1.48 ~0.17 1.34 1.33 B2 "
Wezen 3 CMo 7 04 =26 14 1.85 +0.63 2.40 - F8 la
Aludra neme | 7 |20 [<29f 06 | 2a2| Zoor | 234 | 225 85 ke
Castor a Gem 7|28 +32 06 1.5 +0.05 1.63 1.58 Al, AS
Procyen a CMi 7 k) + 5 29 0.36 +0.41 0.72 0.90 F5 v-v
Pollux A Gem 7 3% 1428 16 115 +1.00 2.00 1.99 KOG m
Noos ¢ Pup 8 00 -39 | 43 2.2 -0.27 1.97 1.74 Q5
yvel | 8 fos [-a7 |03 | vas| —a2s | 189 | 130 | wer
Avior « Car 8|20 =59 n 194 +12 - - KO, B
& Vel 8 | 42 =54 | 21 193 +0.04 1.95 2.01 AD v
Suhail A Vel 9 1M -43 02 223 +1.7 - - K5 b
Mioplacidus | Acar | 9 |12 |69 | 18 | 168} oo | - Cfao o
Scutulum ¢ Car b 4 -58 | 51 224 +0.18 - - Fo b
« Vel 9 19 ~54 | 35 245 -0.16 2.30 - B2 v
Alphard a Hya 9 23 -8 14 2,05 +1.43 - - K4 n
Regulus ateo (10|03 [s12|27 | V3| <o | 126 | 12a| 87 v
Algeiba y Lea 0 14 +20 1 21 2.02 +1.2 - - KQp n
Merak £ UMa 10 | 56 +56 | 55 2.36 ~0.02 - - Al A\
Dubhe a UMc 10 58 +62 7 1.81 +1.06 - - G9 It
Zosma 5 Leo ik} 9 +21 04 2,55 +0.12 2.66 - A4 v
Denebola BlLec n 44 +15| 08 213 +0.08 222 228 A3 Y
Phecdo y UMa 1 49 | +54 15 2.43 0.00 - - A0 v
Gienah y Crv 12 " -16 59 2.58 -0.09 2,50 - B8 in
Acrux aCre [12 |20 |62 33 | o83| 026 | o0ss | 128| B, B2
Gacrux y Cru 12 26 ~56 33 1.68 +1.58 - - M3 n
Muhlifain y Cen 12 36 -48 25 2,16 ~0.01 213 - A0 v
Mimoso BCru 12 | 42 ~59 (4 129 -0.25 m 1.20 BO il
Alioth ¢ UMa 12 50 | +56 30 178 ~0.02 - - Alp
Mirar cume (13|20 | s | 27 | 22| voos| C I SV
Spica a Vir 13 20 =10 38 0,97 -0.23 0.80 0.94 Bl v
¢ Cen 13 k2 -52 57 2.34 -0.23 2.08 2.26 Bl v
Alcoid n UMa 13 ]| 44 +49 49 1.86 -0.19 - - B3 v
Hodar BCen [13 |57 | <5953 | oes| -02¢| oar | 0s6f BY 0
Menkent t Cen 4|01 =35 53 2,07 +1.02 2.80 - X0 n-y
Arcturus a Boo 14 n +19 42 -0.05 124 0.94 1.02 K1 m
7 Cen 4 29 -41 43 23 -0.21 2.16 - B2 v
RigilKent 1 aCen | 14|33 | 260 | 25 |-027] vom| o029 | oss| o2,k
wlop |14 |35 [as [ 58 |25 Zom| 200 ] - [ 87 v
lzor ¢ Boo 14 | 41 +27 30 2,39 +0.93 - - K1, A
Kochab B UMi 4| 5 +74 34 2,04 +1.4% - - X4 m
Afphecco a CrB 15 30 +27 03 222 -0.02 2.2 2.3 AD m
Druba & Sco 5 54 =22 20 232 ~0.14 2.8 2 BO v
Acrab fsco |16 foo [219 |32 | 22| Do | - 2l eos v
Antares a Sco % |23 =26 13 0.94 +1.83 23 - MI, B
¢ Oph 16 32 -10 22 2.56 0.00 2.58 - 095 Vv
Atria a TeA 16 | 38 -68 51 1.93 +1.43 - - K2 n
« Sco % | 44 -34 07 2,29 +1.15 - - K2 1H=1v
Sabik nOph |17 {os [21s | a6 | 2aa| coos| 250 ] < [ a2s v
Shaulo A Sco 17 ] 27 -37 02 1.60 -0 1.42 1.44 B1 v
f Sco 17 1 30 -42 56 1.86 +0.38 2.19 2.35 Fo b
Ros-Alhague a Oph 17 | 30 +12 38 2,07 +0.15 22 2.33 | A5 1
wsco (17|36 [38 |5 | 239f Zom | 217 | Zaay B2 W
Eltonin y Dro 17 ] 54 +51 30 221 +1.54 - - X5 it}
Kaus Austratis | « Sgr 18 8 -34 26 1.81 ~0.02 1.78 1.95 BY W
Vega a Lyr 18 | M4 +38 4] 0.03 0.00 0.04 0.14 AQ v
Nunki o Sgr 18 | 49 =26 25 2,09 -0.20 1.90 1.92 82 \4
Csor Js s [-a0lor | 257 vow| 266 | - | a2z w
Altair a Aql 19| 4 + B 36 0771 +022 0.99 1.08 A7 v-v
Peacock aPov [20 [ 17 {57 {03 | 1a| 0| 178§ tsof B3 W
Sodic veye |20 190 [0 |56 | 222f coss| 278 - | es w
Deneb aCyo |20 (38 |aa [ 55 | V25| coon | 13 ] 138f a2
Gienah eCyg 20|42 1+33 |36 | 246| 10 - -t xkoowm
Alderomin a Cep kil 16 { +62 0 2.43 +0.23 - - A7 y-v
Enif ¢ Peg 21 ¥ |+9 25 2.38 +1.5% - - K2 13
Al No'ir a Gru 2 02 -47 7 1.75 -0.14 1.63 1.98 BS A2
BGru 7 37 | -47 24 2.18 +1.62 - - M3 m
Folmalhaut a PsA 2 52 -30 09 1.3 | +0.09 1.24 1.40 | A3 v
Scheat pPeg |2 [ 59 |v27 | 32 | 250f 17 - ~ 1M n-m
Markab a Peg 23 00 | +14 40 2.49 ~0.04 2.45 — B®.S I
LEGEND:
v - Visible mognitude, Morgan-Johnson UBV Scale
B-V - Rotio of Blue and Visible magnitudes - Indicates color
Sp - Spectral Clossification of Stor. See Table 271 for futher informotion on symbots

C.C.M. - Color corrected mognitudes, response of photo emmisive detectors with 5—11 and
5-20 photosensitive surfaces
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addition, the color corrected magnitude (CCM) for two types of detectors is given
on the major navigation stars.

The wide range of variables involved in star magnitude and spectrum and the
detector variations of threshold, sensitivity and gain complicate not only the ini-
tial design of a star tracker but also the ground test evaluation. Star magnitude
simulation must be over a range equivalent to the known uncertainty in the star
magnitudes. Some attempt must be made to reproduce proper spectral ranges for the
simulated stars; however, exact color simulation is extremely difficult. To mini-
mize the complexity of ground simulation,a reduction in the mumber of varisbles is
needed. This requires a more detailed knowledge of the navigation star magnitudes,
colors and background noise in the detector spectral band. A measurement from orbit
of the magnitude and color of several selected navigation stars in the 3000 to 7000
angstrom spectral band is highly desirable. The Orbiting Astronomical Observatory
(0A0) 1is designed to perform a detailed mapping of the celestial sphere in the 1200
to 2900 angstrom band and does not, at present, include the spectral range most com-
monly used by star mappers/star trackers.

Several techniques could be used to obtain the desired information. A general
discussion of some of these techniques is contained in the following paragraphs.

One method which could be used would be to add & star tracker to a vehicle with
the capability of being pointed to selected stars. After acquisition and tracking
have commenced, the detector current, detector applied voltage and the AGC (Auto-
matic Gain Control) voltage would be measured. Through use of calibration curves
and data reduction techniques the magnitude of the star could be calculated. This
method will not provide & color measurement. The method is not very accurate for
magnitude determination due to the non-linearities involved in detector gain as a
function of applied voltage which is varied or adjusted by the AGC controlling the

detector current range for tracking purposes.
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The second method would be to utilize a broad band or narrow band grating spec-
trometer to obtain the data. This technique will provide very good data, but is
very complex. Usage requires precision pointing of the device. Gimballing of the
device for pointing is complex and large due to the size of most of the available
devices. One representative detector is 14 inches in diameter, 30 inches long and
weighs 100 pounds for a rigidly mounted unit. Gimballing could more than double
the size.

A third method which could be considered would be to mount a telescope/detector
assembly rigidly to the body of a vehicle with a star tracker master reference. The
detector would be a 1P21l photodetector with a three-color wheel for Johnson-Morgan
measurements. The vehicle would point the detector to the star being tracked by
aligning the detector along the tracker line of sight at tracker gimbal null posi-
tion. After the tracker acquires a star and starts tracking, the vehicle is slewed
to null the gimbal outputs. When the gimbals are at null, the detector is energized
and a measurement is made of the tracked star.

The fourth, and recommended, method is to replace the detector assembly in a
OAO star tracker with & three-color detection system. The modified tracker would be
slaved to the master reference star tracker. The experiment detector will then al-
ways point to the same area as the master reference within the limits of slaving
accuracy. Each time the master reference star tracker acquires and tracks a star,
the slaved unit measures the characteristics of the tracked star and area around
the star. This technique will not increase the complexity of vehicle attitude re-
quirements since vehicle slewing is not required.

2.7.3 Functional Description - Figure 2.7-5 is a functional block diagram of

the experimental package for measuring the characteristics of the major navigation

stars. A photodetector assembly is mounted on the inner gimbal of a modified OAO
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star tracker. The gimbals are slaved to the gimbal positions of the master refer-
ence star tracker. The characteristics of the star are determined through use of
the three-color system devised by Johnson and Morgan.

Detector Assembly - A photomultiplier tube and the associated optics and fil-

ters are mounted on the inner gimbal of a modified star tracker. The optics consist
of a 1° field-of-view lens system, a sun shutter and a three-color filter vheel.

The three-color filter plus detector have spectral characteristics as shown in
Figure 2.7-2. The system is operated open-loop, i.e., the detector is not involved

in a tracking loop and has a constant voltage applied.
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When the sun shutter is open and the master reference 1s tracking a star, P@e
output of the detector will be a measure of the magnitude of the star being tracked
as well as the effect of stellar background "noise". When the shutter is closed
(primarily to protect the photodetector from damage due to solar radiation) the cur-
rent of the detector will be a measure of the relative condition and gain of the
system (dark current).

The three-color Johnson-Morgan technique is used because (a) direct correla-
tion of data with a large catalog of ground based measurements, (b) simplicity of
design, and (c) ease of instrumenting for space-to-ground data transmission. The
data obtained can be readily converted to Color Corrected Magnitudes (ccM) for
several different types of photodetectors.

Test Method - The detector unit is mounted in a slaved gimbal system to pro-
vide the required pointing to the guide or navigation stars. After vehicle orbit
insertion and alignment the master reference star tracker is pointed to a guide
star. During the track period of the master reference, the color wheel of the ex-
periment package is rotated and the output from the detector is monitored. The
photomultiplier output current, applied voltage and wheel position are recorded.

In addition, the star tracker gimbal positions, time reference and other selected
parameters are recorded. Even though the star tracker may track one star for up to
20 minutes, only 1 to 2 minutes of data is needed on each star. This keeps the re-
cording from becoming a major problem inasmuch as only 8 to 10 minutes of data is
recorded per orbit.

Measurements of about 10 stars are taken and the data is correlated with pres-
ently available ground based measurements. If the correlation is good, say within
2% to 5%, the experiment is turned off. If the correlation is not good, the ex-

periment is continued until 50 or more navigation stars are mapped.
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. . Major Error Sources - The major error sources in determining the magnitude of

the navigation stars are changes in detector sensitivity, degradation of optics,
nonlinearities and drift of the instrumentations and the effects of misalignment of

the test unit. Misalignment introduces errors caused by the variation of background
stellar noise with differences in field-of-view. Use of a 10 field-of-view for the
detector allows up to 0.1° error in the system which is within the state-of-the-art
limitations for slaving and alignment. A "retest" of several of the navigation
stars after a period of time will provide a measure of the system variation.

2.7.4 Experiment Physical Parameters - Table 2.7-3 contains a tabulation of

the experiment package physical perameters. The parameters of the OAOQ star tracker
are included in order than an estimate of the experiment total size is available.

2.7.5 Data Parameters - Table 2.7-4 1s a tabulation of the experiment para-

meters to be telemetered for this experiment. The relative need for the parameter

TABLE 2.7-3
STAR CHARACTERISTICS EXPERIMENT PHYSICAL PARAMETERS

VOLUME AVG. POWER (WATTS)
L-W-H WEIGHT
ITEM CU.FT. (INCHES) (LB.) PEAK NOMINAL
Experiment Sensor
Sensor Head .88 17x11x8 23.5 10 9
Electronics 14 15x4x4 7.5
Support Equipment
Programmer .02 4x3x3 1 2 1
Signal Conditioner .01 2x3x3 0.5 .5 .5
Subtotal 1.05 32.5 12.5 10.5
Master Reference
OAO Star Tracker 3.3 18x17 x 19 45 20 15.4
Total 4.35 77.5 32.5 25.9
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TABLE 2.7-4 ’
STAR CHARACTERISTICS EXPERIMENT :
DATA PARAMETERS

SAMPLE
DATA POINT Sommer | papmveter| (Req. |ACCURACY | RECORD | ESSEN- | DESR-( COMN-
\ TIAL ABLE | TINUOUS
RESP.)

Photomultiplier X
Current Analog 0-5v 1KC +1% X X X
Applied Voltage Analog 1000 V DC +1% X X X
Filter Position Digital pulse 1 pulse/sec X X
Shutter Digital on/off X X X
Temperature Analog 0-160°F 5% X X

*Master Reference
Gimbal No. 1 Digital 10 cps 2% X X X
Gimbal No. 2 Digital 10 cps 2% X X X
Input Power Analog DC 5% X
Temperature Analog 0-160°F 5% X

*Secondary Reference
Vehicle Pitch Analog 10 cps 2% X X
Vehicle Roll Analog 10 cps 2% X X
Vehicle Yaw Analog 10 cps 2% X X

Miscellaneous
*Time Reference Digital 22 bits +1 bit X X
*Vehicle Rates (3) Analog X X
*Spacecraft Power Buss Analog X X

Spacecraft Parameters are marked (*)

is indicated in the desired or essential columns. Additional parameters may be
added for real time transmission to aid in trouble and failure analysis.

2.7.6 Vehicle Orbit and Attitude Requirements - In order to obtain maximum

useful-data, certain vehicle parameters must be controlled. The orbit parameters
are not critical; however, an equatorial orbit provides the greatest star coverage
(the navigation stars tend to be clustered primarily about the galactic equator).
Small deadbands and low rates are essential for this experiment. Rates in excess
of 0.1°/sec and a deadband greater than + 2° in attitude control increase the
control requirements on the star tracker excessively. A vehicle with three-axis
control, either inertially or earth-oriented may be used as the carrier for this
experiment. An earth-oriented vehicle with a sun sensor provides a larger star

field coverage and easier data reduction than an inertially oriented vehicle.
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.. 227.7 Equipment Support and Data Handling Requirements - This experiment is

designed to involve as little additional load on the spacecraft equipment as pos-
sible. The programmer requirements are minimal and utilize as much as possible the
master reference system signals. The general requirements for a master attitude
reference system are discussed in Appendix A. The general requirements for Data
Handling are discussed in Appendix B.

Power Conversion and Filters - In order to provide a calibrated reference vol-

tage for the photodetector, a very stable high voltage converter is required. Sta-
bilization to better tilan 1% is required. This will require a well filtered, sta-
bilized input voltage from the spacecraft or a stabilizing network in the detector
pover source assembly.

Programmer - This unit contains the necessary electronics, relays, timers and

actuators to provide the following functions:

a&. Turn the experiment on and off at predetermined times or upon ground com-
mand .

b. Actuate the sun shutter at predetermined intervals, upon ground command
and upon receipt of a s&n sensor output indicating that the sun is within
30° of the detector field-of-view.

c. Provide the logic to turn the recorder on during the master reference
track periods when the experiment is on.

d. Provide & time reference.

Signal Conditioning - Except for the requirement for high precision data

transmission, signal conditioning should not present any special problems. Tt may
be desirable to use either a non-linear amplifier or three separate channels to
provide a high gain at low detector currents, medium gain at medium currents and

low gain at high currents.
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STAR CHARACTERISTIC EXPERIMENT DEVELOPMENT PLAN .
Months After Go-Ahead
1 2 3 4 5 6 7 8 9 1011 12 13 14 15 16 17 18

Equipment Development

Gimballed Detector

Carrier Vehicle Selection
Desired

Final (becomes gating hem.)

Experiment Design

Procedures
Programmer

Signal Processor

Experiment Fabrication
Gimballed Detector

Master Reference

Support Equipment

AGE: Design, Fabricate

System Integration

Subassembl
pe —ﬁ

System Test
Lab Test
Field Test

Environmental Flight Worthiness Test
Delivery of Flight Article

$/C Integration and Installation

Pre-launch Testing

Launch*, Flight Test

*Depends on carrier vehicle — may vary from 1 month to 8 months after installation.

FIGURE 2.7-6
Environmental Control - The environmental requirements of this experimental

package are essentially the same as the OAO star tracker. Use of the 1P21 photo-
detector in the experiment relieves the temperature limitations imposed by some

other types of detectors.

Electrical Energy Requirements - If it is assumed that 50 stars are to be

measured and that approximately half power is required between measurements, &
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. po,wer. calculation can be made. Using the 12.5 watt figure for two minutes on 50
stars gives 20 watt-hours. Using 6 watts (standby-power) between measurements and
assuming operation in standby for 17 hours gives 102 watt-hours. This can be re-
duced considerably by reducing the standby power or turning the experiment off be-
tween stars.

2.7.8 Experiment Flight Test Plan -~ The overall experiment development plan

is shown in the flow diagram of Figure 2.7-6. The schedule is based on an estimate
of the hardware development » ground tests, system integration and interfacing, cali-
bration and flight time. The schedule is intended for planning purposes.

Of special note in the schedule is the six months allowed for development of
the gimballed detector system and the three months allowed for field tests. The
field tests consist of measuring the star characteristics from a ground test site
using either the flight unit or one identical to the flight unit.

Orbital Test Sequence - The operational test sequence is relatively simple.

After the star lock-on is accomplished by the master reference » the experiment is
turned on a 1 to 2 minute recording of the star data is made. The sequence is
repeated each time the star tracker acquires and tracks a star until the 50 major
navigation stars are measured and amalyzed.

REFERENCES
l. C. W. Allen, "Astrophysical Quantities", Athlone Press > London, England, 1957

2. H. L. Johnson and W. W. Morgan, "Fundamental Stellar Photometry," Astrophysical
Journal, Vol: 117, p 313, 1953

3. J. H. Flink, "Star Identification by Optical Radiation Analysis", IEEE

Transactions on Aerospace and Navigation Electronics, Vol. ANE-10, No. 3,
pPp 212 to 221, September 1963.
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3. CATEGORY B EXPERIMENTS

3.1 Gravity Gradient Controls - Passive Damping

3.1.1 Objective - The purpose of this experiment is to use a satellite
configured with an extensible boom and damper for passive stabilization by inertia
coupling to: (1) determined the accuracy with which a satellite in a low altitude
earth orbit may be aligned in three axes by an external torque due to the gradient
of the gravitational field, (2) obtain design data for this and other approaches.
If demonstrated to achieve the desired alignment accuracy of 1 to 3 degrees
gravity gradient stabilization with passive damping has great potential applica-
tion for long life near earth orbiting vehicles.

3.1.2 Background - The earth's gravitational field provides torques which
tend to align the axis of least moment of inertia of = rigid body along the local
vertical, the axis of second least moment of inertia in the orbit plane, and the
axis of highest moment of inertia perpendicular to the orbit plane. For applica-
tions in which a satellite local vertical orientation is required, the principal mo-
ment of inertia about the earth pointing axis must be considerably less than about
any transverse axis. Since such a favorable relationship between the inertia axes
rarely exists in present day satellites, an artificial means of producing the
desired inertia ratios is employed. A boom may be deployed along the desired
earth pointing axis to create the required inertia configuration, and a secondary
rod coupled to the satellite by a damper mechanism extended for use as an auxil-
liary body to obtain passive damping. Boom and damper physical parameters are
dependent upon satellite design and mission requirements.

Two axis gravity gradient stabilization of an earth satellite has been
demonstrated by the John Hopkins University, Applied Physics Lab in satellite
1961am 2, and later and more successfully in satellite 1963 22A. Passive

techniques were used for initial satellite orientation and damping in a 400 n.mi.

159



MODIFIED INERTIA CONFIGURATION FOR PASSIVE ©
ORIENTATION AND DAMPING
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y is the angle between the body X axis and the orbit plane (VZ)
8 is the angle between the damper rod and the orbit plane
B (not shown) is the angle between the damper rod and the XY plane

(8 +y) is fixed at some constant value depending on inertia ratios —15° < B8 < 15°

FIGURE 3.1-1

circular orbit. Following insertion into orbit, a magnetic stabilization system
was employed to despin the satellite and to orient the desired face toward the
earth during passage through the north magnetic hemisphere. A 100 foot extensible
boom was then deployed to increase the roll and pitch inertias and hence increase
the roll and pitch restoring torques. Passive damping of satellite oscillations
was provided by the spring mass system through the dissipation of energy by
hysteresis loss in the spring. Results were largely successful although time to
damp exceeded three weeks.

Tinling and Merrick (Reference 1) of Ames Research Center investigated the
use of inertia coupling to provide passive three axes stabilization in gravity

oriented satellites. Their configuration, shown in Figure 3.1-1 consists of a
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boom difected along the desired earth pointing axis and a movable rod coupled to
the satellite through a damper mechanism. Coupling was created by locating the
damper rod axis so that it and the principal axes of the satellite body, located
in the horizontal plane, did not coincide and were both skewed to the orbital
Plane. A disturbance torque about any one axis resulted in relative motion be-
tween the satellite and auxiliary rod, which operated the damper. The function
of the damper was to dissipate the energy of the satellite oscillations. Tinling
and Merrick performed a theoretical analysis utilizing a digital computer simu-
lation program on a limited number of configurations to find optimum system para-
meters. Analytical results Presented in Reference 1 showed damping of satellite
motions in a relatively short (less than 4 orbits).

The Advanced Technology Satellite (ATS) program, plamned for late 1966, will
include three axis gravity gradient orientation experiments on three of the five

vehicles. The first satellite will employ four stabilization rods in an X

configuration and a libration damping boom to counterbalance perturbations about
all three axes of the spacecraft. The first test will be at high altitude,
employing a 6500 n.m. circular orbit. There will be on-board capability to vary
parameters such as magnetic dipole, center of solar pressure, length of the rods,
and angle between the rods.

Since the ATS program will be confined to high altitude experiments and the
past APL gravity gradient satellite stabilization program was only concerned with
two axis orientation, there is a significant portion of the operational region for
passively oriented vehicles that is as yet unexplored. This experiment is design-
ed to fi1l in the information gap in the region of low altitude three axis stabil-

ization by passive means.
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*° 3.1.3 Functional Description - Figure 3.1-2 is a functional diagram of the

augmented satellite and the supporting equipment required to perform the experi-
ment. A compact unit called a Vertistat (see Reference 2), whose basic components
are a damper mechanism and three spools of coiled metallic tape, is used to
augment the satellite inertia configuration. Extension of the spools results in
an inertia coupling configuration similar to that shown in Figure 3.1-1. When
extended the tapes curl and form rods and the spools become tip masses. The
function of the Vertistat is to increase the restoring torques tending to align
the desired inertia axes to the earth local vertical and the orbit plane and to
provide libration damping. Any mode of rotation or oscillation other than the
desired one (one revolution per orbit) will provide differential torques on the
damper tubes and primary tube. These differential torques will drive the viscous
dampers and dissipate energy. Thus torques will always appear at the viscous

dampers to oppose any undesired mode of motion.

Not shown in the functional diagram is a device needed to despin the
satellite, assuming that a spin-stabilized carrier vehicle is used, or to invert
the satellite should its initial stable orientation be upside down. The first
requirement can be met with magnetic hysteresis rods or weights extended out
from the satellite (yo-yo concept) which can reduce the spin rate to an accept-
able level of 0.1 rad/sec. A one shot inertia wheel can be used to invert the
satellite if required.

Experiment Equipment - A vertistat assembly contains three spools, one for

the primary tube and two for the secondary or damping rods. These spools are
mounted on brackets and are provided with squib actuated release latches. At the

release signal, all three spools slowly unroll outward. A mechanical stop and
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governor are provided on the spools to permit extension to half length and to con-
trol the rate of extension to minimize the effects of reaction torques. A small
motor and gear drive are included to permit retracting the tapes as desired. The
spools or tip masses are attached to the rods by explosive bolts and may be
Jjettisoned upon command. The primary tube increases the pitch and roll inertias
and the damper rods increase the yaw inertia. The damper rods are supported by a
flexure pivot and are coupled to the satellite by a viscous damper.

The rod construction, illustrated in Figure 3.1-3, is a thin wall, rolled
tape either of stainless steel, beryllium-copper, or fiberglass laminate. The rod
is stowed flattened out and rolled up. When the roll is released, the elastic
stresses in the material cause the strip to unroll away from the vehicle and to
curl into the tubular form. (Note that this coiled strip is similar to the
ordinary coiled steel measuring tape with the curvature extended to a full circle).
The unrolling governor is pivoted at the center of the coil and carries a
centrifugal brake. The construction and action are similar to that of the governor
on a telephone dial.

The boom has one end attached to the spool on which it is rolled and the
other end rigidly attached to the vehicle. The damper rod is formed by uncurling
two identical spools at opposite ends of the damper mechanism. A pivot at the
center is provided to permit limited damper motion.

Since the torques on the secondary, or damper, are of the magnitude of
hundreds of dyne-centimeters, care must be taken to Prevent pivot stiction. A
flexure pivot is inherently a low stiction device. The pivots used in this
application are helical torsion springs.

Experiment support equipment consists of a master attitude reference, such as

a horizon sensor-gyrocompass combination, rate gyros to measure vehicle angular
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rates, pulsed jets or magnetometer coils providing attitude perturbations to test
stability and damping, a command receiver to initiate tests, and a data handling
unit to record time histories of experiment parameters and vehicle motion.

Test Method - Initial tumbling or spinning motion of the vehicle is stabi-
lized by extending the Vertistat tubes when the angular rates have been reduced
to 0.1 rad/sec. When stabilization is-accomplished after tumbling, it may be
with either end up. This ambiguity may be compensated with a one-shot inertia
wheel. If an invert order exists, the wheel makes a fixed number of revolutions
and stops. This inverts the satellite.

When the desired vehicle orientation in orbit is obtained, a series of
experiments are conducted to evaluate the potential capability of the passive
damping system. One set of experiments are performed by observing the free
motion of the satellite. Detailed time histories of the large motions expected
between the time of orbit injection and initial acquisition are stored for trans-
mission. The small angle motion following acquisition is monitored for sufficient
time to determine system damping.

Then, attitude perturbations are excited about each axis individually by con-
trolled currents in a magnetometer coil or by small pulsed jets. Time histories
for the resulting motion are obtained. The procedure is then repeated for changes
in the inertia configuration caused by further boom extensions or possible
retractions.

Additional experiments are intended to provide design information on the
gravity gradient restoring torques required to limit disturbance torque errors to
an acceptable level. The boom and damper rods will initially have tip masses and
will be extended to full length. Capability to retract the rods and boom halfway

or completely, and to jettison the tip masses will be provided in order to create
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additional inertia configurations for test. Time histories of the motion resulting
from controlled disturbance torques will be stored and dumped upon command.

Error Sources - Significant error sources affecting the stabilization

accuracy with respect to the earth local vertical include orbit eccentricity,
solar radiation, atmospheric effects, and gyroscope effects. These, and a few
relatively minor disturbance effects, are discussed in the following paragraphs.

Orbit eccentricity causes a periodic variation of the orbital angular
velocity which acts as a driving frequency equal to the orbit frequency causing
the satellite to oscillate. Reference (3) states that a dumbbell configuration
will have about one degree pointing error for each 0.0l eccentricity.

Additional disturbance effects consist of gravitational anomalies, magnetic
field interactions, solar radiation, atmospheric drag, and micrometeoroid impacts.
Many do not contribute significantly to pointing error. For example, gravita-
tional effects due to non-sphericity of the earth amount to a small fraction of a
degree in pointing error. Alignment errors due to magnetic effects occur because
of residual magnetic dipole in the satellite and are minimized at low altitude
and high inclination orbits. This source of error can be reduced by careful
demagnetization of the satellite. Micrometeorites impacting the vehicle, accord-
ing to Reference 3, produce an average steady state error of about 0.50. Center
of mass shifts due to internal payload movement must be severly restricted.
Manned vehicles or vehicles containing heavy movable observation equipment must
be eliminated. Duty cycles of on-board equipment must not significantly couple
into the stabilization system.

Solar radiation effects at low altitude can produce torques on the vehicle
and an unsymmetrical loading of the extended rods causing bending due to differ-

ential thermal expansion. A small amplitude, high frequency (several cycles per
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minute) satellite oscillation can result unless boom oscillation damping is pro-,
vided as well as proper surface treatment of the boom to reduce its response to
thermal gradients. Disturbing torques on the vehicle due to solar pressure can
be reduced by configuring the vehicle symmefrically about the center of mass.

Atmospheric effects at 400 n.mi. altitude can disturb the desired orientation
of a gravity gradient satellite. Aerodynamic torques on the satellite are strong-
1y dependent on vehicle shape. The magnitude of the torque due to drag is approx-
imated by

Torque = Cp Iy Ag

Where CD is the drag ccefficient, Lc is the distance the center of area is offset
from the center of gravity, A is the total area bombarded by the air molecules,
and g is the dynamic pressure. For a particular satellite where CD and A are
constant, the designer must seek to minimize Lo to reduce aerodynamic disturbance
torques.

Atmospheric rotation represents another source of aerodynamic disturbances.
For a near earth polar orbit, the velocity relative to the rotating atmosphere is
shown in Reference (L4) to be 4° out of the orbit plane. This source of error can
be reduced by restricting the experiment to low inclination orbits.

The rotating elements of gyroscopic sensors have an associated angular
momentum vector (ﬁ) directed along the spin axis. Torques will arise due to the
time rate of change of H caused by vehicle angular rates and orbit rate. The
former will be assumed to average to zero in one orbit. In the worst case

orientation where H is perpendicular to the orbit angular rate vector, w , the

disturbance torque, T, is given by

T=Hxw= IH|-|w| sin 90°
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> gn cm /sec. For a circular 400 n.mi. altitude

For a tffical gyro, H is 10
orbit, @ is approximately .00l rad/sec. T is then 100 dyne-cm. The gravity
gradient restoring torque on a 150 pound satellite with a 150 foot long boom
(Imax - Inin= 600 slug-fte) is approximately 500 dyne-cm per degree of attitude
error. The disturbance torque is seen to be significant. Therefore, gyros
should not be used on the vehicle, or the gyro should be aligned so the gyro com-
bination has no net momentum.

Uncertainties in the master reference measurements will limit the accuracy of

the data measured. The horizon sensor-gyrocompass combination is expected to

o .
contribute an uncertainty of 0.5 to vehicle attitude measurements.

3.1.4 Experiment Physical Parameters - The physical dimensions required of

the Vertistat depend on the shape, moments of inertia and mass of the vehicle, the
orbital altitude, and desired pointing accuracy. The Vertistat will be required
to modify the existing vehicle inertia configuration so that sufficient stabilizing
torques will be available to provide the desired pointing accuracy. The stabil-
izing torques (T) expressed as a function of the moments of inertia (I) and

distance from the center of the earth (R) are:

3
Tpitch @ (Iroll - Iyaw)/R
T e (1 b )/R3
roll pitch yaw
3
T, o I -I R
yaw ( pitch roll)/

From the asbove equations the gravity restoring torque in a low altitude orbit
(approximately 1 earth radius) is about 200 times that in synchronous orbit
(approximately 6 earth radii). The Vertistat size requirements to obtain suffi-
cient restoring torque for low altitudes will therefore be much less than at the

higher altitudes. For a 1000 pound symmetrical vehicle in a circular 400 n.mi.
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altitude low inclination orbit, a Vertistat system weight of 30 pounds comprised* *
of a 100 ft long rigid extendable boom along the earth pointing axis and a Ls

foot long damper boom skewed to the orbit plane will provide the desired pointing
accuracy of 1 to 3 degrees. Yaw alignment of the vehicle depends strongly on the
chosen angle in the horizontal plane between the damper rod and the original
vehicle roll axis, and on their respective inertias. These parametcrs determine
the orientation of the resultant principal axis of inertia. This axis will be
acted upon by centrifugal torques tending to align it in the orbit plane. The
experiment physical parameters summarized in Table 3.1-1 are based on the 1000 1b
vehicle in 400 n.mi. orbit.

3.1.5 Data Parameters - Important experiment data parameters are given in

Table 3.1-2. The basic data required includes, attitude reference information

from the horizon sensor and gyrocompass, vehicle angular rates from the rate

gyros, Vertistat configuration data, damper rod angle, indication of inverse
TABLE 3.1-1

PASSIVE GRAVITY GRADIENT
EXPERIMENT PHYSICAL PARAMETERS

POWER
ITEM VOLUME WEIGHT | (AVG. WATTS)
(CUFT)] (L -W-H) (LB.) PEAK l NOMINAL
Experimental Devices 1.2 Cylinder 320 0
Vertistat Assembly 1.5' Dia. x0.5’ (System is
height Mechanical)
Support Equipment
Signal Conditioning Electronics .02 3x3x3 1.0 1.0
Power Supply .02 3x3x4 2.0 1.5
TOTALS 1.24 35.0 25
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orientation, inertia wheel on - off function, thruster actuation signals, and data

handling equipment functions.

3.1.6 Vehicle Orbit and Attitude Requirements. - A 400 n.mi near circular

orbit having orbital eccentricity less than .0l is desirable for the test.

Orbital inclination in excess of 30o increases sensitivity to aerodynamic effects

of atmospheric rotation which can cause a pointing error in excess of loo Initial
spin rate imparted to the vehicle for stability could result in an excessive bend-
ing moment on the extensible Vertistat members. Therefore some means of reducing

this spin rate to perhaps 0.1 rad/sec (magnetic hysteresis rods might be used)

must be employed prior to extending the Vertistat elements. Extending the rods
and boom will then reduce the residual rates by increasing the moments of inertia
and will also dissipate the remaining tumble momentum through action of the damper.

3-1.7 Experiment Support and Data Handling Requirements - The tests called

out for this experiment do not impose excessive state-of-the-art requirements on
support or data handling equipment. The on-board satellite three axis orientation
reference will be provided by a horizon sensor for pitch and roll information and
by a gyrocompass for yaw sensing. The reference will provide an angular accuracy
of at least i 0.5o about all axes. Rate gyros will be employed to sense vehicle
angular rates caused by thermal bending of extensible members during the test.

The horizon sensor-gyrocompass master reference is discussed in Appendix A. The
Vertistat must be mounted externally on the satellite with care taken to insure
that the extended booms do not interfere with antennas, television lenses or other
experiment equipment. The Vertistat is a mechanical device and requires only
enough electrical power to control spool extension and retraction. The experiment

sequence will be almost entirely commanded from the ground.
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* + An experiment command decoder will be employed to minimize the intercon-
nections between the command received decoder and the experiment. Data handling
requirements for this experiment are basically those defined by Appendix B. Data
will be in analog form with off-on functions superimposed on continuous channels.
Recording durations of at least seven hours may be required. Signal sampling fre-
quency will be on the order of 0.1 to 0.01 cps.

3.1.8 Experiment Flight Test Plan -~ Figure 3.1-4 shows the experiment de-

velopment plan. The schedule is an estimate based on the required development,
integration testing and flight time and is included for planning purposes. The
major gating item in the schedule is integration of the Vertistat package with
the vehicle chosen. Failure to select s carrier vehicle early in the program
would also delay the program.

Ten commands are required from the ground to perform the test sequence shown
in FPigure 3.1-5. The test sequence begins when vehicle angular rates have been
reduced to 0.1 rad/sec. A command is given to apply power to the master reference.
Following this, commands are given to start recording data parameters and to de-
Ploy the Vertistat tapes. Commands to dump data are given at opportune times
when the site and satellite are in coincidence. Commands to actuate pitch, roll,
and yaw axis thrusters are transmitted separately when transients due to eagh
have subsided and data has been dumped. The sequence is repeated following a
command to extend the Vertistat tapes to full length. Both Sequences are repeated
following Jettisoning of tip masses. This last test may of necessity be omitted
or delayed, if future passive vehicle three axis stabilization is required since
the resulting inertia ratios may not provide sufficient stabilizing torque

capability.
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PASSIVE SATELLITE STABILIZATION EXPERIMENT DEVELOPMENT PLAN .

Months After Go-Ahead
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15

Equipment Development
Vertistat Assembly
Carrier Vehicle Selection

Desired
Final (Becomes Gating |tem) v

Experiment Design

Procedures

Master Reference

Signal Processor
Equipment Fabrication

Vertistat Assembly

Experiment Command Decoder

Signal Processor

Horizon Sensor & Gyrocompass
AGE: Design, Fabricate

System Integration

-— -I
System Test Sub-Assembly Leve

Environmental Flight Worthiness Tests
Delivery of Flight Article
S/C Integration & Installation

Pre-launch Testing
Launch*, Flight Test

*Depends on Carrier Vehicle — may vary from | month to 8 months after installation.
FIGURE 3.1-4
Post experiment data reduction is performed by determining damping character-
istics from time histories of satellite motion following disturbance inputs for
the inertia configuration tested.
It should be recognized that the precceding experiment description is based
upon one chosen configuration. The approach of Tinling and Merrick was selected
because it was technically feasible and promised to minimize weight and volume

by using only one damper rod. Karm's Vertistat, which uses a viscous damper, was
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selected because it was light and compact and the viscous damper physical

properties could be varied sufficiently to provide a wide range of damping

coefficients. The flexure pivot eliminated dead band to a great extent, enabling

the damper to respond to small amplitude motion. The ATS program may very well
provide data that would influence the choice of system components for this low
altitude test. If so, there will be no problem in incorporating late modifi-
cations.

REFERENCES
1. Tinling, Bruce E. and Merrick, Vernon K., Exploitation of Inertia Coupling

in Passive Gravity-Gradient-Stabilized Satellites, Journal of Spacecraft
and Rockets, Vol. 1, No. L, July-August 196kL.

2. Kamm, Lawrence J., 'Vertistat": An Improved Satellite Orientation Device,
ARS Journal, June 1962.

3. Katucki, Richard J., Gravity Gradient Stabilization, Space/Aeronautics,
October 196kL.

k. Schrello, D. M., Aerodynamic Influences on Satellite Librations, ARS
Journal, March 1961.
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3.2 Attitude Determination by Ion Sensing

. .

3.2.1 Objective - The primary purpose of the experiment is to demonstrate
the feasibility of determining vehicle vaw attitude for near earth orbital vehicles
by ion sensing techniques. It is further desired to obtain a measure of the
attitude sensing accuracy. Finally, it is desired to instrument the experiment
to obtain a partial evaluation of the effects of vehicle-ionosphere interaction on
ion attitude sensing.

3.2.2 Background - For near earth orbital vehicles, the sensing and subsequent
control of vehicle yaw relative to the orbit plane is essential for detailed earth
observations or for re-entry after an appreciable time in orbit. Space vehicles
which have required or will require yaw control include Discoverer, Mercury,
Nimbus, OGO, Gemini and Biosatellite. On these programs the yaw reference signal
for control is obtained from some form of "gyrocompass" (see Paragraph 3.3) which
operates in conjunction with a horizon sensor. It will be desirable to have a
coarse yaw reference to serve as an acquisition aid for Pbrecise gyrocompassing and
also as a reliable backup in the event of primary system failure. Presently the
coarse reference for initial gyrocompass acquisition is obtained from initial con-
ditions (attitude at injection), solar aspect sensors or man's yaw sensing cap-
ability. Several of the Programs have no reliable backup to operate in the event
of gyrocompass or horizon sensor malfunction. Hence, it is considered desirable
to conduct orbital experiments to develop alternate techniques for sensing yaw.
Various techniques have been considered such as celestial rate, V/H sensing,
magnetometer, solar eyes, sub-satellite plus others. The lon sensing method has
been selected for an early orbital experiment because the ion probe is relatively
simple and parts of the device have been flown. The physical phenomenon, upon

which ion sensing is based, is described in the following paragraphs.
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From an altitude of about 60 nautical miles to several thousand nautice;l miles,
the earth's atmosphere is ionized. The motion of the ions is believed to be
governed primarily by electrodynamic laws, sO that the ionization "cloud" which
surrounds the earth remains fixed with respect to magnetic coordinates and there-
fore, rotates with the earth. The ionization to be used for sensing yaw can be

considered a Maxwellian gas with an average energy of less than one electron volt.

ION DENSITY

Altitude in Thousands of Kilometer
w

0
103 3(10)° 10? 30104 10° 3(10)°

lon Density in Number Per Cubic Centimeter

FIGURE 3.2-1
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These ion particles should not be confused with the highly energetic protons and
electrons of the Van Allen Belts (Reference 1).

An lon probe was successfully flown by the Los Alamos Scientific Laboratory on
a Scout rocket from Wallops Island to more than 3,300 miles altitude. The data
has been analyzed at North Carolina State University. That work demonstrated that
the ions in the upper atmosphere are more than 100 times as dense as needed for
attitude sensing by ion probe methods up to much more than 3,300 miles and probably
to beyond 25,000 miles. The observed densities are shown in Figure 3.2-1
(Reference 2).

It is possible to sense pitch and yaw attitude relative to the velocity dir-
ection as the vehicle moves through the ion cloud. However, it should be recog-
nized that vehicle pitch and yaw attitude determined by ion sensing are not the
same as vehicle pitch and yaw determined by horizon sensor - gyrocompassing tech-
niques except in special cases.

Ion sensed pitch and horizon sensed pitch coincide continuously only in
circular orbits where the velocity vector is perpendicular to the local vertical.
For non-circular orbits, coincidence occurs only at apogee and perigee, and the
maximum deviation occurs at the minor axis crossings (about 1 degree maximum
deviation for an eccentricity of 0.02).

gyrocompassed yaw and ion sensed yaw coincide continuously only on equato-
rial orbits where ion cloud velocity and vehicle inertial velocity directions
are colinear. For inclined orbits, coincidence occurs only at the maximum North
or South latitudes with meximum deviation occurring at equatorial crossings. The
magnitude of the maximum deviation is a function of orbit inclination and altitude,

typically not more than 2 or 3 degrees for a polar, near earth orbit.
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For many missions, control to either attitude reference would providé adeguate
accuracy. Other missions may require precise control to either the orbit plane-
local vertical reference or to the relative velocity reference. As implied in the
previous paragraphs, computed compensation from one reference to the other is re-
latively simple since the deviations are sinusoidal in the true anomaly angle.
However, navigation data is required onboard to compute the compensation

continuously.

ION PROBE PAIR

FIGURE 3.2-2
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. . Sevéral ion sensing devices can be configured which provide yaw and pitch in-
formation. Reference 1 suggests several methods for sensing yaw including:

a. Fhase detector,

b. Shadow cup, and

¢. Oscillating cup.

All of these methods use ion probes that are essentially open ended vacuum tubes,
which, at orbital velocities, sweep up thermal ions.

Figure 3.2-2, taken from Reference 2, shows schematically how a pair of ion
probes might be arranged to provide one axis (pitch or yaw) of attitude informa-
tion. The device shown in the figure is a shadow cup configuration in which the
normals to the electrodes are set at an angle of 30° from the vehicle axis. If
the axis of the vehicle inclines in the Plane of the probes to an angle § from the
direction of motion, and if the axis of the vehicle also inclines in the other
direction simultaneously to an angle §, the resulting ion currents when subtracted
yield a resultant potential which is proportional to the logarithm of the ratio
of the two currents. Thus, the output directly measures the angle of inclination
0 independently of: (1) density of ions in that part of the atmosphere; (2) the
velocity of the vehicle; or (3) the angle § at which the probe pair is tilted in
the other direction from 6.

An ion sensor experiment is planned for an early Gemini low inclination orbit
mission. The sensor for the Gemini test consists of two ion cups mounted on a
short boom to indicate error in pitch and yaw from the direction of motion. Prin-
ciple results will be obtained from measurements of the difference in signal level
between the two cups. A more inclusive experiment is proposed for this orbital
test program. A polar orbit will be used to determine ion density variations as

a function of latitude. Two identical sensors will be used, one mounted to the
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veﬁiéle and one extended on a short boom. Comparison of their outputs will pro-
vide data on interaction of the ion field with the vehicle. A long mission dura-
tion is planned to adequately define ion field variation due to solar activity,
day-night variations, etc.

3.2.3 Function Description - A shadow cup type of device is assumed as the

basic configuration. It is desired to sense vehicle yaw only, i.e., not pitch and
yaw, Figure 3.2-3 provides a functional description of the experiment. Two sets
of detectors are used which are identical as to operation and orientation to the
vehicle yaw axis. However, one detector set is mounted on an extendable boom to
isolate as much as possible the effects of vehicle interaction with the ion cloud.
Each detector contains two ion probes and appropriate electronics. The active

areas of the probes form angles of approximately + 300 with the vehicle axis.

Experiment Equipment - Two ion yaw sensing detector systems are included in

the experiment. Each detector system includes two ion probes plus electronics.
The following paragraph on ion probe construction and operation has been abstracted
from an Aero Geo Astro Corporation brochure supplied to McDonnell (Reference 2).
"The ion probe consists of three knitted grids and a collector plate. The
knitted grids are the same as in the Bennett mass spectrometer which has been
the most widely used instrument in measurements of the composition of the upper
atmosphere, ionized and un-ionized, during the more than ten years that such
measurements have been made. Figure 3.2-2 shows the arrangement of the electrodes
in each of the ion probes. The outer grid is attached to the skin of the vehicle
and serves to prevent electric fields caused by potentials applied to the inner
grids from extending out into the surrounding atmosphere and distorting the ion

flow. The middle grid is traversed between vehicle ground and a positive twenty
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volts at a frequency in the intermediate audio range selected to avoid cross-talk
or any other interference from other equipment in the vehicle, The inner grid is
held at a negative twenty volts to turn back all incoming electrons and to suppress
all photo and secondary emission from the collector plate.”

Test Method - The vehicle is controlled to a local vertical-orbit plane
orientation by using a horizon sensor-gyrocompass attitude reference system. The
gyrocompass serves &s the master yaw reference system. Rough alignment of vehicle
pitch and roll is required to prevent vehicle pitch from appearing as a yaw mis-
alignment at the ion sensor outputs. When the vehicle axis is aligned in the plane
containing the vehicle velocity vector, equal currents are measured in each probe,
and zero yaw attitude error is indicated. A yaw error results in unequal probe
currents, and the ratio of these currents is & measure of the yaw attitude error.
After proper conditioning by the electronics, this current ratio is recorded for
later telemetry to the ground. Also, the current from each probe is recorded to
permit ground determination of the ion current density in each probe and ground
computation of the yaw error. The yaw attitude error indicated by the gyrocompass
master reference is also recorded to obtain a measure of ion attitude sensor
accuracy.

Mission duration is not critical; however, it is desirable to conduct the ex-
periment for several days, and, if possible, during periods of solar activity.
Data is collected throughout each orbit to permit evaluation of the effects of day-
night variation and possibly solar orientation variations. Data on the effects of
vehicle shape and charge developed will be collected by placing an identical set of
sensors on an extendable boom and comparing the outputs.

Major Error Sources - Since the ions are charged, they are subject to electro-

dynamic forces caused by space vehicle-ionosphere interaction. This interaction is
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a qPQctioﬁ of magnetic field, vehicle shape and charge developed, solar conditions
and activity plus many other factors which meke a meaningful prediction of these
effects almost impossible. Mounting the probe pair on an extendable boom should
minimize this source of error. Special care must be taken in boom design to mini-
mize structural misalignments between the two sets of sensors particularly under
the day-night variation.

Instrument measurement uncertainties are also a major error source. Some pre-
liminary calculations of a probe pair of this general class, performed at North
Carolina State University, have shown that this instrument will have an angular
accuracy of less than 2 degrees for inclinations up to 25 degrees in either pitch
or yaw or both simultaneously. It is further estimated that angular errors of less
than 1/2 degree should be readily obtainable.

3.2.4 Experiment Physical Parameters - Experiment weight, volume and power re-

quirements are listed in Table 3.2-1. Each detector system is estimated to weigh

ten pounds. The shape is cylindrical with dimensions of six inches in diameter and

nine inches long. The system is designed to operate from 28 VDC.

TABLE 3.2-1

ION ATTITUDE SENSING
EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
VOLUME | L -W-H | WEIGHT PEAK NOMINAL
SYSTE
M COMPONENT (FT.3) (IN) (LB.) | (WATTS) | WATTS)
Experimental Device
(2) lon Detectors 0.28 6 dia. x 9 20 20
Electronics 0.08 3x6x8 4
Support Equipment
Time Reference .01 3 x3x2 0.5 1.0
Total 0.37 24,5 21.0
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TABLE 3.2-2 :
ION ATTITUDE SENSING EXPERIMENT DATA PARAMETERS

SATA SIGNAL | PARAMETER| SAMPLE ESSEN- | REAL

ATA POINT |3 A e (BASS\;FDTH) accuracy|Recorn| > | T
lon Yaw Error (2) Analog 0-5vVDC 1/sec. 1% X X X
Gyro Yaw Error Analog 1/sec. 1% X X X
lon Current (4) Analog | 0-5 VDC 1/sec. 1% X X X
Probe Temperature (4)] Analog | 0-5VDC 1/sec. 5% X X X
Power to Probes (2) Analog 0-5 BDC 1/sec. 20% X X X
Timer Digital 1/sec. ] sec. X X X

3.2.5 Data Parameters - Experiment data parameters are given in Table 3.2-2

in their order of priority. The primary information desired is a measure of atti-

tude sensing accuracy of the ion sensor.

3.2.6 Vehicle Orbit and Attitude Requirements - Theoretically the experiment

is not overly sensitive to altitude and eccentricity within bounds since the ion
density variation is only about two orders of magnitude over the altitude range
from 100 to 2,100 nautical miles and is less than an order of magnitude from 600

to 3,300 nautical miles (see Figure 3.2-1). However, the figure does not show the
variation in current density which is a function of both ion velocity and density.
It is the current density variation which effects the dynamic range of the sensors.
In the interest of practical sensor design, it may be desirable to operate near the
region of constant ion density in Figure 3.2-1. Ideally, the smallest density
variation occurs around 2,100 nautical miles where a i 300 nautical mile altitude
variation might be permissible. If this same density variation ground rule is

applied at the 300 nautical mile region, much smaller altitude variations are

permissible, e.g., around + 20 nautical miles. Additional study and vendor
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@;gcussions are needed to determine if the experiment is sensitive to eccentricity.
For the present, it is assumed that a near circular orbit is used. A near polar or
high inclination orbit is desirable so that ion density variations and sensor
performance as a function of latitude can be determined.

As stated previously, the preferred vehicle control is to an earth-orbit plane
orientation, Attitude stabilization relative to this orientation is not critical.
Only rough (t 15°) pitch alignment is required. Roll control should be held to
+ 3o or so to prevent vehicle pitch from appearing as a yaw misalignment at the
ion sensor output. Vehicle yaw control requirements are similar to pitch. It
would be desirable to permit the vehicle to yaw through rather wide limits (+ 25°)
to determine the sensor performance under these conditions.

Similarly, the rate requirements are not severe. Permissible rates are
determined by the sensor time constant and the attitude measuring accuracy.
Assuming a 0.5 degree accuracy and a 2 second time constant, rates of 0.25 degrees
ber second are permissible.

3.2.7 Experiment Support and Date Handling Requirements -~ Signal condition-

ing is not required since all experiment signals are in the format required by the
data handling equipment. The master yaw attitude reference for the test will be a
precision gyrocompass accurate to within + 0.50. Discussion on the use of a gyro-
compass as a master reference is contained in Appendix A. The "on-board" ion
sensor must be mounted so that its field of view is not blocked. Provision must
also be made to mount an identical ion sensor on an extensible boom outside of the
area of vehicle-ion field interaction. Alignment between the centerlines of the
two sets of sensors must be within t 0.5 degrees. Assuming continuous operation

for one week (168 hours), 7,200 watt-hours will be required for the mission. Two

ground commands are required. One command is needed to start the experiment and a
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second is needed to dump data and reset the recorder. General data handling con-

. a

siderations are discussed in Appendix B.

3.2.8 Experiment Flight Test Plan - The proposed experiment development plan

is shown in Figure 3.2-4. Design and fabrication of the experiment equipment
should be complete in four months. Two months of system and flight worthiness tests
will be required prior to delivery of the flight article. Four additional months

ION ATTITUDE SENSING
EXPERIMENT DEVELOPMENT PLAN

MONTHS AFTER GO-AHEAD
203)4|5]6)j7|8|9]|1W0|N]12

Carrier Vehicle Selection
Desired
Final (becomes Gating Item)

1
Equipment Development
lon Sensor

Experiment Design

Procedures

Equipment Fabrication
lon Sensor
Extensible Boom

Gyrocompass Reference

AGE: Design, Fabricate

System Integration

System Test

Environmental Flight Worthiness Tests

Delivery of Flight Article

$/C Integration & Installation

Pre-launch Testing

Launch®, Flight Test

* Depends on Carrier Vehicle — may vary from 1 month to 8 months after installation.

FIGURE 3.2-4
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are allowed for spacecraft integ:ratidn and pre-launch testing.

The flight test sequence following the ground command to start test involves
only the storage of data and data dump. The experiment variables deal only with
changing envirommental conditions and location. No programmer is required for the
test.

Post-experiment data reduction will correlate time histories of the measured
Yyaw attitude by both external and internal ion sensors with the reference yaw
attitude. Qualitative data concerning vehicle-ion field interaction will be
obtained by comparing the measurements of the two sensors.

REFERENCES

1. Ogletree, E. G., Interim Technical Documentary Report for Contract AFOL(695)-
289, MIT-Instrumentation Laboratory, Report No. R—h22, dated 10 September 1963

2. "Technical Proposal to Provide an Ion Probe Attitude Sensor for Spacecraft”,
Aero Geo Astro Corporation - Space Engineering Laboratory
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3.3 Gyrocompassing

3.3.1 Objective - The purpose of this experiment is to evaluate the accuracy
of a precision gyrocompass mounted in an orbiting vehicle. Furthermore, this ex-
periment will evaluate the feasibility of using a gyrocompass for an autonomous
navigation attitude reference, or as a master reference for evaluaving various
other yaw sensing techniques.

3.3.2 Background - The determination (and subsequent control) of vehicle yaw
orientation with respect to the orbital plane is important for missions which re-
quire earth observations or reentry after an appreciable time in orbit. While the
vehicle can be controlled to the orbit plane yaw alignment from an inertially-
aligned attitude reference and knowledge of orbit parameters, this approach re-
quires a continuous on-board navigation computer capability and vehicle control to
8 computed reference. For long-term earth orbital missions it is desirable to pro-
vide an orbital plane yaw-reference sensor which operates independent of navigation
data. The only known sensor which can provide a true orbit plane reference without
recourse to navigation data is some form of a gyrocompass. Various gyrocompass
configurations have been used or are planned for use in our space program as shown
in Table 3.3-1. The basic input to all these configurations is the local vertical
reference as sensed by a horizon scanner. Thus, the accuracy of the gyrocompass
is a function of the horizon sensor and gyro performance as well as the vehicle at-
titude control system operation. With known signal and performance characteristics
of the horizon sensor, gyro, and attitude control system, gyrocompass performance
can be predicted by analysis, €.8., see References 1, 2 and 3. Furthermore, a lab-
oratory rate table gyrocompass test can simulate orbital motion, attitude control
operation, and horizon sensor performance. However, the horizon sensor performance
uncertainties due to an imperfectly simulated earth (described in paragraphs 2.4

and 2.5) as well as the gyro drift uncertainty in the near zero-g environment limit
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TABLE 3.3-1
GYROCOMPASS CONFIGURATIONS

VEHICLE CONFIGURATION REFERENCE
Discoverer Strapped-down inertial reference, 3 rate 1
integrating gyros, gyros operate in rate made
for gyrocompassing.
Mercury Two 2-degree-of-freedom gyros strapped to 2
vehicle, one vertical gyro and one directional
gyro.
Nimbus Roll rate gyro strapped to vehicle. 3
OGO Rate-integrating gyro strapped to vehicle. 4
Gemini 4-gimballed inertial platform. 5

the usefulness of both the analytical and lab test results.
tion of importance to this experiment is that apparently only the Nimbus vehicle
(of those listed in Table 3.3-1) includes a master reference for evaluating gyro-
compassing accuracy (Reference 4). According to the reference on pp T77-78, "The
system's fine sun sensor is used to check drift in the yaw gyro.....
discovered, ground stations will command a& bias to be introduced into the summing
amplifier to maintain accuracy of the yaw system."

for evaluating this precise gyrocompass experiment might be the same as or similar

to the approach described above for Nimbus.

Each of the configurations in Table 3.3-1 has certain advantages which are
closely related to the program on which the gyrocompass is used.

hicle used conventional ball-bearing two-degrees-of-freedom gyros since this hard-

ware waes readily available and could be adapted quickly.
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_u§ed on several Programs - usually a rate-integrating gyro with its input axis
aligned approximately along the vehicle roll axis and operating with the loop
closed to perform gyrocompassing. The rate-integrating gyro configuration has sev-
eral system advantages including:

a. small size,

b. flexibility of operation, i.e., can operate either as a rate or attitude

gyro and used for gyrocompassing or attitude memory .

However, from analysis in Reference 3, it was shown that gyrocompassing perform-
ance with a strapped two-degree-of-freedom gyro was superior to that with a roll-
rate gyro when each was used in the same vehicle control loop &s a yaw nulling de-
vice. According to Reference 3, "The difficulty with the roll-rate gyro system is
that it produces primarily a roll-rate signal in combination with a yaw-position
signal caused by coupling. The presence of the large roll-rate signal from the
roll-rate gyro greatly decreases the performance of this system. The two-degrees-
of-freedom gyro system, however, essentially nullifies the effect of the roll-rate
term by converting roll position to roll rate where it cancels the roll-rate signal
from the gyro." The gimballed inertial platform will provide better gyrocompassing
accuracy than the strapped configurations because spacecraft motion and horizon
sensor noise can be filtered and partially isolated from the gyrocompass by the
platform gimbal stabilization loops. Also, gyro drift is less significant since
higher performance inertial-grade gyros are used. However, from the system test
viewpoint, the inertial platform approach is not attractive because of design com-
plexity (reliability is low) and the platform size, weight, and power are not com-
petitive with the other two approaches. Design factors which make the inertial
platform more complex include:

a. a L-gimballed unit is used, and

b. accelerometers are mounted on the inner element.
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Depending on the attitude reference and guidance requirements during other mission
phases, it may be possible to simplify the platform gyrocompass by using a 1-,
2-, or 3- gimballed configuration with accelerometers removed from the inner el-
ement. In fact, the Sperry Gyroscope Company (Reference 5) has designed a one-
gimballed unit (company sponsored) and the MIT Instrumentation Laboratory (Refer-
ence 6) has designed and delivered a two-gimballed unit (USAF sponsored). The aim
in both of these designs is to provide a yaw reference which is more precise than
the strapped configuration and is less complex than a full inertial platform.
To permit definition of a gyrocompass experiment the following assumptions
are made:
a&. A precision gyrocompass (0.l degree accuracy) is needed which can be
used in the later experiments as a master reférence to evaluate vari-
ous yaw sensing techniques.
b. The precision gyrocompass should be as simple as possible to permit
incorporation as a piggyback experiment on an existing vehicle.

3.3.3 Function Description - The gyrocompass and its supporting electronics,

a master optical reference, and a data instrumentation system are shown in Figure
3.3-1. The gyrocompass configuration is a 2-gimballed platform stabilized by two
single degree-of-freedom, rate-integrating, inertial-grade, gyros which are mounted
on the inner gimbal. The gyrocompass platform has limited freedom in roll and yaw.
The roll error signal input to the gyrocompass is provided by a horizon sensor.
(The horizon sensor is assumed to be spacecraft equipment external to the experi-
ment). The gyrocompass output signals indicate vehicle roll and yaw attitude er-
rors relative to a local vertical/orbit plane coordinate system. The master yaw
reference includes several solar aspect sensors whose output signals are used to

compute (on the ground) vehicle yaw relative to the orbit plane.
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. . The ‘ﬁmctional block diagram of the gyrocompass control loop is shown in
Figure 3.3-2. The system operates by comparing the sensed vehicle roll error out
of the horizon sensor with the platform roll attitude to form a roll error signal.
This signal is used to drive the platform roll gimbal, and is also crossfed to
the yaw gyro torquing amplifier at a gain multiple of five. This results in the
yaw attitude gimbal being slewed more rapidly to the null position than the roll
gimbal thus reducing undesirable roll rate due to yaw error into the gyro.

Experiment Equipment - The gyrocompass equipment includes the instrument and

an electronics package. The instrument, shown schematically in Figure 3.3-3, is
a two-gimballed (roll-yaw) platform with two rate-integrating (IRIG) gyros mounted

on the inner element. The inner gimbal represents vehicle yaw and each gimbal has

|
} 15 degrees of mechanical freedom. The gyros sense roll and yaw platform orien- ‘
tation relative to inertial space and generate error signals that drive the gimbal

torquers when the platform roll or yaw axes deviate from the orbit plane. D.C.

Pancake torquers are used and, since the gimbals have limited rotational freedom,

brushes are not required. The gimbal positions are indicated by pancake synchro

transmitters which have a maximum error spread of 6 minutes each. The electronics

package includes the gyrocompass power supply and platform servo loop functions.

The power supply accepts 28 VDC from a vehicle bus. Table 3.3-2 summarizes the

equipment size, weight and power estimates. (These estimates are based on Refer-

ence 6 and discussions with MIT). Presently, the unit is designed to operate in

an uncontrolled environment, but not exposed to direct sunlight. However, to as-

sure proper gyro temperature control, the environmental temperature range must be

known in advance.

An alternate simplified gyrocompass, described in Reference 5 and labeled

the Orbital Vehicle Heading Indicator (OVHI) by Sperry, is shown schematically in
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FIGURE 3.3-3
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Figire 3.3-4. In general, the previous discussion on experiment procedure and
orbital and vehicle control requirements is also applicable to the OVHI. The
OVHI is presently being developed under a Sperry sponsored in-house program, and
laboratory testing on a completed model is expected to begin in early 1965. The
OVHI is expected to weigh 10 pounds and use 25 wvatts of power.

Test Method - The procedure for conducting the test is outlined below. The
test must be performed on an earth-oriented vehicle which is also controlled in
yaw approximately to the orbit plane. The gyrocompass is off through launch and
until the vehicle is stabilized in orbit to local vertical/orbit plane reference.
Following stabilization, the gyrocompess is turned on. The vehicle is controlled
so that, as near as practical, the attitude errors sensed by the horizon sensor
are nulled. Gross control (: 10 degrees) of vehicle yaw to the orbit plane is
also required to permit orbit plane acquisition by the gyrocompass. A roll atti-
tude error from the horizon sensor is supplied to the gyrocompass electronics to
start the gyrocompassing operation. The difference between the horizon sensor
and platform roll error signals is used to torque both the roll and yaw gyros
and, hence, the platform gimbals for correct alignment.

One week is considered an adequate duration for the total test. Initially,
the gyrocompass and instrumentation remain energized for one day. Operational
parameter data such as temperature are collected continuously throughout each or-
bit. Gyrocompassing accuracy data is collected only during the day portion of
each orbit when the sunlight enters the master reference sensor field-of-view.
After one day, the equipment is turned off and remains off for 2 days. The equip-
ment is then turned on and the gyrocompassing test is continued for four days.
The purpose of this off-on test is to demonstrate correct gyrocompassing opera-

tion after an appreciable off time in orbit. During the final four days of
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0pexatidh, in addition to determining gyrocompassing accuracy, enough dats is
collected to permit estimates on gyro drift rates.

Major Error Sources - The two prirary categories of error sources affecting

gyrocompessing accuracy and its determination are: (1) systems errors, and

(2) experimental errors. System errors include horizon sensor accuracy, gyro
drift, spacecraft stabilization and orbit ellipticity. Experimental errors are
readout errors, master reference uncertainties, and orbit determination from
ground tracking.

Horizon sensor measurement errors have approximately & one to one corres-
pondence with gyrocompass errors depending upon loop parameters. This error is
expected to be about 0.1°. Gyro drift can contribute about 0.25° error after one
hour operation. This assumes a drift rate of 1°/hour and an orbit rate of
2hO°/hour. Advences in the state of the art in gyro technology should minimize
this source of error in the near future. The spacecraft is required to be con-
trolled to within + 5° of the local vertical. Since the gyrocompass platform is
fixed relative to the vehicle, orientation errors will affect the gyrocompass.
This error is small and will not exceed O.lo.

The experiment errors are smaller than the system errors. Readout error
should not exceed O.lo. Master reference uncertainties and orbit determination
errors are small compared to the 0.1l readout error.

Assuming the use of precision devices, the horizon sensor accuracy, primarily
a function of horizon anomalies,would seem to be the limiting factor in this ex-
periment.

3.3.4 Experiment Physical Parameters - Dimensions, weights and power re-

quirements of experiment equipment are given in Table 3.3-2.
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TABLE 3.3-2 .
GYROCOMPASS EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
WEIGHT
SYSTEM COMPONENT VOLUME | L-W-H | () PEAK | NOMINAL

(FT.3) (IN.) (WATTS) | (WATTS)

Experimental Device

Gyro Compass and

Experiment .296 8x8x8 21 30 20
Electronics Pkg.

Support Equipment

Signal Conditioner .00463 2x2x2 .25 1 1
Power Supply .0625 Ixb6xé 5 44 30
Total 0.363 26.25 44 30

3.3.5 Data Parameters - Table 3.3-3 lists the important experimental param-

eters to be measured during the test. All signals are analog with a sample rate
of one sample per second. The accuracy required of the experiment equipment is
1% except for the master reference (sun or star tracker) for which 60 arc seconds
is called out. Vehicle rates need only be measured to within 2.5%. All signal
listed are essential, continuous and should be recorded.

3.3.6 Vehicle Orbit and Attitude Requirements - The test, as presently con-

ceived, is insensitive to orbit inclination. Gyrocompassing accuracy will deteri-
orate for extremely high altitudes and for eccentricities much greater than 0.l.
If the orbit is selected purely on the basis of this experiment, a near circular
orbit from 150 to 300 n.m. is preferred.

The vehicle must be controlled to an earth-orbit plane orientation. Permis-

sible attitude deviations are in the 2 to 5 degree range with tighter control
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. TABLE 3.3-3

=t GYROCOMPASS EXPERIMENT DATA PARAMETERS
SIGNAL | PARAMETER |  SAMPLE ESSEN- [ CON-
DATA POINT FORMAT RANGE (BANDWIDTH) ACCURACY | RECORD TIAL | TINUOUS
Gyro Compass
Yaw Gimbal Position| Analog +10 degrees |1 sample/sec. 1% X X X
Roll Gimbal Position £ 10 degrees X X X
Yaw Gyro Temp. +10°F X X X
Roll Gyro Temp. +10°F X X X
Electronics Temp. +50°F X X X
Power in off/on -
Sun Tracker Angles 70° 60 sec. X X X
Vehicle Rates 19/sec. 2.5% X X X
Vehicle Attitudes 1.0%
Yaw £15° X X X
Pitch +1° X X X
Roll \ +5° v X X X

(2 degrees or less) required in vehicle roll. Attitude rates should be held to
less than 0.1 degrees/second since the gyrocompassing accuracy goal is 0.1 degree
and the data sample rate will be in the range of one sample per second. Further-
more, even though the gimballed gyrocompass is intended to filter the effects of
body rates relative to an earth-orbit plane coordinate system, there are time
constants associated with these filtering loops which might affect the overall
readout accuracy in the presence of high body rates.

3.3.7 Experiment Support and Data Handling Requirements ~ Either a sun

tracker or star tracker master reference will be used to evaluate gyrocompass
accuracy. The details of both are discussed in Appendix A. The gyrocompass
platform is mounted to the vehicle and oriented with respect to a set of vehicle
axes. It bas limited freedom of motion in roll and yaw. 3600 watt hours are re-
quired to operate the experiments equipment during the five days of continuous

operation. Only two ground commands will be required, the first to initiate the
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test, the second to dump the data.

cussed in Appendix B.

-

Data handling for the experiment is dis- °

3.3.8 Experiment Flight Test Plan - The experiment development plen is shown

in Figure 3.3-5. Delivery of the flight article can be made after 7 months assum-

ing five months for equipment fabrication and two months of system and environ-

mental testing. Assuming carrier vehicle availability and no extended delays,

the entire test could be completed 12 months after go-ahead.

The orbital test procedure is quite simple and will not require a programmer.

The flight test sequence shown in Figure 3.3-6 includes the previously mentioned

ground commands to initiate the test and dump data. Test initiation involves

GYROCOMPASS EXPERIMENT DEVELOPMENT PLAN

Equipment Development
Gyrocompass
Carrier Yehicle Selection
Desired
Final (becomes Gating ltem)
Experiment Design
Procedures
Signal Processor
Equipment Fabrication
Gyrocompass
Signal Processor
Sun Tracker or Star Tracker
AGE: Design, Fabricate
System Integration
System Test
Environmental Flight Worthiness Tests
Delivery of Flight Article
S/C Integration and Installation
Pre-launch Testing
Launch*, Flight Test

Months After Go-Ahead

1 2 3 4

1

sembl\‘ Level
p wm—— —— e e

*Depends on Carrier Yehicle ~ may vary from 1 month to 8 months after installation.

FIGURE 3.3-5
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GYROCOMPASS EXPERIMENT FLIGHT TEST SEQUENCE

On
Horizon Sensor
Input to Gyrocompass
off
On
Master Reference
(Sun Tracker)
Off
On
Store Data
Off
On
Readout Data
off
On
Ground
Commands
Off
@ Start Experiment

Data Dump

FIGURE 3.3-6
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closing the loop between the horizon sensor and gyrocompass, activating the master® °

reference, and storing data.
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3.4 orbital Testing of High Reliability Horizon Sensors

.

3.4.1 Objective - The objective of thigs experiment is to measure the in-
flight performance characteristics of a high reliability type horizon sensor.

The experiment is particularly applicable to those horizon sensors with an
accuracy requirement approaching lo (for testing of precision horizon sensors,
see the Horizon Sensor Accuracy Experiment, Paragraph 2.5).

3.2 Background - In recent years a large number of proposals on high
reliability, earth local vertical horizon sensors have been submitted within the
aerospace industry. These sensors were proposed as prime reference systems for
large deadband attitude control loops, for antenna pointing reference systems and
many other uses which require a local vertical reference in space vehicles. The
high reliability units used have generally been linear scan (edge tracking) such
as used on the Orbiting Geographical Observatory or illumination comparison (radi-
ometric balance) such as used on Ranger. Many other types, with and without
moving parts, have been studied and proposed. In general it has been concluded
that the performance of units used has been satisfactory, but measurements of the
in-flight performance characteristics as referenced to a precision system are not
available. More important to the industry perhaps is the fact that many new ldeas
are not being used, since the available "tried and true" systems are a "known"
quantity. Several vendors have proposed major advances in the design art, only
to be turned down because of the unknown or unproven capability of the proposed
equipment.

The type of experiment proposed here is ideally suited to testing in orbit,
against a real earth target. This would permit an evaluation of an advanced state-
of-the-art concept before being selected as a prime reference system for a space-
craft. The Horizon Sensor Accuracy Experiment, Paragraph 2.5, requires the use of

a high precision star tracker as a laster Attitude Reference system. The
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complexity of data hendling, date reduction and programming does not lend it.self ..
readily to repeated, multiple tests of design concepts. For this experiment, a
precision horizon sensor serves as the master attitude reference; in fact, the
carrier vehicle prime reference system may be satisfactory for determination of
the test sensor performance characteristics.

A deteiled evaluation of semsors 1s required in order to determine:

a. Accuracy and repeatebility

b. Susceptibility to disturbances

c. Output variation due to earth atmospheric anomalies

d. life characteristics in an orbltal environment.
Accurecy characteristics and effect of earth anomalies can only be tested in
orbit. Lack of detalled knowledge of the earth as an infrared (IR) target has
made it virtually impossible to bulld a similator which realistically takes into
account all the various error producing snomalies. Each sensor design is suscepti-
ble to some extent to each of the various types of anomalies. Simulator design
perameters which must be taken into account are temperature, gradient slope, cold-
cloud effects, seasonal varlations, day-night variations and the effect of the
orbital enviromment. Each of the parameters is discussed in detail in Paragraph
2.L.2, For the no-moving part sensor, the exposure to a near zero-g environment is
relatively unimportant. The effects caused by solar radiation and other factors
could be simulated, but simultaneous simulation of all the parameters is difficult
and costly.

In sumary, if sufficient knowledge were available on the earth's infrared
gradient characteristics, a test facility could be designed to test each type of

horizon sensor. The facility would be large, expensive, and difficult to operate.

Some of the variables discussed above may be relatively insignificant to the
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Pe;forﬁhnce of the unit, depending upon the design. However, one should keep in
mind that even small factors, when accumulative, can produce large variations. A
flight test of the unit in question would provide, at a reasonable cost, an
evaluation of the total performance when exposed to all the variables of the
orbital conditions and the infrared characteristic of the actual earth.

3.4.3 Functional Description - Determination of the accuracy of a horizon

sensor requires a master attitude reference system, a stabllized earth referenced
vehlcle, a recorder for data storage and a test unit. A functional block diagram
of the experimental package for measurement of a horizon sensor's performance is
shown in Figure 3.4-l. After orbital insertion, the test horizon sensor outputs,
vehicle attitude and rate, vehicle horizon sensor outputs and other selected pa-
rameters are recorded for data retrieval over tracking station sites. The re-
corder is programmed to record either continuously or in sequenced on-off time
cycles to provide a large statistical sample of the horizon sensor performance.
Information on sensor performance with seasonal variations, day-night variations
and systems operational parameter variations over a wide range of longltudes and
latitudes is obtained. System operational parameters are either closely maintained
or thoroughly monitored in order that the effect of variables may be carefully
evaluated.

Through use of ground command signals, either the recorded data may be trans-
mitted in compressed or real time. Due to the limited frequency response charac-
teristics of space qualified recorders, only a few carefully selected parameters
are recorded. Additional test points and parameters will be available during
real-time transmission. This technique is utilized to assure that information
obtained from the experiment will establish the accuracy of the sensor and also
will provide data on which to establish the design changes necessary to improve

the horizon sensor design.
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* 'Test Horizon Sensor - The unit to be tested is not eritical. Many types are

presently available and many others have been proposed. The experiment will be
especially useful in evaluating new design concepts or units which have given
indications of faillure to meet specification requirements, but the cause of fail-
ure could not be readily established. For the purposes of this experiment, end in
order to provide a rough estimate of the physical requirements of the experiment,
the physical parameter and instrumentation requirement tables contain an analysis
of & unit proposed by Quantic Industries and the possible test points to be
monitored.

Attitude Reference Horizon Sensor - In order to obtain a detailed evaluation

of the performance characteristics of the low accuracy horizon sensor in orbit, an
accurate determination of the vehicle attitude is required. The reference system
should provide, ideally, a reference or order of magnitude better than the required
performance of the unit under test. Since this experiment is primerily intended
for the evaluation of sensors with an accuracy of 1° (or greater) at null, the
attitude reference should be accurate to O.lo; however, an accuracy of O.3° only
introduces 4 percent error in the analysis.

Since an accuracy of 0.1° to O.3° will suffice for this experiment, two ap-
proaches may be taken. First, a spacecraft with an on-board precision horizon
sensor could be utilized as the test vehicle. The on-board horizon sensor-IMU
(platform or strap down) system will be used to establish an accurate measure of
the spacecraft attitude with respect to local vertical. Secondly, for those
spacecraf't with low precision master attitude reference, a high precision horizon
sensor is added to the experiment package to act as the reference. In either

event, the test horizon sensor and the precision horizon sensor outputs are
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compared and snalyzed to evaluate the test units performance characteristiés. ..
Further discussion of Master Attitude Reference Systems is contained in Appendix
A.

If the spacecraft does not already contain a precision attitude reference
system, a sensor must be added to provide the required instrumentation. A modified
Gemini Horizon Sensor, an OGO type horizon sensor, a Saturn type horizon sensor or
an Agena type horizon sensor could be utilized, depending upon the altitude,
ellipticity and attitude range of the vehicle to be used for the experiment. The
sensor should be designed or modified to operate in the 14-16 micron spectral pass
band in order to reduce the effects of anomalies to a minimum. Sensor pitch and
roll outputs, loss-of-track (or ignore signal), input power, temperature and
selected test points are monitored and telemetered to assure proper operation.

Test Method - After orbital insertion and vehicle stabilization, the experi-
ment package is turned on. Due to the limitation of data which a practical size
recorder can accumulate, the recorder is operated in on-off eycles. During those
orbits when the vehicle passes over a tracking station the recorded data is
dumped or retrieved. After teking data for three to five orbits the experiment is
turned off. After an off period of three to five days the experiment sequence is
repeated. The process of on for three to five orbits and off for three to five
days is continued for a test period of no less than one month. If a high confi-
dence in the reliability of the unit under test is desired, the test units power
should be left on throughout the entire orbit time and, in addition, the perfor-
mance evaluation should continue for a minimum of one mean life expectancy for the
unit under test.

3.4.4 Experiment Physical Parameters - The physical and operating parameters

of horizon sensors which have been and could be considered for this experiment

212




.

cover.a wi&e range. Tabulation of only a representative case is included herein
in view of the objective to define a test which would evaluate new as well as
exlsting designs. Table 3.4-1 contains the tabulation of a representative experi-
mental package. The table includes the parameters of a master reference system to
be used in those cases where the carrier vehicle does not have an on-board preci-
sion horizon sensor.

3.4.5 Data Parameters - Table 3.4-2 is a tabulation of the signal parameters

to be telemetered for this experiment. The priority or relative need for the
signal is indicated by the notation essential or desirable in the remarks column.
Additional remarks indicate whether the signal is to be recorded or available for
real-time transmission and whether or not the signal requires continuous monitor-
ing to obtain short term or transient information.

The informastion required from this experiment is a measure of the performance
characteristics of a horizon sensor. To obtain this data requires a precision
reference system. The signal parameters on vehicle attitude, to be measured
through use of a master reference system or the on-board attitude reference system,
arealso listed in Teble 3.k-2,

3.4.6 Vehicle Orbit and Attitude Requirements - The requirements on vehicle

attitude control and orbit parameters are essentially identical to the requirements
of the Horizon Sensor Accuracy Experiment defined in Paragraph 2.5. Table 2.5-4
contains an analysis of the effect of parameter variation.

3.4.7 Experiment Support and Data Handling Requirements - Performance of this

experiment requires interfacing with the carrier vehicle equipments. Signals from
the experiment must be conditioned for transmission; a master reference must be
provided; data must be recorded; ground command signals must be processed; and power

must be made available. A discussion of master reference techniques is contained
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TABLE 3.4-1
HIGH RELIABILITY HORIZON SENSOR
EXPERIMENT PHYSICAL PARAMETERS

VOLEM_EM- WE IGHT AVERAGE POWER (WATTS)
ITEM CU.FT. (INCHES) (POUNDS) PEAK NOMINAL
Experiment Sensor 15 5x5x10 7 12 10
Support Equipment
1. Program Sequence .03 5x3x 3 4 10 10
Electronics
2. Signal Conditioning .03 5x3x 3 4 5 5
3. Power Supply and .05 5x5x 3 5 5 5
Filters
4. Recorder 3 4x9x 5 15 40 40
Subtotal .56 35 72 70
Master Reference®
Horizon Sensor .2 12 12 12
TOTAL .76 47 84 82

*Required if not on carrier vehicle.

in Appendix A. Appendix B contains a general discussion of dats handling tech-
niques which are applicable to this and other experiments. The magnitude of the
interfacing problem is best indicated by the scope of the equipment support areas
discussed in the following paragraphs.

Programmer and Time Reference System - This unit is a "special" design to

serve the purposes required by this experiment. It will consist of the necessary
electronics, relays, time reference system and logic networks to:
a. Update time reference system upon ground commands,
b. Sequence data transmission to ground stations at predetermined times or
upon ground command.
¢. Turn systems on and off either upon ground command or in a preprogrammed

time sequence .
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d. Provide a precision time reference, .

e. Sequence recorder on and off in a preprogrammed sequence, and

f. Sense failures of experimental package which would affect performance of
the primary vehicle and power-down the system as required.

Power Conversion and Filters - The power conversion and filter package pro-

vides the necessary RFI filtering and power conversion (DC to AC, DC to DC and
voltage regulation) required by the individual experiment systems. The size of
this system will be a function of the capability of each system vendor to provide
the necessary power conversion and filtering in each system within the confines of
the existing hardware packages and the allowable time scale to provide compatibil-
ity between the experiment and spacecraft power.

Recorder - In order to obtain the maximum amount of data, and in order to
obtain data from areas where ground tracking stations are not available, an on-
board recorder is required. The selected data will be stored at a low speed and,
upon ground command, will be dumped at a high speed to the ground tracking station.
The maximum number of channels feasible should be taped in order that data reduc-
tion and performance evaluation is as unhampered by a lack of knowledge of para-
meter variation as possible.

Signal Conditioning - For those signals not already modified to be compatible

vwith the telemetry system, signal conditioning will be required. Only a limited
number of channels are recorded and the bandpass frequency requirements are not

overly stringent. The signals will be commutated and encoded for recording and

transmission.

Environmental Control - One of the purposes of this experiment is to evaluate

new design concepts in horizon sensors. In some cases it may be desired to test

engineering prototype units which will require a relatively close control on
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témperatures. Coldplates and/or heater elements may be required; however, a
thorough analysis of the thermal characteristics of the carrier vehicle will be re-
quired to determine the needs.

Mounting - It will be necessary to mount the test horizon sensor (and the
reference horizon sensor where used) in such a manner that an unobstructed field
of view is available. Precision alignment of the horizon sensor with respect to
the master reference is required.

Electrical Energy Requirements - The estimated energy for the proposed two week

accuracy evaluation portion of this experiment is 3,040 watt-hours. The master
reference, if required, uses an additicnal 800 watt-hours of energy in the same time
span. Life testing requires 3,040 watt-hours per week (79,000 watt-hours for six
months) for the horizon sensor.

Ground Command Requirements - Ground commands are utilized to turn the experi-

ment on or off, command data retrieval, update or revise the operating sequences

and command real-like transmission of the system analysis tes* points. It is not
expected that these four commands will cause unusual loads on the ground station

capabilities.

3.4.8 Experiment Flight Test Plan - Figure 3.4~2 is a flow diagram of the ex-

periment development plan. The schedule is based on the required development, inte-
gration and flight time and is intended for planning purposes. The time for devel-
opment of the horizon sensor is an estimate and will vary depending upon the design
concept and past experience of the manufacturer with similar designs.

The entire schedule is predicted on an early selection of a carrier vehicle.
Delays in the selection of the vehicle may affect the schedule inasmuch as thermal

and mechanical designs are dependent upon carrier vehicle parameters.
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Flight Test Sequence - Figure 3.4-3 is a time plot of the operating sequence

for three orbits. Figure 3.4-4 illustrates the mission cycles for a two-week
mission. It is not necessary to operate the experiment continuously while in
orbit, nor is it necessary to repeat the operating sequence more than once. The
sequence presented is for obtaining a relatively large amount of statistically
distributed data over a two-week period. The suggested sequence is as follows:
a. After orbital insertion and vehicle stabilization the experiment is
turned on.
b. The recorder is operated in cycles of twenty minutes on, twenty minutes
off for three orbits.
¢. The experiment is placed in a standby or off condition for three days.
d. Steps (a) through (c) are repeated.
e. Steps (¢) and (d) are repeated three times.
This sequence will provide 540 minutes of test data which covers a wide range of
latitudes and longitudes, day-night variations and seasonal variations (polar
orbit only). Six months of operation in a near equatorial orbit will provide data
on target variations as well as life chaéacteristics of the sensor.

Post Experiment Data Reduction - The data reduction sequence is as follows:

a. Determine, through comparison of the test horizon outputs and the master
reference system outputs, the test horizon semsor error.
b. Process the error data to obtain a statistical analysis of the horizon
sensor performasnce capability.
If the error analysis indicates performance capabilities as good or better than

the reference system, an experiment similar to Experiment 2.5 should be performed.
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3.5 Title - Star Recognition

3.5.1 Objective - The purpose of this experiment is to evaluate the in-
flight capability of a star-mapper system to automatically provide vehicle atti-
tude information.

3+.5.2 Background - Recognition of stars by ran has been accomplished for
centuries by pattern or constellation recognition and star brightness (magnitude).
Once particular stars have been recognized, local position can be precisely
determined through use of stellar navigation techniques.

To determine an orbiting vehicle attitude or position in space, stellar navi-
gation can be used. With automatic equipment and without “man-in-the-loop",
recognition becomes a problem. Relative magnitude can be ascertained through a
comparison technique utilizing the sun (after filtering and attenuation) as a
reference (Reference 1) or by using a lamp giving known illumination as a refer-
ence. Logic circuits utilizing automatic gain control (AGC) voltages in the
tracking loop can also be used to some extent for magnitude recognition. Color
evaluation can be accomplished by utilizing spectrally sensitive detectors or by
usage of multicolor filter techniques as discussed in Paragraph 2.7 (References
2 and 3). Pattern recognition requires further refinement however, and is not
quite as straight forward.

If the vehicle is earth-oriented with a known stability and its approximate
position is known, then the approximate line-of-sight to a given star is known.
If a star tracker is pointed to the line-of-sight and is commanded to search an
angle which is about twice the Position and attitude uncertainty, the required
star will be acquired.

Another technique, which is to be used on the OAO, Surveyor and Mariner

vehicles is to acquire the sun, align the vehicle roll axis to the sun, and
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while maintaining the pitch and yaw axes controlled to the sun line, roll the
vehicle. On OAOQ, 4 to 6 star trackers are slewed to predctermined positions, and
when all star trackers simultaneously acquire, lock-on is commanded and roll is
stopped. On Mariner and Surveyor, the vehicle is rolled about the sun line;
however, lock-on occurs on only one star, Canopus. Whereas OAO depends upon the
unique relationships among the angular displacements of 4 to 6 stars, the Canopus
star tracker on Surveyor depends upon relative magnitude. Canopus, the second
brightest star as seen from earth, differs by nearly one magnitude from the
brightest and the third brightest stars.

Another approach would be to use a wide field of view star mapper which
would detect and measure the angle to several stars essentially simultaneously.
With the measured angular separations of all stars stored in the computer, a
search for the viewed star pattern would be initiated. Once the pattern is rec-
ognized, the computer would present an output signal which is a function of the
spacecraft position and attitude with respect to the stars (or earth, with addi-
tional computation).

Star mappers and star trackers have been utilized for a number of years on
aircraft, missiles and shipboard installations. The units provide the necessary
reference system for autonomous navigation, but there is usually a man-in-the-
loop for decision making (with missiles it is immediately prior to launch). Long
term unmanned orbital flights have a different problem insofar as decision making
and star recognition is concerned; if a star tracker is used, a computer is re-
quired for the decision making and recognition. Due to the limited accuracy of
horizon sensors, even some earth oriented vehicles would benefit with the utili-

zation of a precision stellar reference system.
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« + In order to utilize the stars as a reference system, several techniques have
been devised. One type is the gimballed, small field of view star tracker. A
telescope with & small (usually 1°) field of view, a detector and a servo track-
ing loop are mounted on 2 or more gimbals. The glmballing provides the necessary
"large field-of-view" for pointing the telescope over a large area of the celes-
tial sphere. The unit is designed to track one star at a time and attitude
information is derived by measuring the gimbal angles with respect to the vehicle
exes., By comparing the gimbal angles to stored coordinates, vehicle attitude

can be established. By utilizing two or more star trackers (or by sequentially
tracking two or more stars with a single star tracker with the aid of a gyro for
short term attitude memory) position information may be derived.

Another technique of obtaining attitude and position is to utilize a star
mapper. The star mapper is essentially a device with a telescope having a large
field-of-view (usually greater than a 60° cone) with a detector system which
senses the position of two or more stars essentially sirmltaneously. The unit
is usually body-mounted. The star mapper may or may not have moving parts, de-
pending upon the particular design of the detector system.

Specific detector, signal processing and tracking loops vary a great deal
from manufacturer to manufacturer, but the overall purpose of each is essentially
the same - to detect stars of a given color magnitude (Reference 4) and provide
an output which is a measure of the vehicle attitude and position with respect
to the stars (Reference 5 and 6).

Orbital testing of star trackers and star mappers is required to obtain g
final or proof evaluation of performance. The extent of ground testing is limited

insofar as realistic simulation of actual star magnitude, spectrum and stellar
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background light. Due to atmospheric attenuation of the star light, especidlly
in the blue and ultraviolet regions, star mappers and trackers designed for orbit-
al use cannot be fully evaluated from the ground using the actual sky as the tar-
get. Sirmlation of such effects as stellar background light, due to the extreme-
ly large number of low light level stars distributed in the milky way, is nearly
impossible. The star magnitudes when taken individually arc below the threshold
of detection, but when taken as a group the combined light flux may be sufficient
to produce erroneous tracking and incorrect coordinate information.

The differences between the simulation techniques used and the actual star
field as viewed in orbit may be sufficient to produce improper tracking of a star
tracker or erroneous signals in the star mapper system. A final evaluation can be
obtained by testing the units in orbit.

Star tracker units are to be tested, or have been partially tested in orbit.
The Mariner Canopus tracker has been flown. The OAO star trackers (gimballed
small field-of-view devices) are to be flown in the near future. OSome types of
star mapper techniques have been evaluated in short ballistic flights, but an
orbital test is needed for the star mapper designed with extra-terrestial {light
intended.

This experiment is applicable to any of the multitude of proposed star
field mappers. The Nortronics star field mapper (Reference 7) is used in the
experimental write-up as a representative type of system. Data from this unit
will be applicable, at least in part, to several other types of proposed star
mapper units. The prime factor involved in selection of this unit is the develop-
ment status and the availability date of the hardware after go-ahead.

3.5.3 Functional Description - The experimental package for Phase I of the

test consists of a star field mapper, a signal processing and encoding unit, a

programmer and time reference unit and a power conversion and filter unit. The
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star mepper is precisely mounted with respect to the vehicle axes. Computer
p;ocessing of the telemetered star mapper signals will be accomplished after
transmittal to ground based facilities. A functional block diagram of the experi-
ment is shown in Figure 3.5-1. Phase I of the experiment is to determine the
abillity of the star mapper to detect the stars. Threshold and sensitivity will
be evaluated, and computer techniques for attitude determination will be verified.

Phase II of the experiment requires the addition of a star tracker system in

order that the overall accuracy of the star mapper and data processing may be

established.
STAR RECOGNITION EXPERIMENT BLOCK DIAGRAM
r—-—-—-=--= 7
Outputs | I
Star " " | r——"
Mapper — ower 4 l
Power | | | Recorder :
A | |
Outputs J' Signal I L |
Processing
| and |
Power | Encoding : r—— _:
Conversion S/C Power —
and ﬂ | | ™ |
Filters s/C Aﬂ'itudel | | L
| |
R |
=
| Star ﬁ - Sequence
| Tracker - Logic
Time
L —~ Reference
A
S/C Power S/C Signals
FIGURE 3.5-1
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Ster Mapper - The Nortronics star field mapper consists of a wide field-of-

-« *

view optical system, a rotating slit, a motor drive, a photomultiplier detector
and signal processing electronics. The Optics are designed to cover a 45° conical
field of view. The slit obscures a 15° cone in the center of the field-of-view.
The unit is mounted such that the center line of the optical axis, hereafter re-
ferred to as the line-of-sight (LOS), is out of the orbit plane at an angle of 209
with respect to the pitch axis. Figure 3.5-2 illustrates the field-of-view as
viewed along the longitudinel axis of the spacecraft.

The slit-motor drive unit consists of a synchronous motor, precision anti-
backlash gear train and a rotating disc with a precision slit. The slit rotates
at a rate of 1 revolution per second. A magnetic indicator produces a reference
time pulse when the slit passes a reference point during each revolution.

Each time the slit allows star illumination to strike the photomltiplier,
an output pulse is obtained. By measuring the time from the reference pulse to
the "star" pulse, a measure of the angle to the detected star is obtained.

Through use of a computer with stored stellar coordinates and the angles as deter-
mined by the star mapper to several stars, the vehicle's attitude may be deter-
mined.

Preliminary analysis indicates that a high probability exists that there
will be at least two stars of magnitude greater than 2.0 within the field-of-view
at all times.

Test Method - After orbital insertion and vehicle stabilization (either iner-
tial or earth oriented) the experiment is initiated. Data is recorded or trans-
mitted periodically depending upon the carrier vehicle mission and orientation.

A series of 10 to 20 measurements of 5 to 10 minutes duration each over a period
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of about 3 days will provide a nominal sample of data for system analysis. .
Planning of the on-off cycles shall be such that a large portion of the celestial
sphere is covered.

Major Error Sources - A detailed error analysis has been performed by Nor-

tronics and only a summary of the results are presented in Table 3.5-1 (Table
5.1 from Reference 7). If the vehicle were inertially stabilized rather than
earth oriented, the total RM3 error would be 1.18 arc-min normal to the telescope
axis and 1.9 arc-min about the telescope axis. The error analysis does not in-

clude vehicle rate effects on the error.
TABLE 3.5-1

STAR RECOGNITION EXPERIMENT MAJOR ERROR SOURCES

NORMAL TO TELESCOPE ABOUT TELESCOPE
ERROR SOURCE AXI1S (ARC-MINUTES) AXIS (ARC-MINUTES)
RMS | MEAN SQUARED RMS | MEAN SQUARED

Optical Distortion .05 .0025 .10 .0100
Slit Eccentricity .10 .0100 .20 .0400
400-cycle Stability .25 .0625 1.08 1.1664
Gear Backlash .25 0625 .50 .2500
Vehicle Rotation* .63 .3969 .63 .3969
Background Noise .60 .3600 1.00 1.0000
Electronic Processing 15 .0225 25 .0625
Instrument Calibration .07 .0049 .75 .5625
Mounting Uncertainty .50 12500 .50 .2500
Reference Pulse 25 .0625 .50 .2500
Uncertainty
Sum Mean Square Errors 1.79 3.99
Total RMS Error 1.34 arc-min. 2.00 arc-min.

*Negligible if corrected
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. TABLE 3.5-2
STAR RECOGNITION EXPERIMENT PHYSICAL PARAMETERS

VOLUME ) WEIGHT | AVERAGE POWER (WATTS)
ITEM CU.FT | (INCHES) (POUNDS) PEAK NOMINAL
Experiment Sensor
Nortronics Star Mapper 41 WBx8x7 15 18 14.5
Support Equipment
1. Programmer
2. Signal Conditioning .1 10x9x2 5 5 5
3. Power Supply
4, Recorder .3 10x9x5 15 40 40
Subtotal .81 35 63 59.5
Master Reference
Star Tracker (QAQ) 1.38 17x 11 x13 45,1 20 15.4
TOTAL 2.19 80.1 ' 83 74.9

3.5.4 Experiment Physical Parameters - The physical parameters of the major

components of this experiment are tabulated in Table 3.5-2. The parameters for
the star mapper are estimates. The master reference parameters of the star
tracker used for Phase II of the experiment are based on the OAO star tracker.

3.5.5 Data Parameters - Table 3.5-3 is a tabulation of the experiment

parameters to be telemetered for this experiment. Those signals listed as master
‘reference are not required for the Phase I experiment. The relative need for the
parameter is indicated in the desired or essential columns. Additional test
points may be added for real-time transmission to aid in trouble and failure
analysis.

The information required by Phase I of the experiment is approximate vehicle
attitude and the star mapper output signals. Phase II requires a precision
measure of the vehicle attitude.

3.5.6 Vehicle Orbit and Attitude Requirements - In order to obtain the max-

imum usefulness and in order to minimize variables, various orbital parameters of
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TABLE 3.5-3 .
STAR RECOGNITION EXPERIMENT ..

DATA PARAMETERS

SAMPLE
SIGNAL | RANGE OF RATE ESSEN- IDESIR- | CON-
DATA POINT FORMAT |PARAMETER | (FREQ. | ACCURACY|RECORD] "7y IagLE [TINUOUS
RESP.)
Star Mapper
Reticle Position Pulse Digital + 1% X X X
Photomultiplier Output Digital + 1% X X X
input Power Analog + 2% X X
Temperature Analog + 5% X X
Master Reference (Phase 11)
Gimbal No. 1 X X
Gimbal No. 2 X X
Input Power X X
Temperature X X
Miscellaneous
Time Reference Digital 19 Bits + 1 Bit X X
Vehicle Attitude (3) X X
Vehicle Rates (3) X X
Spacecraft Power Buss X X

the vehicle must be controlled. The most desirable orbital parameters are tabu-
lated in Table 3.5-4. A discussion of the effect of variation of each of the
parameters is contained in the following paragraphs:

Altitude - The specific altitude for this experiment is not critical. The
indicated 100 to 1000 nautical miles is a desirable range because (a) it is a
good range for ground tracking and data recovery, and (b) it provides a test of a
star mapper in the altitude range most commonly used.

Eccentricity - Nearly circular orbits are desirable but not essential for
this experiment if the vehicle is earth oriented. The greater the ellipticity of
the orbit, the higher the rotational rates at apogee and hence the higher the
error in performance of the star mapper due to its time constant. If the vehicle
is inertially referenced, the ellipticity is not critical.

Inclination - An orbital inclination of TO° or greater is indicated in

order that the star mapper performance may be more thoroughly evaluated. Star
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. TABLE 3.5-4
STAR RECOGNITION EXPERIMENT ORBIT AND ATTITUDE REQUIREMENTS

PARAMETER NOMINAL VALUE

Altitude 100 to 1000 Nautical Miles

Eccentricity Less than .05 for an earth oriented vehicle.

Orbit Inclination Greater than 70°

Vehicle Stabilization Less than 2° deadband
Rates less than .1°/sec.
Alignment to orbit plane better than 1°
Earth or inertial orientation.

distribution charts indicate maximum density near the galactic equator with mini-
mum density near the galactic poles. It is important that the star mapper be
evaluated over the entire range of stellar density distribution.

Stabilization - Small deadbands and low rates are very important for this

experiment. Using the time constant of 1 second to measure the star coordinates,
an error analysis indicates that a vehicle rate of O.l°/sec introduces an RMS
error of 1.05 arc min in the measurement. Inertial referencing of the vehicle
eliminates the vehicle rotation error indicated in Table 3.5-1; however, a compen-
sation can be added in the computer to reduce the error if earth orientation is
used.

3.5.7 Eguipment Support and Data Handling Requirements - In order to per-

form this experiment, support equipment on the carrier vehicle is required. The
signal conditioning, programming, master reference and environmental control
requirements are discussed below. The data handling requirements are general, and
Appendix B contains a detailed discussion of Data Handling techniques.

Programmer and Time Reference System - This unit contains the necessary

relays, electronics, timers and actuators to provide the following functions:
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a. Turn the experiment on and off at predetermined time intervals or -upon

. *

ground command.

b. Provide a precision time reference required for data reduction.

¢. Provide, in Phase II, the necessary search logic and commands for the
reference star tracker.

d. Provide the logic necessary to turn the recorder on and off at predeter-
mined times and as a function of whether or not the star tracker is
tracking.

Master Attitude Reference - Phase II of the experiment is to evaluate the

accuracy of the star mapper. To evaluate the accuracy, a precision reference
system will be required. Appendix A contains an analysis of master reference
systems with varying degrees of precision. It is suggested that a modified OAO
star tracker be utilized for this experiment.

Environmental Control - A thorough analysis of the heat loads and vibration

characteristics of the carrier vehicle should be performed prior to finalizing
the design of the star mapper. Generally speaking, a design to withstand a temp-
erature range of 0°F to 150°F and 9 g's RMS vibration is within the state-of-the-
art and will not cause undue hardships in the designs of the hardware.

Signal Conditioning - To provide a signal format which may be readily re-

corded or transmitted, signal conditioning is required. The pulse outputs from
the Nortronics star mapper could be processed in a manner similar to the mirror
position signal discussed in Paragraph 2.4.7; that is, the pulses could be fed
into an automatic reset decimal counter which would give a digital output which
is a function of the time interval between pulses. Continued analysis of the
signal processing technique should be performed throughout the mapper design

phases.
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. Mounting - It is necessary to mount the star mapper in such a manner that
an unobstructed field-of-view is availsble. The recommended star mapper requires
a h5° conical field-of-view with the center line of the cone out of the orbit
plane at an angle of 20° with respect to the pitch axis. Other star mappers will
have different requirements. TIn all cases, precision alignment with respect to

the vehicle axes and the master reference system will be required.

Electrical Energy Requirements - The total energy required for the proposed

3 days experiment is about 500 watt-hours. The master reference for Phase IT will

require an additional 500 watt-hours of energy.

Ground Commend Requirements - In order to provide override capability, update

or revise the operating sequence, and to update the time reference system, ground
commends are required. In addition, ground commands are utilized to turn the
experiment on and off and to retrieve the stored data.

The five or six required commands will not require an increase in the ground
station equipment but will require that a command receiver be an integral part of
the carrier vehicle.

3.5.8 Experiment Flight Test Plan - Figure 3.5-3 is a flow diagram of the

experiment development plan. The schedule is an estimate based on the required
development, integration testing and flight time and is included for planning
purposes. The major gating item in the schedule is the star mapper development
time. Failure to select a carrier vehicle early in the program could also
cause a schedule delay.

Flight Test Sequence - It is not necessary to operate the experiment continu-

ously while in orbit. In order to minimize the recorder size and yet obtain a
large coverage of the stellar field, the experiment is operated in on-off cycles.

The suggested sequence would be as follows:

235



‘UO14D|[DISU! JOYD SYiuow g o} ysuow | wouy ApA ADw — 9}21YyaA Jailipd uodn spuadaq,

1sa] B4 "younen
Buiysa] youno-aid
uoyp||pisu| puo uoyoibaiul /5

a|o1y #ybig jo SEYSIETq!

459 ] SSOUIYLIOM 1ybB1y4 |piuswuoliAU]

i

4sa | waysAg

—— uolpibaju| wajlsAg

mUﬁ:m

IS WA SN SN
JELEN Ajquas

aoougo4 ‘ubisaq :39v

(4@>op4) Ioig ‘19Y) juawdinbg _o_.uoam
jossasoig jpublg
sowwoiboay ,,,
laddoyy ipig |
I

uopo1qo 4 judwissdx] |

lossadoiy |pubig
tawwpiboiy
sainpedoiyd

uBisa(] suswiiadx]

b (ws}| Bulpg) sawodag) |puty

p paiisa(

CO_+UO_0W 0_0_£0> 50_:0U

Jaddoy ipig

Eoan_o>oO suswdinby

148 €l (4] Ll ot 6 8 L 9 S 14 £ 4 t 0
AVIHV-09 ¥314V SHLNOW

NV1d LNIWJ013A3A LNIWI¥IX3 NOILINDODIY ¥V LS

FIGURE 3.5-3

236



f.

After orbital insertion and vehicle stabilization the experiment is
turned on.

(Phase I) The star mapper outputs, vehicle attitudes and time reference
signals are recorded for 2.5 minutes.

(Phase II) After the master reference star tracker acquires star lock-on
the star tracker outputs, the star mapper outputs, time reference and
other selected parameters are recorded for 2.5 minutes.

The recorder is operated for 2.5 minutes then turned off for 10 minutes.
Steps (c) and (d) are repeated for L orbits.

The experiment is turned off for 4 orbits then steps (b) through (d)

are repeated.

Steps (d) and (e) are repeated three times.

This cycle or sequence will provide 350 minutes of data in LO orbits which is a

statistically good sample of most of the celestial sphere.

Post Experiment Data Reduction - Data reduction and analysis would proceed

as follows:

a.

d.

Through use of the star mapper outputs, compute the vehicle attitude.
This will require a computer with stored star coordinates.

Through use of time correlation of known vehicle orbit coardinates and
approximate vehicle attitude, evaluate the data of step (a). Determine
the percentage of time that star recognition is accomplished by the
mapper-computer combination.

For Phase II, compare the star mapper-computer vehicle attitude with the
master reference measured attitude.

Perform a statistical analysis of the performance characteristics.
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3.6 Small Impulse Devices

3.6.1 Objectives ~ The objective of this experiment is to determine ignition
characteristics, average pulse size, and effective Isp of a small impulse reaction
device, and expose any problems caused by the orbital environment.

3.6.2 Background - Reaction jets are used in a majority of space vehicle atti-
tude control systems, either as the primary torque device or as a momentum dumping
device. They operate in conjunction with switching logic (supplying fixed thrust
when errors exceed a fixed minimum) rather than an analog mode (supplying thrust
Proportional to errors). With such a device, it is not possible to compensate ex-
actly for the small torques introduced by the enviromment and reduce the vehicle
rates to zero. Instead, a limit cycle is established in which the vehicle motion
remains within fixed position and rate errors. One of the major considerations in
reaction control design is to optimize the limit cycle, i.e. produce the smallest
possible rate and attitude deadbands with the least fuel expenditure.

The rate deadband can never be less than one-half the rate change produced by
the minimum impulse. This emphasizes the need for smaller impulse reaction devices.
One approach to their design is scaled-down versions of existing systems, e.g., cold
gas, monopropellant hot gas, and hypergolic systems. Another approach is to develop
new types of jets, six of which are discussed below and described in Table 3.6-1.
These jets are being designed for minimum impulses of less than 10 millipound-sec~
onds.

Resistance Jets - The resistance Jet is an outgrowth of the colgd gas Jjet. Of

the basic gas Jets, the cold gas system can be designed to produce the smallest im-
pulse. Storage of the gas rapidly becomes prohibitive from a size and weight stand-
point as the total impulse increases. The resistance Jet is a cold gas system with

a heated nozzle which increases the specific impulse by a factor of 8 to 10
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TABLE 3.6-1

CANDIDATE REACTION JETS

MINIMUM | MINIMUM | MAXIMUM
ITEM WEIGHT | VOLUME PULSE THRUST | THRUST
(LB.) (FT.3) WIDTH | LEVEL | LEVEL
(SEC)) (LB.) (LB.)
Resistance Jet
Thrust Chamber & Valves 1.3 .05 10—2 1
Propellant Supply 1.5 .05
Sublimation Jet 10 1 104 10-!
lon Jet 10-¢ 10-4
Plasma Jet .002 10-6 104
Thrust Chamber 6.5
Propellant Supply 0.6
Detonation Jets .0004 1 10
Thrust Chamber & Valves
Propeliant Supply
Solid Propellant Jets .02 1 10
Stepping Mechanism 0.5
Propellant Supply 0.002/shot

(Reference 1).

cold gas system without the costly storage problem.

Sublimation Jets - Sublimation jets operate on the principle that, under proper

conditions

Thus, the resistance jet has all of the good characteristics of the

of temperature and pressure, certain materials sublime directly from the

solid to the gaseous state. The gas is then used (as in cold gas systems) to pro-
vide thrust. A system of this type can be controlled by either pressure or tempera-
ture. Pressure control is accomplished by placing the solid in a chamber whose only

exit is a valve which will vent the gas to space. The operating cycle consists of
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tyo steﬁé: beginning with an evacuated chamber, sublimation commences and continues
until sufficient gas pressure exists to halt the brocess; opening the valve evacu-
ates all, or part, of the gas and sublimation recommences. Temperature control re-
quires a material which needs both a vacuum and heat to sublime. The material is
stored in a tank which has one opening in the form of a nozzle. A filament is
mounted within the tank. When the filament is turned on, sublimation commences and
continues at a steady rate until the filament is turned off. The sublimed gas con-
tinually evacuates to space through the nozzle. No moving parts are involved.

Ion Jets - Ion jets function by generating ions, accelerating them through an
electric field and expelling them. This device has been considered primarily as a
propulsion system for long term space missions because of its high specific impulse.
This inherent advantage makes it attractive as a contrcl device. However, power re-
quirements for ion jets are high and these units are not readily adaptable to mul-
tiple starts. 1In addition, ion jet development has encountered a problem known as
"beam neutralization". If the ions alone are expelled, the vehicle becomes nega-
tively charged, which is undesirable. Electrons must be placed in or near the ion
beam to neutralize it. Several nethods of doing this are under investigation.

Plasma Jets - Plasma Jets are similar in some ways to ion jets. Parallel
Plates are capacitively charged in a vacuum. A gas 1s introduced between them,
which quickly breaks down as the capacitor discharges through the plasma which is
formed. A magnetic field is set up by the current flow. The interaction between
the electric and magnetic fields forces the plasma out of the vehicle. The advan-
tages of plasma jets over ion Jets are higher efficiency, faster response time, and
& neutral plasma. The disadvantage is in the requirement for a gas supply system.

Detonation Hypergolic Jets - Detonation hypergolic jets are bi-propellant jets

which operate on a pulse basis. Minute quantities of the propellants are metered
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juto separate storage chambers, then simultaneously injected into the thrust.ch&mA.
ber. The sudden hypergolic reaction reserbles an explosion of very small magnitude.
Major development problems requiring solution are the propellant measuring system
and the injection system. Both of these have a direct effect on the impulse size.

Solid Propellant Reaction Jets - This device 1is best described by comparing

it to a toy cap pistol. Solid propellant charges, each with its individual nozzle,
‘are encapsulated in a strip of material. Upon command, a charge is stepped into
firing position and combustion occurs. Although the charge feed mechanism is more
complex than other systems, this technique will provide high consistency in pulsec
size. The individual nozzles remove the problem of nozzle deterioration.

No orbital flight experience is available on the performance of the low level
reaction jets with the exception of ion engines. Several flights were made on dif-
ferent types of ion engines to measure their performance as a propulsion unit and
to determine the scope of the beam neutralization problem. The effects on beam neu-
tralization of a space chamber acting as a getter was unknown. The flight test re-
sults indicated that these effects were not great. Resistance jet efficiency is de-
pendent on thermal isolation of the heater and operate most efficiently at pressurecs
less than 109 torr. Because of the minute force levels of the reaction jets being
masked by earth produced torques and forces, chamber pressure is used during ground
test to measure performance. Nozzle design and gas flow characteristics, in addi-
tion to chamber pressure, determine the actual thrust level.

Orbital testing of small impulse reaction jets is desirable because knowledge
of their flight performance is lacking and earth produced forces or torques mask
the results of ground tests performed on devices with less than 1o'h 1bs. of thrust.

3.6.3 Functional Description - This experiment is designed to accommodate

four of the six jet designs discussed in paragraph 3.6.2. The low thrust levels of
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io? and" plasma jets will require special design consideration. A typical experi-
mental system will consist of the components shown in the Functional Block Diagram
(Figure 3.6-1). A typical Thruster and Gimbal Assembly, containing the thrust
chamber and propellant supply, is shown in Figure 3.6-2., If it proves desirable to
test more than one of the candidate thrusters, multiple thruster and gimbal pack-

ages or mounting multiple thruster assemblies on one gimbal could be employed.

SMALL IMPULSE DEVICES EXPERIMENT FUNCTIONAL BLOCK DIAGRAM
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FIGURE 3.6-1
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TYPICAL THRUSTER AND GIMBAL ASSEMBLY e
SMALL IMPULSE DEVICE

Thrust

chamber

— Rotational axis

Electronics

FIGURE 3.6-2

Thrust determination is primarily accomplished by measuring the current required
by a torquer to hold the gimbal immobile against the thrust of the reaction device.
This should provide an accuracy within five percent. Secondary measurements will
be made of nozzle pressures.

Experiment Equipment - Experiment equipment will consist of the gimbal, the

thrust chamber and its propellant, and the electronics. The gimbal is a rotating
table on which the thrust cheamber and its fuel supply are mounted. The thrust

chamber is mounted so that its thrust vector is perpendicular to but offset from
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thg gimbai axis. The gimbal and its equipment are mass balanced sbout the
rotational axis.

The gimbal control is a closed loop servo consisting of a position pickoff,
an amplifier and a torquer. Its function is to hold the gimbal in a fixed position
with respect to the vehicle. The gimbal position pickoff provides both a feedback
signal to the control electronics and a monitor signal to the data handling system.
The position signal 1is amplified and applied to the torquer, which provides the
torque to balance the Jet thrust torque. This approach will be capable of measur-
ing lO'l‘L pounds of thrust at a three-inch moment arm. Gimbal freedom is limited by
stops to a small angular travel which will permit the use of flexible electrical
leads instead of slip rings to provide electrical contact between the electronics
and gimbal mounted equipment.

Test Method - The short duration of a test cycle enables this experiment to be
conducted while the carrier vehicle is in contact with a ground station. Upon
ground command, electrical power will be applied to the experimental equipment.
After a short warm-up time, another ground command will initiate the test. The
reaction jet will commence a series of impulses which will be terminated by ground
command. Power will then be removed from the experimental equipment. This test
cycle will then be repeated until the propellant supply is exhausted.

3.6.4 Experiment Physical Parameters - Table 3.6-2 defines the size, weight

and power requirements of the experimental components. Sufficient allowances have
been made for the thruster assembly to permit the choice of any of the candidate
systems described in Table 3.6-1.

3.6.5 Data Parameters - Table 3.6-3 contains a list of all experimental param-

eters which shall be monitored. The nature of the thrust chamber parameters will

be determined by the type of thruster being tested.
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TABLE 3.6-2
SMALL IMPULSE DEVICES EXPERIMENT PHYSICAL PARAMETERS

SIZE POWER
WEIGHT
VOLUME | L-W-H (LB.) PEAK NOMINAL
EQUIPMENT (FT3) | (N) (WATTS) | (WATTS)
Experimental
Thruster Assembly and Propellant| 0.296 8x8x8 10 5* 1*
Gimbal 0.062 6D x 1 5
Electronics 0.010 Ix3x2 0.5 10* 5*
Support
Signal Conditioner 0.004 3x2x1 0.1 5* ™
Power Supply 0.010 3x3x2 0.9 28 1
Total 0.382 16.5 28 10

*Supplied by Power Supply

3.6.6 Vehicle Orbit and Attitude Requirements - The only constraint made by

this experiment is on the vehicle angular acceleration.

0.1 degree per second per second.

The most simple solution to this requirement

This must be kept below

will be to disable the vehicle attitude control system during the test cycle.

3.6.7 Experiment Support and Data Handling Requirements - The data handling

requirements discussed in Appendix B are applicable.

corder are not required since vehicle position is not necessary and all data will

be monitored in real-time.

lems are expected in the areas of signal conditioning and environmental control.

The transponder and the re-

A master reference is not required and no unique prob-

The total energy, mounting and command requirements are described below.

Mounting - Care must be exercised in locating the thruster and gimbal assembly

so that the jet exhaust does not impinge on the vehicle surface.

alignment of the thrust vector through the vehicle center of mass will limit the
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. ’ TABLE 3.6-3
SMALL IMPULSE DEVICES EXPERIMENT DATA PARAMETERS

SIGNAL SAMPLE
DATA POINT FORMAT AND |PASAMETER | “RaTE | accuracy o | DENR REA
FREQUENCY ( /sec.)
Gimbal Position +5 deg. X X
Torquer Current X X
Thrust Chamber Analog, DC 1% F.S. X X
Thrust Chamber X X
50
Thrust Chamber X X
Vehicle Roll Rate X X
Vehicle Pitch Rate Analog, 400 cpq }+ 1.0°/sec. +0.01%/sec. X X
Vehicle Yaw Rate X X
Power Command r X X
Analog, DC on/off 0.1 5
Thruster Command X X

effect on vehicle motion. The angular acceleration induced will be equal to the
thrust times the moment arm divided by the vehicle inertia. If this acceleration
is excessive, an alternate test design would use two opposed thrust chambers which

would pulse in turn.

Commands per Experiment Sequence - Two ground commands are required to perform

the experiment. The "Power" command applies and removes power from all experimental
packages. The "Thrust" command initiates and terminates the Jet thrust.

Electrical Energy Requirements - The size and weight allowance for propellant

will supply fuel for a minimum of ten test cycles. The total energy required for

the ten cycles will be approximately 14 watt-hours.

3.6.8 Experiment Flight Test Plan - The development plan for the program is

detailed in Figure 3.6-3. Gating factors are the choice of thrusters, carrier
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SMALL IMPULSE DEVICES EXPERIMENT DEVELOPMENT PLAN

. -

ﬁ?ime from Go-Ahead (Months)
0 2 4 6 8 10 12

1. Equipment Development

Choice of Thruster *

2. Carrier Vehicle Selection

Preliminary
Final v v

3. Experiment Design
Experimental Package
Signal Conditioner
Detail Procedures

4. Experiment Fabrication
Experimental Package

Signal Conditioner

5. AGE - Design, Fabrication

6. System Integration —

7. System Test S ——— |
8.

Environmental Flight Worthiness
Test

9. Delivery of Flight Article

10. S/C Installation/Integration

11. Launch v g

*Depends on Carrier Vehicle.
May vary from 1 to 8 months

after installation.

FIGURE 3.6-3

vehicle final selection and experimental equipment design and fabrication. The
flight test sequence (Figure 3.6-U4) utilizes the following steps all of which occur
during one period of contact with a chosen ground station.
a. Power is applied to all experimental equipment. Two minutes warm-up time
is allowed.

b. Thrust impulses are initiated and continue for two minutes.
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. | SMALL IMPULSE DEVICES EXPERIMENT
FLIGHT TEST SEQUENCE

System Power On
Off
Thruster On
Off

Ground Commands

Power and On -l ﬂ

Data Request  Off
Thruster On -I FI
Off

0 1 2 3 4 5
Time (minutes)

FIGURE 3.6-4
¢. Thrust impulses are terminated.

d. After thirty seconds, power is removed from the experimental equipment.

REFERENCES

1. Resistance Jet Attitude Control System, General Electric Co., LMED, Report
LMEJ T7154-2.
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3«7 Optical Windows and Mirrors

-

3+7.1 Objectives - The objective of this experiment is to quantitatively
measure the optical degradation which occurs in windows and first surface mirrors
when they are exposed to the space environment. -

3.T.2 Background - A majority of the optical tracking systems in use or
under design are sealed units requiring optical windows. Most of the remainder
employ first surface mirrors to reflect the light signals to the sensor.

Windows must be designed with several important qualities which affect the
value of the light signal presented to the sensors. Surface flatness and a paral-
lel relationship between the front and back surfaces affect the distortion of the
image. The transmissibility of the window in the desired frequency spectrum
affects the signal level received by the sensor. Existing manufacturing tech-
niques are quite capable of producing windows which exhibit high quality in these
areas in the ambient ground environment. In space the windows are subjected to
long time exposure to such environmental factors as radiation, temperature shock,
meteorites, subliming and outgassing materials, and jet exhausts.

Ground testing of optical devices has limited usefulness. Radiation testing
is possible with good quantitative results. Inside a vacuum chamber the lens is
exposed to a radiation source. The material damage can be closely correlated to
type of radiation and length of exposure. To some extent, sublimation coating
tests can be performed on the ground. Realistic tests of coating from outgassing
and jet exhausts, and of meteorite impingement are not presently feasible primar-
ily because insufficient quantitative date is available for test definition. The
degradation effects of the orbital environment are shown in Table 3.7-1. The
necessity of tests under a realistic combination of all these environments and

the difficulty of simulation make an orbital test advantageous.
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TABLE 3.7-1
SPACE ENVIRONMENT DEGRADATION

ENVIRONMENT DEGRADATION

Radiation Molecular changes from
radiation bombardment.

Temperature Warpage
Shock
Meteorites Scratches and pits in

the surface.

Outgassing and Coating which impedes the
Subliming passage of light.

Materials

Jet Exhausts same as previous

The choice of window materials is dependent upon the light spectrum to be
transmitted. Normal optical quality gless will transmit a broad spectrum running
from the near ultraviolet to the near infrared (approximately 0.32 micron to 2.2
micron). Germanium or special composition windows are used for the transmission
of the infrared spectrum.

A typical first surface mirror consists of a copper or beryllium plate with
a deposited aluminum surface which 1s then coated with silicon monoxide to prevent
oxidation of the aluminum. Such a mirror can be used to give high reflectance
over a spectrum running from the infrared through the ultraviolet regions. In the
space environment mirrors are subject to the same degradation effects as windows.

Factors which must be considered before an experiment configuration can be

defined are the reference light source, carrier vehicle orientation, and multipli-

city of experimental packages. Logical light sources to be used as a reference
are the sun and artificial sources included in the experimental package. The major
advantages of using the sun are simplicity and reliability of the experimental

package. However, the reliability of the experiment package may be offset by the
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complexities of programming the vehicle solar orientation at required times. The
major disadvantages of using the sun as a reference source are the vehicle point-
ing accuracy and stebilization requirements. Pointing accuracy would be critical
during the periods when data is being recorded (the light path length through the
window will directly affect the signal level). Use of an artificial light source
offers independence of the experiment from vehicle orientation, thus the test be-
comes adaptable to many different vehicles.

Mounting one experimental Package on the sun side and another on the dark
side of a solar oriented vehicle or a solar paddle provides a very diagnostic
test. Radiation damage and temperature shock are more severe on the sun side
experiment while the dark side experiment will be more susceptible to fogging or
coating. Although it will be,imp0ssiblé to achieve an exact measure of the degra-
dation caused by any one environment, some measure of comparative effects may be
Possible. Mounting one experiment on the sun side and one on the dark side tends
to rule out the use of the sun as the reference light source.

Based on these factors, a window experiment package and a mirror experiment
package will be designed, each of which will provide its own artificial radiation
sources. If the carrier vehicle is scheduled to be solar oriented, such as 0SO0,
two of each will be carried and mounted as described above. With any other orient-
ation, one package of each type will be tested. In either case, one set of sup-
porting equipment will be employed.

The nature of the test is such that consideration should be given to the
Possibility of recovering the mirror and window packages intact. This would allow

& much more thorough determination of the amount and type of degradation which hasg

occurred.
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OPTICAL EXPERIMENT FUNCTIONAL BLOCK DIAGRAM
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3¢7+3 Functionel Description - A functional block diagram of the experiment

is shown in Figure 3.7-l. Experiment equipment consists of the windows and
mirrors and their associated sources and sensors. The programmer, signal condi-
tioner, and power supply are experimental support equipment. The experimental
prackages are designed in accordance with the following ground rules.
&+ FEach window and mirror package is Provided with covers to protect the
sources and sensors from radiation and meteorite damage.
b. During exposure Periods, windows, mirrors and covers are mechanically
locked in position and all bower removed from the experimental system.
¢c. Basic design of the equipment will be made independent of the possible
sources, sensors, windows and mirrors.

Windows and Covers - Six circular windows are mounted in a movable frame

which exposes the windows to the space environment or places them inside the
vehicle for exposure to the test source. The choice of six windows is arbitrarily
based on achieving a compact mechanical design. When exposed to the space environ-
ment, the window frame is flush with the vehicle skin as shown in Figure 3.7-2a.
For test burposes, the frame will rotate inward Pplacing the windows between the
light sources and sensors. During the test, the frame is held tightly against a
stop which is adjusted on the ground. The frame is adjustable in a manner which
Places each window successively between each source and sensor combination. The
characteristics of a group of candidate window materials are shown in Figure 3.7.3.
As an alternate design, one point source, such as a special tungsten source or a
mercury or zirconium arc lamp, is operated in conjunction with a series of filters
to provide the desired spectral characteristics. This design will require less

power but require a longer test cycle which will be more complex to program.
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OPTICAL EXPERIMENT MECHANIZATION
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Jindow Source and Sensor Package - This package contains the source and sen-

sor combinations which provide radiation of the chosen frequencies. The sources
are filament bulbs, Osram (spectral) lamps and/or black body sources which are
filtered to provide radiation in the six desired bandwidths to be chosen at a
later time. The sensors are thermistor volometers. The sources are collimated
to provide maximum radiation for the available power. The amount of collimation
depends upon the image size and/or total light required at the sensor. The
optical center lines of the source and the sensor will be colinear. The outputs
from the package are signal levels from the sensors which will be a measure of
the quantity of light reaching then.

Mirror and Cover - The mirror is first surface mirror whose composition

will be chosen from the list of candidates in Table 3.7-2. The mirror frame has

two positions, exposed and test. In the test position, the mirror is flush with

the vehicle surface and held tightly against the stop. Otop adjustment is accom-
plished during ground testing. Mirror position for both the exposed and test

conditions is illustrated in Figure 3.7-2b.

TABLE 3.7-2
CANDIDATE MIRRORS

BASE REFL ECTIVE COATING PROTECTIVE COATING BANDWIDTH
1. Beryllium Aluminum (AD* Silicon Monoxide (SiO) Broad:
2. Beryllium Aluminum (Al)* Magnesium Fluoride (MgF ,) Broad
3. Glass Aluminum (AD)* Silicon Monoxide (Si0) Broad
4. Glass Aluminum (AD* Magnesium Fluoride (MF ) Broad

*Copper (Co) or Gold (Au) for special purposes
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Mirror Source and Sensor - The mirror source and sensor are designed in a

manner similar to that of the window source and sensor package. Each unit has

two operating positions, calibration and test. The optical centerline of the two
units are colinear during calibration. During test, the units are aligned so that
their optical centerlines meet at the mirror surface. Both of these positions are
achieved by torquing the units against stops which are adjusted on the ground.

The source is collimated to the requirements described above. The sensor emits
signal levels corresponding to the radiation received.

Position Controls - The position controls are integral with the other pack-

ages. These include the solenoids and motors required to position all moving
assemblies,

Test Method - Once each day, a complete test cycle is performed. This con-
sists of calibrating each sensor by measuring the amount of radiation being
produced by its source. Then the windows and mirrors are placed in the light path
and the sensors are again monitored. Each window is tested sequentially with
each source and sensor. The ratio of the test and calibration signals is a
measure of window transmissibility or mirror reflectivity. Comparison of this
ratio to that of previous tests vil. define the total degradation which has taken
Place. The base ratio will be determined prior to the launch of the carrier vehicle.

3.7.4 Experiment Physical Parameters - Table 3+7-3 describes the size,

weight, and power requirements for the experimental components. The size and
weight figures for the experimental Packages include two units of each. If only
one unit of each type is used, these are halved, although the power requirement
and the estimates for the supporting equipment remain unchenged.

3+T7+5 Experiment Instrumentation - Table 3.7-k contains a list of all

Parameters which are monitored for this experiment. Recovery of the experimental
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TABLE 3.7-3 .
OPTICAL EXPERIMENT PHYSICAL PARAMETERS

ITEM VOLUME WEIGHT AVERAGE POWER (WATTS)
CUFT.| L-W-H (LB.) PEAK NOMINAL

Experimental

Window Experimental .063 @6x3x3 5.0 15* 6*

Package (2)

Mirror Experimental

Package (2) .019 @ x2x2 3.0 12* 1*
Support

Programmer .019 4x4x2 1.0 3* 1*

Signal Conditioner .004 6x1x] .2 4* 2*

Power Supply .052 6x5x3 3.9 40 14
TOTAL 157 13.1 40 14

*Supplied by Power Supply
units from orbit would be desirable to assist in the final analysis of exposure
degradation.

3.7.6 Spacecraft Control and Orbit Requirements -~ The experiment has no

firm requirements for either vehicle control or orbit parameters. If a sun
oriented vehicle is used, the attitude should be maintained within + 30 degrees.
With any other orientation, there are no requirements. A vehicle with an orbit
passing through the Van Allen belt will provide & more severe radiation test, but
this fact is secondary compared to the desirability of performing a test between
two identical units on the sun-oriented vehicle.

3.7.7 Experiment Support and Data Handling Requirements - The data handling

requirements discussed in Appendix B are applicable. Ground tracking alds are not
required for this experiment since vehicle orbital position is not important. The

design of the experiment support equipment does not appear to offer any problems.
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TABLE 3.7-4
. OPTICAL EXPERIMENT DATA PARAMETERS

SIGNAL

SAMPLE
FORMAT PARAMETER ESSEN- | DESIR-
DATA POINT AND RANGE RATE ACCURACY | RECORD

TIAL | ABLE
FREQUENCY (/5EC.)

3\

Pkg. 1 — Window Sensor No.
No.
No.
No.
No.
Ne.
~ Mirror Sensor 0-5 volts +0.05 volts
Pkg. 2 - Window Sensor No.
No.
No.
No.
Neo.
No.
~ Mirror Sensor Analog, DC
Command - Test Pkg. No. 1
No. 2
~ Source Power On Off/On
— Unlock Power On
~ Step Windows J
Pkg. 1 ~ Window Position
— Mirror Position
~ Window Cover Position Limit 1/
— Mirror Cover Position Transition/
Pkg. 2 ~ Window Position Limit 2
— Mirror Position
— Window Cover Position J

O BWN —

N bW —

DX XK XK XK XXX XK XXX XX

X X X X

2N
N
2K XK XK XK DK DK XK DK DK DD D XK DK D DK DK D DK I DK D X X X X

XK X XX X X

— Mirror Cover Position |) J

NOTE: All data points monitored during test periods and on ground command

There is no requirement for a master attitude reference, nor is there an environ-
mental requirement. Each daily test cycle described in Figure 3.7-5 requires
7.5 watt-hours of energy for a monthly total of 225 watt-hours. Mounting and
ground commands are discussed below.

Mounting - Mounting of the experimental units must be given special consid-
eration. The units must be mounted so that the windows and mirrors are subject
to the space environment in the exposed position. In the case of the solar-

oriented vehicle, the two sets of packages should be mounted as nearly as possible
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on opposite sides of the vehicle. The support equipment may be placed in any nen-
interfering position within the vehicle.

Ground Commands - The experiment is performed in conjunction with three

specific ground commends. "Initiate Test" will result in the experiment being
conducted through one complete test cycle. "Dump Data" will result in the
transmission of all data stored on-board the vehicle. The "Monitor Data" command
will result in the transmission of real-time data. This command serves to turn
the data system both on and off. Step-by-step performance of the experiment via
ground command is not considered feasible. The added reliability vhich would
come from having a backup capability would be offset by the added complexities

of the required ground command receiving equipment.

3.7.8 Experiment Flight Test Plen - The development plan for the program is
detailed in Figure 3.7-4. The gating factor in the estimated ten month time base
is the six month allowance for design and fabrication of the experimental packages.
The flight test sequence is defined in Figure 3.7-5. It involves utilization of
the following steps. Each experimental package consists of one window package and
one mirror package.

a. Energize Package 1 sources and allow sufficient wermup time.

b. Calibrate Package 1 sensors by monitoring their output while the windows

and mirror remain in the exposed condition. The mirror source and
sensor will be in the calibrate position.

c. Cycle the Package 1 windows and mirror and the associlated covers from

the exposed to the test positions. Cycle the mirror source and sensor
to the test position.

d. Conduct a test cycle, interposing each window source and sensor

combination by each window successively.
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- OPTICAL EXPERIMENT DEVELOPMENT PLAN

1. Equipment Development
Choice of Window/Mirror Materials

2. Experiment Design
Window Package
Mirror Package

Programmer

Signal Conditioner
Power Supply
Detail Procedures

3. Choice of Carrier Vehicle v

4. Experiment Fabrication
Window Package
Mirror Package
Programmer
Signal Conditioner
Power Supply

AGE - Design, Fabrication

System Integration

System Test

Environmental Flight Worthiness Test

¥ ® N o v

Delivery of Flight Article

10. S/C Integration and Installation

*
11. Launch Y
*Depends on Carrier Vehicle. May vary from 0 2 4 . 6 8 10
1 to 8 Months after Installation Time (Months)

FIGURE 3.7-4

e. Recycle all equipment to the exposed or calibrate position.

f. Repeat steps (a) through (e) using Package 2.

g+ Turn off power.

h. Repeat this cycle once per 24 hour period for the duration of the test.
Data obtained from this experiment should be processed into a series of

charts. BEach chart will detail the performance of one window in conjunction
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with one source and sensor combination (or the mirror with its source and sensor).
The absissa of the chart is time from the beginning of the test. The ordinate
is the normalized performance, which is defined by the equation:

AN/BN

BN = Ro/B

where: Py = Performance on the Nth test;
AN = Sensor signal with window in test position for Nth test;
BN = Sensor signal during calibration of Nth test;

Sensor signal with window in test position before initial exposure;

&

Sensor signal during calibration before initial exposure.

o
]

Treatment of the data in this manner will eliminate errors due to changes in
light intensity from the source. There will be six charts for each window, one
for each mirror.

It would appear that this experiment would only be the first in & series of
tests to find satisfactory window and mirror materials. Subsequent tests could
utilize a new set of candidate windows or run a more thorough test on a particu-
larly promising material. In either case, the design of the basic experimental

hardware and the support equipment would be complete.

REFERENCES

Infrared Systems Handbook, McDonnell Aircraft Corporation, Technical Memo No.

412-AR-31220, dated 27 December 1963.
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3.8 Bearings and Lubricants

3.8.1 Objectives - The objectives of this test are to verify the adequacy of
ground testing and to obtain qualitative design data on bearing operating life and
standby capabilities in a space enviromment.

3.8.2 Background - Space vehicles use a multitude of bearing applications in
equipment such as gyroscopes, pumps, solar panels, trackers, and antennas. When-
ever possible the bearings are sealed within a pressurized enclosure. However,
this is not always practical. For example, passive tracking equipment, such as
the Gemini horizon semsor, operates best when the signals are not attenuated and
distorted by windows in a pressure compartment, Since the sensors are exposed to
spece, the associated bearings also must withstand this environment and be
specifically designed for it. Factors which affect the selection of the bearing
and lubricant best suited for a particular application include operating speed,
bearing load, pressure and temperature at orbital altitude, and design life.

In the environment of earth, it is possible to lubricate moving parts to re-
duce friction and wear. Even without specific lubrication, exposed solid surfaces
absorb films of oxygen and water vapor which act as lubricants. In the space en-
vironment, these surface lubricants are lost through sublimation into space,
absorption by the solid, chemical reaction with the solid, sputtering from proton
collision, chemical change by radiation and mechanical wear between moving sur-
faces. Once lubricants are removed, the surfaces remain clean and temd to weld to
each other, resulting in high coefficients of friction. Reference (1) summarizes
the expected requirements for bearing lubricants in aerospace applications.

Table 3.8-1 summarizes the bearing and lubricating techniques planned for a group
of scientific satellites.

Much ground testing has been performed using vacuum chembers to simdate the

space environment. Useful date has been obtained concerning vacuum effects on
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bearings and lubricants. ILockheed performed a series of tests using motors of g
standard design (Reference 2). These were fitted with various bearing designs and
lubricating schemes and tested at vacuum levels of 10-T to 109 torr. and tempera-
tures ranging from 160 to 200°F. Other tests have been performed, only on lubri-
cating schemes, using simulated bearing surfaces such as a rider on a rotating
disc. Still other tests have been performed on bearings and lubricants by using
test fixtures which could vary bearing speed and loads over a vide range.

The envirommental simulation accomplished by these tests is not fully ade-
quate. Existing test facilities cannot achieve pressures much below 10~9 torr.
while the space enviromment is expected to have a pressure range of 10'8 to 10712
torr. In addition, lubricant flow in a zero-g enviromment cannot be similated nor
is it possible to simulate the entire space enviromment in one test. An orbital
test will provide a realistic environment and provide data for correlation of
ground test results.

Some information on friction and wear 1s obtained from the operation or fail-
ure of various spacecraft components. However, such an approach is (1) slow, (2)
not quantitative, (3) unreliable, and (4) may mean jeopardizing a scientific exper-
iment or the whole mission. A typical example of such data was the failure,
attributed to a bearing, of a Nimbus solar panel. These factors make it desirable
to design specific bearing experiments to be flown on available vehicles. Such a
test is attractive because the experiment imposes few restrictions on the carrier
vehicle. An experiment involving low speed applications was flown on Ranger 1
(Reference 3). Because the vehicle failed to achieve its highly elliptical orbit,
the pressure regime was only 10'6 to 1077 torr. The total test time was five

hours.
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An orbital experiment could be designed using any of the three ground testing
methods. The Ranger tested lubricants on simulated bearing surfaces. Bearing
tests performed on special fixtures,to provide variable speed and load conditions,

would provide the most complete test. But since one of the primary aims in bearing

tests is to verify ground test results, testing the bearings in a manner similar to
that used by Lockheed will provide this data using a relatively simple and reliable

experiment.

3.8.3 Functional Description - The multitude of applicable bearing designs

and lubricants vwhich are available make it difficult to determine how many and

which to test. For this reason, the approach used in this experiment description

BEARINGS AND LUBRICANTS EXPERIMENT
FUNCTIONAL BLOCK DIAGRAM

Speed Speed’
Indicator
f Signal Real-Time Data
I Conditioner to S/C Data System
1 1 Motor Voltage
L Motor C >
otor Current
Motor Base Plate Temperature >
Bearing Temperature
g p >
Ground Commands
Power
Supply
S/CP
/ ower
FIGURE 3.8-1
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i1s to define a typical test configuration involving a bearing and lubricant with-
out specifying their exact nature. A functional block diasrem for the typical test
is shown in Figuwre 3.8-1. The experimental equipment is the motor and its speed
indicator such as the one shown in Flgure 3.8-2, The programmer, signal condi-
tioner and power supply comprise the experimental support equipment.

Experiment Equipment - The bearings under test are those which support the

rotor of the two-phase servo motor. Based on power restrictions, a motor was
chosen which requires approximately 75 milliamps per phase. The motor speed is a
function of the input voltage and the bearing friction. By maintaining the volt-
age constant, the friction can be determined by measuring the speed. The proposed
speed indicator is a magnetic device which produces a voltage pulse each time the
magnetic lug passes close to the coil. As an alternate approach, friction levels
could be measured using strain gauges. VWhile this approach would require a more
sophisticated design, it would also relieve the complexities in monitoring the
motor speed.

Test Method - The test method required by this experiment is extremely simple.
After the carrier vehicle has attained orbit, motor power is applied upon ground
commend. Data will be monitored once each orbit, wpon ground command, for the
first four to six orbits. Thereafter the data will be monitored once per day.
Operating life will be tested for a period of two weeks and ‘then motor pover will
be removed. Run-down time will be monitored. A two week standby test will then be
conducted. Data will be monitored once per day to provide a time history of both
plate and bearing temperatures. This four week test cycle will be repeated until a
failure occurs or until the carrier vehicle can no longer support the experiment

power requirements. When bearing friction has become sufficiently high to lower
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TYPICAL BEARING TEST UNIT

Thermocouple
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(Both Ends) Test Bearing
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Magnetic Speed Magnetic Lug
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N — N

\' Support Surface

Data: (Approximate)
Weight .50 Ibs.

Volume 8.2 cu.in.

FIGURE 3.8-2
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TABLE 3.8-2
BEARINGS AND LUBRICANTS EXPERIMENT PHYSICAL PARAMETERS

SIZE WEIGHT POWER
EQUIPMENT VOLUME L-W-H (LB.) PEAK NOMINAL
(FT.3) (IN.) (WATTS) [ (WATTS)
Bearing Package .006 3x3.5x1 0.5 3.5* 2.8*
Signal Conditioner .002 Ix1.5x0.5 0.1 S5* 1*
Power Supply .007 2x2x2 0.6 13 6
Total .015 1.2 13 6

*Supplied by Power Supply

motor speed to 90 percent of rated, a daily run-down time test will be conducted.

Power will be immediately restored after run-down.

3.8.4 Experiment Physical Parameters - Fhysical parameters are defined in

Table 3.8-2 for the typical test configuration and the experimental support equip-

ment required for the individual test unit. The physical parameters for multiple

unit experiments can be estimated by applying the following rules.

l.

The slze and weight for each additional bearing package will be similar
to the present one,

The programmer volume and weight will be increased by 10 percent of the
present value for each additional unit.

The volume, welght, and power of the signal conditioner is directly
proportional to the number of experimental units.

The volume and weight of the power supply will increase by 15 percent of

the present value for each additional unit.
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TABLE 3.8-3
BEARINGS AND LUBRICANTS EXPERIMENT DATA PARAMETERS

SIGNAL
FORMAT SAMPLE
AND PARAMETER | RATE ESSEN- IDESIR- | REAL
DATA POINT  |FREQUENCY RANGE (/SEC.) | ACCURACY | TIAL ABLE TIME
Motor Speed Pulse, 0-12,000 rpm 1 + 50 rpm N \
0-200 pps
Bearing Temperature Analog, DC 0-400°F 1 + 15°F vV v
Base Plate Temperature| Analog, DC 0-250°F 1 + 10°F vV \
Motor Voltage Analog, 0-30 volts 1 + 2 volts v v
400 cps
Motor Current Analog, 0-200 ma 1 + 10 ma v N
400 cps
Motor Frequency Analog, 380-420 cps 1 + 5¢cps vV vV
400 cps
Note: All data points will be monitored upon ground command..
3.8.5 Data Parameters - The objective of this experiment is to measure
bearing life and operating characteristics in an orbital environment. To aceom=

plish this goal, the parameters listed in Table 3.8-3 are monitored.

3.8.6 Vehicle Orbit and Attitude Requirements - The only vehicle constraint

for this experiment is that the orbit altitude and eccentricity must be compatible

with the desired pressure for the experiment.

There are no attitude requirements.

3.8.7 Experiment Support and Data Handling Requirements - The data handling

requirements discussed in Appendix B are applicable.

The transponder is not rec-

quired since vehicle orbital position is not required by the experiment. Like-

wise, since only real time data is to be taken, there are no recorder requirements.

The bearing package must be maintained at a temperature of + &0 i'QOOF. There

are no special mounting requirements.

with two ground cormands.

and off.
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The "TEST" command will turn power to the motor on

The experiment will function in conjunction

The "MONITOR" command wiil start and stop real time data transmission.



Based on a two week on and two week off schedule, the experiment will require ap-
proximately 2,900 watt-hours per month. A unique signal conditioning requirement
is discussed below.

Signal Conditioner - Monitoring the pulse signal fram the speed detector

presents a potential problem to the signal conditioner. A pulse rate detector
will provide a DC output signal which is proportional to the pulse rate input with
a 5 percent uncertainty. A circuit consisting of counters,shift registers and
associlated logic can provide an accuracy of 1 percent but at a higher size, weight
and power. A compromise can be achieved by using the pulse rate detector, but
switching between the output of the speed detector and that of a pulse reference
generator. Within its own uncertainty, the generator will supply a calibration
signal for processing the detector output.

3.8.8 Experiment Flight Test Plan - The development plan for the program is

detailed in Figure 3.8-3. The gating factor in the seven month time base is the
three month design and fabrication time required for the bearing package. The
flight test sequence utilizes the follovwing steps which take place shortly after
orbit insertion.
a. Experiment is turned on by ground command.
b. Data is monitored for one mimute upon ground command; once each orbit for
the first six orbits, once per day thereafter.
¢. After fourteen days the experiment is turned off upon ground command and a
run-down test is conducted.
d. After fourteen days of standby, repeat steps (a) through (c).
€. This sequence will be repeated until power is no longer available, or a

failure occurs.

Data processing will consist of determining and recording each data point for each

monitor period.
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BEARINGS AND LUBRICANTS
EXPERIMENT DEVELOPMENT PLAN

Time from Go-Ahead (mo.)
0 i 2 3 4 5 6 7

. Equipment Development

. Experiment Design

. Selection of Carrier Vehicle

. Experiment Fabrication

. AGE - Design, Fabrication
. System Integration b
. System Test

. Environmental Flight Worthiness Test
. Delivery of Flight Article

. $/C Integration and Installation

. Launch Y*

Choice of Bearings & Lubricants

Bearing Package
Programmer

Signal Conditioner

Power Supply
Detail Procedures

Bearing Package
Programmer

Signal Conditioner

Power Supply

Sub

*Depends on Carrier Vehicle. May vary from 1to 8 mo. after installation

REFERENCES

1. General Electric (SSL) Report R64SD38, "Survey of Aerospace Requirements

for Bearings and ILubricants", 1964

2. Young, William C., "Iubrication in Vacuum", The Journal of Environmental

Sciences, February 1964

3. Rittenhouse, J. B., et al, "Friction Measurements on a Low Earth

Satellite", JPL/CIT Report 32-402, 1963

FIGURE 3.8-3
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L. CATEGORY C EXPERIMENTS

The Category C experiments cover a broad spectrum of experimental areas. In
general, the devices or concepts require further detailed study and analysis. The
fifteen experiments are considered worthwhile for further study, but were not fully
explored on this program because of development status or vehicle design constraints.,

The time scale for the development of séme of the equipment is not compatible
with this study program; however, the application of these devices appears promising.
The experiments requiring further development effort, such as hardware development
and target definition, or which have questionable application in near future NASA
missions include Automatic Landmark Tracking, Microwave Radiometric Local Vertical
Sensor, Cryogenic Gyro, Densitometers, and V/H Sensing.

Several of the experiments place a major constraint on the design, control or
mission parameters. Those experiments requiring specisl carrier vehicle considera-
tions for meaningful experiment definition include Planet-Moon Vertical Sensor,
Gravity Gradient Controls-Active Demping, Temperature Rate Flight Control System,
Rendezvous Sensor Subsystem, Fluid Systems, Control Logic, Reaction Jets, and
Passive Control Techniques.

The Extravehicular Control experiment is a very specialized case and probably
requires use of a manned vehicle. The man is not necessarily required to leave the
vehicle, but rather, he performs the experiment operations and evaluations. Another
experiment which would benefit from being performed in a manned vehicle is the Space
Environment Test. The man would perform the measurement evaluation, failure mode
analysis and revision of test methods as needed.

For each Category C experiment, the format includes an objective and a dis-
cussion of the background and suggested or possible tests. The majority of the ex-
Periments require either additional development and ground tests or carrier vehicle

selection to define meaningful orbital tests.
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4.1 Planet-Moon Vertical Sensor

h.1.1 Objective - The purpose of this experiment is to evaluate the in-flight
measuring capability of a planet-moon vertical sensor when operating against actual
targets.

h..2 Background - Most space vehicles require reference sensors to establish
vehicle attitude with respect to a set of coordinate axes. When the vehicle is
necr a planet, a horizon sensor is usually used to measure the vehicles attitude
with respect to the center of the planet. The most common method of determining
1ocal vertical is through use of the planets thermal emission characteristics.

Experiment 2.4 and 2.5 describe in detail the problems associated with simu-
lation of the earth for ground test evaluation of horizon .sensor. Similar problems
may exist for simulatlion of other planets with atmospheres, such as Mars and Venus.
More measurements of the planets from a lesser distance than from earth will be
needed to determine the full extent of the problems assoclated with simulation.
Atmospheric attenuation in narrow spectral bands and beyond fifteen microns as well
as the distance to the planets make detailed mepping and measuring of the planet
characteristics extremely difficult.

Similation of the moon does not present the same identical problems as earth
similation. Since there is no known atmosphere on the moon, the gradient slope is
infinite. The moon presents problems of temperature extremes and varilations in re=-
flectivity which are similar to the atmospheric anomaly problem.

A plot of the apparent temperature distribution along a diametrical scan of the
earth, moon, Mars and Venus 1s shown in Figure %,1-1 (Reference 1). The figure is
a great over-simplification but is useful for comparison of the gross radiation
characteristics of the four objects. The dynamic range of maximum to minimum radia-
tion levels may be quite different in restricted spectral bands. Reducing the spec-

tral bands will reduce the apparent radiance but may also reduce the dynamic range.
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From Figure 4.1-1 it is apparent that the moon presents the greatest problem
of dynamic range. The ratio of the radiance of the light side to the dark side of
the moon is about 100 to 1, whereas the ratio of the dark side of the moon to space
is only about 50 to 1. Sun illuminated crator edges and shadows cause additional
"hot" and "cold" areas across the face of the moon which are not illustrated on
the figure but have a dynamic range of about 100 to 1.

The large dynamic range of radiance levels presents several problems to sensor

designers. The radiant emission is highly non-uniform across the surface. For
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accuracy, the system must be independent of the radiance level. The detection
system must provide usable signals from low energy sources such as the dark side

of the moon, and yet not be overly sensitive to direct solar radiation. Several
techniques have been developed in an attempt to minimize the problems. The sensing
schemes can be shown to be versions of the following (Reference 2):

a. Passive Scan (requires a spin stabilized vehicle) -~ Used on some TIROS

and Explorer vehicles.

b. Conical Scan (Scanning performed by unit rather than vehicle.) - Used on

Mercury, Nimbus and other vehicles.
¢. Linear Scan (Edge Tracking) - Used on Orbiting Geophysical Observatory,
Saturn and other vehicles.

d. Nutating Scan (Edge tracking and azimuth scan.) -~ Used on Gemini.

e. Illumination Comparison (Radiometric Balance) - Used on Ranger vehicle.

Several companies have performed design analysis, studies and breadboard
fabrication of proposed moon-planet vertical sensors. Under a contract with
Jet Propulsion Labs, Barnes Engineering Company has fabricated prototype versions
of a Lunar-Planet Horizon Sensor (LPHS) (Reference 3). The unit uses a detector
array of thermopiles (Reference 1) and electronic linear scanning. Develomment
of this unit is more advanced than other known units.

Ground testing of the LPHS has verified the design criteria but has not pro-
vided the confidence desired for space application. The lack of confidence 1s due
to the ground test simulation inadequacies. The unit should be tested in orbit to
obtain the desired confidence in the system's capability of measuring vehicle
attitude with respect to the moon or planets local vertical.

4.,1.3 Test Method - Of the several methods which could be used to test the

Lunar-Planet Horizon Sensor in orbit, a test in three phases is recommended.
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Phése I will test the design concept, Phase II will determine the accuracy of the
unit measuring earth local vertical and Phase IIT will determine the accuracy of
the unit measuring the local vertical of the moon. A discussion of the test method
for each phase is contained in the following paragraphs.

Phase I - Test of Design Concept - Two optical heads of the Barnes Engineering

Company ILunar-Planet Horizon Sensor (LPHS) are mounted on an earth oriented, earth
orbiting vehicle. The units are hard mounted to the vehicle inasmuch as operation
in a nulling loop is not required. The electro-optically commutated thermopile
detector outputs are transmitted to ground tracking stations for recording and
later data reduction. Also telemetered are time, vehicle attitude, sensor tempera-
ture and applied voltages.

The test is to determine the ability of (a) the sensor thermopiles to detect
the earth-space gradient, (b) the photo-switching circuits providing low noise
commutation, and (c¢) signal processing circuits converting the discretely sampled
data to a measure of earth local vertical or gradient position. Considerable care
must be exercised in the design of the signal conditioning section of the experiment
in order that the discrete sampling of the ninety thermopiles per sensor head does
not exceed the standard IRIG telemetry bandwidth.

Phase IT - Earth Sensing Accuracy - A complete LPHS is mounted in an earth

oriented orbiting vehicle. The LPHS will consist of four sensing heads and the
signal processing electronics. The test is conducted in accordance with Experi-
ment 2.5 "Horizon Semsor Accuracy", or 3.4, "High Relisbility Horizon Sensors',
depending upon the expected performance of the test unit.

Phase IIT - Moon Sensing Accuracy - A complete LPHS, consisting of four sens-

ing heads and electronics package, is mounted on a vehicle intended for a moon
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mission. The planned mission may be moon fly-by, circum-lunar or lunar impact/ -«
landing. The test unit operates during the lunar approach phases. A master
reference system such as a star tracker will be required for this phase. If the
LPHS operates properly against the moon (with its large dynamic range), it can be
assumed that performance against Mars and Venus will also be satisfactory.
REFERENCES
1. Gerald Falbel and Robert Astheimer, "Infrared Horizon Sensor Techniques for
Lunar and Planetary Approaches', presented at ATIAA G and C conference,
12-14 August 1963 at MIT, Paper No. 63-358

2. Barbara K. Lunde, "Horizon Sensing for Attitude Determination", presented at

Goddard Memorial Symposium of American Astronautical Society, Washington D.C.,
16-17 March 1962, Paper No. G-U485

3. Mclsuchlan, J., "IV. Spacecraft Control: A. Advanced Development Horizon

Scanner for Lunar and Planetary Applications.”, JPL Space Programs Summary
NO. 37"230
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4.2 Gravity Gradient Controls - Active Demping

L.2.a Objective - To determine the improvement in alignment accuracy and
damping of a passively oriented satellite augmented by an active control system.

L.2.2 Discussion - Certain satellite missions require aligning one axis with
the local vertical continuously. For satellites having desirable inertial config-
urations and where time to damp liberations is not critical, passive damping tech-
niques, as discussed in Parsgraph 3.1 are quite satisfactory. However, satellite
design limitations or mission requirements may make passive damping techniques im-
practical., Design limitations may prevent the use of an extensible boom deployed
along the earth pointing axis, as it might interfere with cameras or antennas
pointed toward earth. The unaugmented inertia configuration with lower gravity
gradient torques may under go large liberations requiring active control mechan-
isms for damping to within a desired alignment accuracy of 20. The mission may re-
quire occasional vehicle attitude changes such as orienting one face toward the
moon or other directions away from the earth vertical. This would require active
control mechanisms such as reaction Jets.,

In the past, Discoverer satellites have successfully used cold gas reaction
Jjets to control liberations. The system depends upon attitude information supplied
by three orthogonal position gyros. Their signals, combined in conventional manner
with rate information from three orthogonally-mounted rate gyros, are used to con-
trol the vehicle attitude through the control system. In Discoverer vehicles,
when coasting in orbit, the error signals actuate cold gas reaction Jets through
specially designed proportional gas valves.

Other active control mechanisms for use in damping the liberations of earth
local vertical oriented satellites would be candidates for orbital test. These
include control moment gyros, magnetic torquing devices, reaction wheels, solar

panels, and aerodynamic surfaces. Error signals to actuate these devices could be
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generated by an earth local vertical sensor compatible with the desired satellite
alignment accuracy.

Of the control devices listed, the magnetic torquer, solar panels and aero-
dynamic surfaces are sensitive to orbital parameters. Use of solar radiation pres-
sure is only applicable in high altitude orbits where gravitational and magnetic
forces are small., Orbital eccentricity determines the time spent in the earth's
umbra, and thus the energy available for satellite orientation. Aerodynamic sur-
face controls are only effective in the sensible atmosphere (low altitude orbit)
and depend on the vehicle parameter, W/CDA- The magnetic torquing device is only
effective at altitudes where the magnetic field of the earth is relatively strong
compared with aerodynamic, solar, or gravitational forces. The available field
strength depends on orbit jnclination and satellite position in orbit, and there-
fore does not provide a constant or continuous energy source for control.

Inertia wheels and control gyros are insensitive to orvital parameters and
appear to offer the potential of precision alignment with the earth local vertical,
or any chosen reference direction. Reference (1) describés a control system using
two gyros to provide damping and attitude control.

4.2.3 Recommended Tests - Since reaction jets, inertia wheels and control

gyros are unaffected by orbital parameters or field magnitudes, orbital test of
these devices should be performed to determine that 2° pointing accuracy can be
obtained and that damping to this value will occur within the required time inter-
val. Orbital test would also offer a final environmental proof and 1life test for
the devices.

REFERENCE
1. Lewis, J. A. and Zauac, E. E., "A Two-Gyro, Gravity-Gradient Satellite

Attitude Control System", The Bell System Technical Journal, Vol. XIII, No. 6,
November 196L.
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»  L.3 Automatic Landmark Tracking

L.3.1 Objective - The purposes of the suggested experiments are to: (1)
collect target signature data on selected natural earth features; (2) demonstrate
that an automatic passive optical tracker can acquire and track random earth land-
marks which lie along the orbit track; and (3) evaluate the accuracy of tracking
the landmarks.

Landmark tracking measurements are intended to serve as input data for a
near-earth, self-contained orbit determination system. The landmark data may also
be used for alignment of an attitude reference system and for image motion compen-
sation in an optical-camers system. Unknown landmark tracking techniques also
have applications for lunar (Reference 1) and Voyager missions where orbit
determination, attitude reference alignment or image motion compensation is re-
quired.

4.3.2 Background - Landmark tracking for orbit determination is attractive
because of the potential measurement accuracy and consequent navigation accuracy for
low altitude orbits. Landmark tracking can be broadly catagorized by target
type into (a) active or cooperative targets and (b) passive or earth feature tar-
gets. Microwave, infrared and optical sensors can theoretically be used against
éither type of target. The preferred sensor technique depends on many factors
including: (1) can either active or bassive targets be used or must it work with
both; (2) is target identification required; and (3) what are the target signal
characteristics (including background noise).

If either active or passive targets can be used, active is preferred because
both target identification and signal characteristics can be enhanced. In this
case, microwave sensors are preferred because of development status. On the

other hand if passive targets must be used and target identification is required,
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either optical map-matching, infrared tracker or microwave radiometer techniques
may be preferred depending on target signal characteristics and other considera-
tions. If identification of passive targets is not required, optical techniques
are preferred because many targets with adequate signal characteristics are
available. The following paragraphs provide additional discussion on the various
techniques for active and passive target tracking.

Active Landmark Targets - As defined here, active targets are those where

ground aids are used to enhance identification and/or signal characteristics.
Active ground aids include beacon transponders, reflectors, lights, and IR heat
sources. Active IR heat sources are not attractive compared to the other tech-
niques due to their extremely high power requirements. Sensors which operate
against these targets will not be discussed here. Microwave and optical sensors
are discussed further.

Microwave Techniques - The best known technique uses a vehicle radar which

operates against a transponder or reflector located at a known ground location.
The transponder is preferred over the reflector approach because both vehicle
transmitted power and antenna size can be reduced. In addition, the signal to
background noise ratio can be improved and transponder encoding can be used to en-
hance identification. One navigation concept, designated AROD and recently funded
by MSFC to Motorola for microwave equipment development, uses three ground beacons
for a trilateration measurement approach to derive vehicle position and velocity.
An alternate navigation concept uses one-at-a-time ground beacons to derive vehicle
position and velocity data. For both navigation concepts either range or range
rate may be measured; gimbal angle data is usually not employed. Reference (2)
proposes a self-contained navigation satellite experiment based on the single

beacon, range only measurement concept.
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Aircraft have used variations of this approach extensively and it is antici-
rated that most of the data required to develop an orbital system can also be
obtained from high altitude aircraft. 1In any event, aircraft testing should be
used to the fullest extent prior to orbital proof testing.

Optical Techniques - Target types include single light sources to enhance

detection and patterns of lights to aid both detection and recognition. The
ground support requirements for optical targets are basically the same as for
microwave targets, i.e., a sufficient number of targets must be strategically
located around the world to provide navigation fixes. Optical sensors have the
disadvantage of being Susceptable to local weather conditions which may prevent
target tracking. The only known use of these techniques has been for pilot aids
in landing aircraft.

Passive Landmark Targets - These targets include those where only natural

earth phenomena are used, il.e., no intentional active radiation is employed. The
sensors may be active such as radar map-matching systems or completely passive
such as microwave thermal radiometers, IR tracking systems, or optical map-matching
systems. Reference maps for optical and radar map-matching may be generated from
previous flight films, or they may be generated in near real-time using storage
methods to remember the pattern long enocugh to use optical or electronic correla-
tion techniques for tracking. Some of the above sensor techniques are not attrac-
tive for navigation functions except in special cases. For example, the size,
weight and power for radar map-matching systems might preclude the use of this
technique unless other mission functions require that the radar be included. Map-
matching using reference maps obtained on previous flights is not attractive ex-
cept in special cases because of the difficulties in obtaining the reference maps

and in reducing the maps to a usable format. The following paragraphs provide
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additional discussion on thermal systems (both IR and microwave ) and optical map- .,
matching systems whick are based on real-time reference maps.

Thermal Systems - Thermal radiation contrast in either the infrared or

microwave regions of the spectrum can be used to identify the landmark. Several
natural earth features exhibit sufficient contrast with the surrounding background
to be usable. These include volcanos, geysers, hot springs, islands, lakes and
oases. Reference (3) presents study results regarding these phenomena and suggests
possible instrument designs.

The IR landmark tracking systems will encounter problems common to the IR
horizon sensor such as clouds, haze, etc. which can obscure the landmark during
part or all of an orbital pass. In addition, the differential temperature between
a target and the surrounding medium can vary markedly. For example, the differen-
tial temperature between an island and water can even pass through zero making
discrimination difficult.

A system utilizing a microwave thermal radiometer as a sensor has the advane~
tage of being less susceptible to obscuring clouds, fog, etc. Also, the system can
sense larger thermal differences between landmark and background in some situations
where little or no differential is available to the IR sensor.

Microwave thermal radiometers are being employed for land mapping and are
being considered for other applications such as orbital true vertical sensing. The
main limitations are size, weight, and beam angle. Developmental work 1s being
performed in these areas by several manufacturers including Collins Radio,
Nortronics and Sperry.

A considerable amount of basic data and analysis is required prior to
effective utilization of either an IR or microwave sensor for passive landmark

tracking. Particular problem areas, including the following, mwust be resolved.
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1. The landmark characteristics such as, size, shape, and degree of iso.-
lation.

2, Number of landmarks required per orbit based on sensor altitude and
Probability of freedom from obscurity of the landmark.

3. Effects of weather conditions on attenuation of landmark and generation
of false targets.

k., Landmark and background topographical characteristics with respect to
aspect angle and viewing direction to determine the length of time
available for tracking the landmark.

5. Correlation of the Physical landmark centroid with the thermal centroid.

The above problem areas assume that landmark identification is required, If
identification is not required by the navigation system, some of the mission

dependent problem areas may become less critical, e.g., the number of targets re-

quired and the tracking time available. If random unidentified targets can be
used, the sensor system can search until any target with sufficient contrast is
acquired and tracked. Optical systems appear rarticularly attractive for use

against random targets since it is known that a sufficient number of usable

targets are available.

Optical Systems - Optical tracking systems based on electronic area correla-
tion have been proposed for tracking unknown landmarks. Detailed target character-
istics are not critical and many targets with sufficient contrast are available,

On the other hand, local weather conditions may obscure the targets and the track-
er may track cloud tops unless a discrimination method is designed into the

systemn.,

4.3.3 Suggested Tests - Two experimental areas are suggested as candi-

dates for orbital test. In the first, IR radiometers are flown on & manned,

289



earth-oriented vehicle to obtain data on specific target signature characteristice.
In the second area, a passive, optical or IR tracker designed to track unknown
landmarks along the orbit track is flown and manned or unmanned, earth-oriented
vehicle.

The IR radiometer experiment is conducted on a manned vehicle so that man can
aid in identifying, acquiring and tracking targets that are thought to have the
desired signal characteristics. The radiometer should have a relatively small
field-of-view to collect data on selected targets. The data is used to catalog
navigation landmarks and to design landmark trackers. An alternate and more com-
plex radiometer test method would use an unmanned vehicle with a navigation comput -~
er and attitude reference replacing the man. The navigation computer accepts ini-
tial condition data (position, velocity and time) from a ground tracking network
and computes radiometer pointing commands for tracking and collecting target data.
It may be feasible to combine this radiometer test with the suggested radiometer
test in Paragraph 4.8.

One approach for conducting an orbital test of the optical tracker would be
to design the tracker as an integral part of a stabilized platform and digital
computer. The platform provides a stable reference for pointing the tracker. The
computer provides nominal pointing commands and correlation data processing for
maintaining track. This approach is attractive in that both in-plane and out-of-
plane targets can be tracked. Also, tracking accuracy can be evaluated with the
on-board navigation computer. However, the test is quite complex and the alternate
approach discussed in the following paragraphs is recommended at least for an
initial test. Basically, the alternate approach is to conduct tests with a self-
contained tracker. The vehicle and & single tracker gimbal serve &S the stable

reference. Only in-plane targets are tracked. Correlation for tracking is
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acéomplished by the tracker electronics. Tracking accuracy evaluation is accom-
Plished through use of ground tracking and computing networks.

The optical or IR tracker flight test is based on using a modified V/H sensor
(Reference (4), also see Paragraph 4.10). The system is designed to provide an
image motion compensation signal to an optical-camera system., The V/H computation
is made by tracking an area of terrain as viewed by a vidicon camera and using an
electronic area correlation technique. Tracking is accomplished by using a trans-
lating lens. Transducers measure the rate-of -change of the lens position to pro-
vide the V/H measurement. By using a position transducer to indicate lens position
and using simple computations, the angular coordinates of the tracked landmark
relative to a vehicle attitude reference could be indicated. Rate-of-change
measurement of lateral image drift during the correlation operation supplies a
signal to a drift angle servo. This servo rotates the vidicon camera and its
optics within a gyro-stabilized gimbal and drives a synchro that supplies a drift
angle indication. The V/H sensor performance requirements are to measure V/H to
within an 0.5 percent tolerance and the measure the drift angle to an error of less
than 15 minutes of arc., This performance was demonstrated in the laboratory
(Reference L) for simulated conditions which included orbital V/H and the position
tracking accuracy requirement of 15 arc seconds.

The proposed test method for the modified V/H sensor would mount the sensor
to view down along the vertical in an earth-oriented vehicle. The vehicle is also
controlled in yaw to the orbit plane. The sensor translating lens can direct the
pitch line-of-sight + 20° in the orbital plane. This freedom permits acquisition
of random landmarks that lie approximately 20° forward from the local vertical and
track through the local vertical to approximately 20o aft of the local vertical.

For a 150 n.m. orbit, average tracking time for each target is about 10 seconds.
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This test could be conducted while the vehicle is in contact with a ground station
to simplify the experiment programmer and data handling functions., Conduct of the
experiment while in ground contact also permits assessment of tracker performance
in the presence of cloud cover. Ob jectives of the test are to determine if the
tracker will lock-on and to obtain an estimate of tracking accuracy. Tracking
accuracy can be evaluated using the ground network for orbit determination in
conjunction with the on-board vehicle attitude reference. To evaluate performance,
flight data parameters include the position and rate of the translating lens plus
the synchro output from the drift angle servo. These parameters and others would
also indicate if the tracker maintained "locked-on". According to Reference (&),
the present laboratory V/H sensor experimental model weighs 103 1bs., requires
6430 cubic inches and uses about 300 watts of 40O cycle AC power. An advanced ex-
perimental model (V/H only, i.e., not designed for landmark tracking) was estimated
to weigh 20 lbs., require 575 cubic inches and use 100 watts of 400 cycle AC power.
REFERENCES
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. k.4 Microwave Radiometric Local Vertical Sensor

L.h,1 Objective - Orbital testing of microwave radiometric local vertical
sensor techniques would be performed primarily to establish the feasibility of
the concept and to obtain data to assist in the development of the device. Ulti-
mately, the accuracy of the device must be determined.

k.h.2 Background - With suitable receivers, the microwave radiation emitted
by all materials above absolute zero can be detected and the measurements used to
locate the angular direction of the radiating object with respect to the receiver.
Microwave radiometric techniques have not been used as extensively as infrared
techniques for detection and measurement; however, there appear to be some advan-
tages to the microwave techniques for some practical applications. For example,
in detecting radiation from a surface, such as earth or the lunar surface, the
microvave system would be less affected by surface irregularities and atmospheric
anomalies than an infrared system and thereby give more accurate readings.

The amount of microwave pover radiated by a material depends on its tempera-
ture and emissivity. The radiometric temperature of a source, as seen by a re-
motely located antenna, will be modified by the temperature and losses of the
intervening material. For the atmosphere, losses in the microwave region are due
largely to water vapor and oxygen molecules. Curves in Figure 4.4-1 show typical
attenuation for the atmosphere as a function of frequency. Peas at 23.5 Ge
and 60 Gec are due respectively to the water vapor and oxygen molecular resonances.

The radiometric vertical sensing technique is based on the determination of a
vertical line around which the atmospheric temperature appears constant. As the
antenna look angle is increased in elevation fewer oxygen molecules are encount -~

ered by the beam and the antenna temperature decreases. Assuming that the oxygen
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TYPICAL ATMOSPHERIC ATTENUATION AS A FUNCTION OF WAVELENGTH
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is spherically stratified, a scanning antenna can determine the apparent direction
of the earth center to an accuracy of a few minutes of arc.

The accuracy of the system will be affected to some extent by weather and
other anomalies but to what degree is now known. Therefore, orbital testing
could provide the data to determine the feasibility of the microwave radiometric
horizon sensor. The microwave radiometric technique could be used with the earth,
moon, sun, or another planet as the target by suitable changes in RF frequency.

Microwave vertical sensors are not off-the-shelf items at this time. The
most complete equipment available appears to be that under evaluation in medium
altitude aircraft tests by Collins Radio Company. Collins has been working on
the oxygen-line radiometry and radiometric vertical sensing techniques under con-
tract of FDL (RTD) Wright Patterson AFB, Ohio.

L.b.3 Suggested Tests - Two areas for possible testing are discussed. 1In
the first area, scientific and qualitative accuracy data is obtained to determine
the feasibility of the concept. The second test area is more complex and has a
pPrimary goal of obtaining quantitative accuracy data. Both tests are conducted
on an earth-oriented vehicle to minimize radiometer pointing problems.

A relatively simple test to determine the feasibility of the concept would be
to orbit radiometer equipment which views only a limb of the earth. Infrared
horizon sensors are used to orient one axis of the vehicle toward the earth -
vehicle yaw alignment is not required. The radiometer collector is gimballed only
in elevation (single axis). It may be possible to hard-mount the radiometer to the
vehicle such that the collector field-of-view includes the earth limb when the
vehicle is earth-oriented. However, the non-gimballed radiometer is very dependent
upon vehicle attitude control operation and altitude. The IR horizon sensor pro-
vides master attitude reference measurements for estimating microwave radiometer

accuracy.
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An accuracy test of the microwave system would be conducted in a manner simi-
lar to the Horizon Senmsor Accuracy test in Paragraph 2.5, This accuracy test is
considerably more complex than the first test discussed above and normally would
not be conducted unless aircraft tests or these earlier orbital tests have conclu-
sively proven the concept to have potential. Basically the test method 1s the same
as described in Paragraph 2.5. Since a star tracker serves as the master measure-~
ment reference, vehicle yaw control is required. The microwave system is designed
to track over a wide region of the earth horizon - either by including multiple
collectors of the type discussed in the previous paragraph or by rotating a
single collector over a sector of the horizon. With either approach, the weight,
volume and power requirements for the microwave system are considerable, assuming

state-of-the-art antenna techniques.
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L.5 Cryogenic Gyro

4.5.1 Objective - The primary purpose of conducting an orbital test of the
cryogenic gyro is to demonstrate the potential high accuracy of the instrument in
the space environment. Also, the experiments should provide data on operational
problems such as maintenance of the cyrogenic temperatures.

4L.5.2 Background - The cryogenic gyro holds promise for improving guidance
accuracy considerably by the reduction of gyro drift rate. In many respects the
gyro is quite similar to the Electrostatic Gyro (ESG) described in Paragraph 2.1.
In conventional gyros unpredictable torques resulting from mechanicel support
friction constitute a major source of drift. The cryogenic gyro, like the ESG,
eliminates the friction inherent in mechanical supports by using suspension forces
from an applied external field to support a hollow spinning sphere. However, un-
like the ESG which uses electrostatic fields, the cryogenic gyro uses magnetic
fields for suspension of a superconducting sphere. Since superconductivity occurs
at near absolute zero temperatures, the maintenance of these temperatures poses
the major constraint on using cryogenic gyros. Despite this constraint, the gyro
has several advantages (see Reference 1) including:

a. Superconductors are repelled rather than attracted by maegnetic fields;
thus the support is inherently stable, unlike electrostatic suspensions
which require feedback systems.

b. The current required for support can be trapped in a superconducting
circuit and, once suspended, no support power is required.

¢. Dimensional instability is virtually eliminated at cryogenic temperatures
because material expansion coefficients approach zero.

Various groups have been active in eryogenic gyro research since 1959. JPL

has reported some of their results in References 1 and 2. Early work at General

Electric is reported in Reference 3. According to Reference 1, the purpose of
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JPL's research is to evaluate the known sources of torque which include the non-~
sphericity of the rotor end the trapped flux in the rotor. These torque sources
lead to gyro drifts. G.E.'s work for NASA, known as Project SPIN, is sponsored
by Marshall Space Flight Center for application in a gimballed inertial system.
In correspondence to McDonnell, G.E. (Pittsfield) concluded that orbital testing
of the Project SPIN gyro in its present configuration is neither practical nor
particularly useful in terms of obtaining useful data. It was indicated that
this conclusion was based on the fact that meny of the components of an all cryo-
genic inertial guidance system are not yet under development. Hence, 1t appeared
premature to attempt to plan or schedule a test at this time.

4.5.3 Possible Orbital Experiments - Because of the constraints imposed by

cryogenic temperatures, it is felt that the main use of the gyro will be as a part
of an all cryogenic guidance or nevigation system. The gyro might also be used
in & long term space navigati